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Examiner to preside at such hearing, to adjourn the said
hearing from time to time, to administer oaths and affirma-
tion, subpoena witnesses, compel' théir attendaince, take evi-
dence, consider any amendments.to such offering sheet as
may be filed prior to the conclusion of the-hearing, and re-
quire the production- of any books, papers, correspondence,
memoranda, or other records deemed relevant or material:to
the inquiry, and to perform all other dities in connectlon
therewith authorized by law; and °

It is further ordered, fhat the faking of testxmony in this
proceeding begin on-the 18th day of August 1936, at .2:00
o'clock in the afternoon of that day at the office of the Se-
curities and Exchange Commission, 18th'Street and Pennsyl-
vania Avenue, Washington, D. C., and continue thereafter

-at such'times and places as said officer may designate.

TUpon the completion of testimony in this matter the offi-
cer is directed to close the hea,rmg and make his report to
the Commission. '

By the Comm1ssmn. . : E

[sEavL] 'Francrs P. BRASSOR, Secretary

[F. R. Doe. 1560—Fned August 4, 1936; 12:49 p. o]
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TREASURY DEPABTMENT,
Bureau of Customs.
T [T D. 48461]

CustoMS REGULATIONS AMENDED—MANUFACTURDIG ‘WARE-
HOUSES, SHIPMENTS: OF DISTILLED SPIRITS AND' WINES TO
PuERTO R1CO THEREFROM

TO PERMIT DISTILLED SPIRITS AND WINES TO BE RECIIFIED IN
BONDED MANUFACTURING WAREHOUSES, AND TO PERMIT DIS-
TILLED SPIRITS TO BE REDUCED IN PROOF AND BOTTLED IN SUCH
WAREHOUSES, FOR EXPORTATION TO A FOREIGN COUNTRY OR FOR
SHIPMENT TO PUERTO RICO

To Collectors of Customs and Others Goncerned:

Pursuant to the authority confained in Section 251, Re-
vised Statutes (U. S. C,, title 19, se¢. 66) ; Section 311, Tariff
Act of 1930 (U. 8. c. tltle 19, sec. 1311) as amended by Sec-
tion 404, Title IV, of the Liquor Tax .Adnnmstratxon Act,
approved June 26, 1936 (Public, No. 815, 74th Congress) ; and
Sections 556 (U. S. C., title 19, sec. 1556) and 624 (U. S. C,,

title 19, sec. 1624) of the Tariff Act of 1930, Articles 256 |-

and 949 of the Customs Regulations of 1931. _axe hereby
amended as follows° )
Article 256 is amended by adding thereto the following:
(c) Section 404, Title IV, Liquor Tax Administration Act,
approved June 26, 1936, amends Section 311, Tariff. Act of
1930, by adding the following:

Distilled spirits and wines which are rectified in bonded manu-
facturing warehouses, clas$ six, and distilled spirits which  are
reduced in proof and bottled in such warehouses, shall be deemed
to have been manufactured within the meaning of this section,
and may be withdrawn as herelnbefore provided, and likewise for
shipment in bond to Puerto Rico, subject to the provisions of this
section, and uhder such regulations as the Secretary of the Treas-
ury may prescribe, there to be withdrawn for consumption or be
rewarehoused and subsequenily withdrawn for consumption:
Provided, That upon withdrawal in Puerto Rico for consumption,
the duties imposed by the customs laws of the United States shall
be collected on. all imported merchandise (in its condition as
imported) and imported containers used in the manufacture and
putting up of such spirits and wines in such warehouses: Pro-
vided further, That no internal-revenue tax shall be imposed on
distilled spirits and wines rectified in class six warehouses if such
distilled spirits and wines are exported or shipped in accordance
with the provisions of this section * *

(d) TUpon the withdrawal for shipment; to Puerto Rico of
spirits and wines so manufactured, the warehouse withdrawal
shall contain on the face thereof a statement of the kind
and quantity of all imported merchandise (in its condition
as imported) and imported containers used in the manufac-
ture and putting up of such spirits and wines. The duty
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assessed on the imported merchandise and containers so
used, and their classification and value, shall be shown on
the withdrawal, in accordance with Article 319, If no im-
ported merchandise or containers have been used, the ware-
house ' withdrawal shall contain an endorsement t6 that
eﬁecb

(e) The spirits and -wines shall be forwarded in accord-
ance with the general provisions of the regulations governing
the transportation of merchandise in bond (Chapter XVI).

Article 949 is amended by inserfing “—(a)” after the title
of the article and adding the following new paragraphs:

(b) Section 404, Title IV, Liquor Tax Administration Act,
approved June 26, 1936, amends Section 311, Tariff Act of
1930, by adding the following:

Distilled spirits and wines which are rectified in bonded manu-
facturing warehouses, class six, and distilled spiritd which are
reduced in proof and. bottled in such warehouses, shall bo deomed
to have been manufactured within the meaning of this section,
and may be withdrawn as herefnbefore ;grovided. and lkewliss for
shipment in bond to Puerto Rico, subject to the provisions of this
section, and under such regulations as thé Secretary of the Troas-
ury may prescribe, there to be withdrawn for consumption or he
rewarehoused and subsequently withdrawn for consumption: Pro-
vided, That upon withdrawal in Puerto Rico for consumption, the
dutfes imposed by the customs laws of the Unitéd States shall be
collected on all imported merchandise (in it condition as im-
ported) and imported containers used in the manufacture and
putting up of such spirits and wines in such warchouses: Provided
jurther, That no internal-revenue tax shall be imposed on distilled
spirits and wines rectified in class six warehouses if guch dls-
tilled spirits and wines are exported or shipped in accordance with
the provislons of this section *

(c) When such spirits and wines are withdrawn for ship-
ment to Puerto Rico, the procedure outlined in Article 256
() and (e) shall be followed.

[seaLl Frang Dow,
Acting Commissioner of Customs.
Approved, July 31, 1936.

‘WAYNE C. TAYLOR,
- Acting Secreiary of the Treasury.

[F.R. Doc; 1691—Filed, August 5, 1936; 12:39 p.m.]

|'T. D. 48462]

Cus'roMs REGULATIONS AMENDED——BOND—DEPOS]T ‘oF
**  'ESTIMATED DUTIES—PERMIT

ARTICLE 3097 (A) OF THE CUSTOMS REGULATIONS OI‘ 1031 RELATING
TO THE REQUIREMENT OF CONSUMPTION ENTRY BONDS, CUSTOMS
FORMS 7551, 71553, AMENDED

To Collectors of Customs and Others Concerned:

. Pursuant to the authority contained in sections 623 and 624,
Tariff Act of 1930 (U. S. C,, title 19, secs. 1623 and 1624),
Article 309 (a) of the Customs Regulations of 1931, is hereby
amended to read as follows:

When the importer desires the release from customs custody
of any part of the merchdndise before (1) the full amount of
dutles, including dumping or other special duties, and charges due
thereon has been ascertained by liquidation of the entry, (2) bo-
fore the right of such merchandise to admission into thé Unitdéd
States, or to entry free of duty or at a réduced rate, has been
determined by the proper officer, or (3) beforo any document
relating thereto required by law or regulations has beon furnished,
he shall file & bond ofi Customs Form 7561 or 7653 or other appro-
priate form, at the time of entry or prior to such roleasd. Such
a bond shall not be reqtiired, however, when all of the merchandise
in an importation has remained in customs custody until it has
been inspected, examined, and appraised, and has beoen found to
comply with the law and regtﬂatlons governing its admission into
the commerce of the United States, and until there have been
produced all documents for the production of which & bond is
required by law or regulations if not filed at time of entry.

[sEALl Frank Dow,
Acting Commtissioner of Customs.
Approved, August 1, 1936.
WaYNE C. TAYLOR,
Acting Secretary of the Treasury,

[F. R. Doc. 1592—Fliled, August 5, 1936; 12:39 p.m.]
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DEPARTMENT OF THE INTERIOR.
Division of Territories and Island Possessions.
THE ALASKA RAﬁ.Roan. TRANSPORTATION DEPARTLIENT
PASSENGER CIRCULAR NO. 125-E—FREIGHT CIRCULAR NO. 70-E

-Anchorage, Alaska, July 17th, 1936.
Subject: Tanana Valley Fair.
To all concerned:

Account of Tanana Valley Fair at Fairbanks, August 27th,
28th, and 29th, 1936, this carrier will furnish free transpor-
tation for exhibits and also for caretakers of live stock ex-
hibits in accordance with the following:

Exhibits must be billed to Tanana Vealley Fair for exhibits
to be made at Fairbanks; if desired, these exhibits may be
billed in care of any party. When so billed, shipments will
be handled free, using commercial waybill; in cases of care-
takers in charge of live stock exhibits, including live fur-
bearing - animals, the number of caretakers together with
their names will also be entered on the waybill, which will be
authority for their transportation. Exhibits and Caretakers
of Live Stock Exhibits Will Be Handled Only on Freight or
Mixed Trains.

"Exhibits will be returned free to originating station and
will be handled as above, except shipments will be billed to
party that originally made shipment, proper reference to be
made on waybill that covered movement o Fairbanks.

Authority for the free return of exhibits from Fairbanks
is cancelled with September 8th, 1936.

J. 'T. CunnnoiGEAL,
Supt. of Transportation.

[F.R. Doc. 1552—F1iled, August 4, 1936; 9:31 3. m.]

[X. C. C. No. 225]
THE ALASKA RamLroap
.LOCAL PASSENGER TARIFF NO. 183-A1

Naming round trip excursion fares from stations on the
Alaska Railroad in Alaska to Fairbanks, Alaska, account
Tanana Valley Fair, August 27, 28, 29, 1936.

Issued under authority of rule 52, Interstate Commerce
Commission Tariff Circular No. 18-A.

Issued July 17, 1936; effective August 21, 1936.

Authority: Act, March 12, 1914; Executive Order No. 3861.

Issued by O. F. Ohlson, general manager, Anchorage,
Alaska.

General-Rules and Regulations

1. Stations from and to which this tariff applies—~This
tariff applies from all Rail Line stations.

This tariff applies only to Fairbanks, Alaska,.

Conductor picking up passenger at non-agency station will
handle passenger to first agency station, where ticket must
be secured from originating station to final destination.

2. Dates of sale—August 21, 22, 23, 24, 25, and 26, 1936.

3. Final refurn limit—Return trip to be completed prior
midnight of- final limit. )

Tickets sold from stations College, Alaska, to Curry, Alaska,
inclusive, will be limited to September 2, 1936. Tickets sold
from stations Lane, Alaska, to Seward, Alaska, inclusive, and

- Palmer, Alaska, to -Sutton, Alaska, inclusive, will be limited
to September 3rd, 1936. .

4. Stopovers—stopovers will be permitted at all points
within final return limit on both going and return trip.
Stopover will be granted on application to Conductor, who
will endorse on reverse side of ticket “Off at ————— Station,
Date Train No. —-.--_." This endorsement will be

1No supplement will be Issued to this tarlif except for the pur-
pose of cancelling the tarifi.
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siened by Conductor and transporfation returned fo pas-
senger.

5. Tickets—Use Form I-14 Round Trip Excursion Tickets.

6. Children—Tickets may be sold at one-half the fares
named herein for children five years of age and under twelve
years of ane, sufficlent to be added to make fare end in “0”
or “5.” Children under flve years of age will be carried free
when accompanied by parent or guardian.

1. Baggege—~For basgage rules including free allowance,
excess charge, ete., see Liocal Baggage Tariff No. 2, L. C. C.
No. 22 (Alasken Enginecring Commission Series), supple—
ments thereto and refssues thereof. Excess bagzage charges
will be made on basis of the one way fares shown in Local
Passenger Tariff No. 42-B, I. C. C. No. 177, supplements
thereto and relzsues thereof.

8. Ticlets mon-transferable—All tickefs sold at fares
named herein are non-fransferable and will be valid only for
transportation of passenzer for whom originally purchased.

9. Fares—One first class fare and a third for the round
trip. First class fares are shown in Local Passenger Tariff
No, 42-B, 1. C. C. No. 177, supplements thereto and reissues
thereof. Agents in selling round trip tfickets under this
tariff will add sufficlent to make fare end in “0” or “5” for
the round trip.

[F. B, Doc. 1651—F1led, August 4, 1836; 9:31a.m.]

[Supplement I¥o. 8 to I. C. C. No. 103 1]
THE ALASKA RATLROAD

In connection with American Yukon Navigation Company
(FX 2 No. 1), Alaska Steamship Company (FX 5 No. 5),
Puget Sound Navigation Company (FX 5 No. 11), Pugeb
Sound Frelght Lines (FX 5 No. 16).

SUPFLEDMENT 1{0. 8 TO JOXNT FREIGHT TARIFF NO. 5-C*

Naming class and commodity rates between Ssatfle and
Tacoma, \Wash,, and points on the Alaska Raflroad, Ameri-
can Yukon Navigation Company in Alaska.

Governed, except as otherwise provided herein, by The
Western Classification No. 65 (as published in Consolidated
Frelght Classification No. 10) R. C. Fyfe's 1. C. C. No. 23,
supplements thereto or successive reissues thereof.

Transportation service in connection with The Alaska Rail-
road, American Yukon WNavigation Company, is subject to
restoration and discontinuance as indicated in Ifem 250, Page
16 of tarift.

Issued July 18, 1936; effective Auzust 1, 1936.

Authorlty: Act, March 12, 1914; Executive Order No. 3861.

Issued by: O. F. Ohlson, General Manager, Anchorage,
Alaska. )

Section 2—Commodity Rafes

If the charge accruing under Section 1 of this Tariff is
lower than the charge accruing under this section on the
same shipment via the same route, the charge accruing under
Section 1 will apply.

Ratesin
cm&so
c 2 Ter
Item Commeditics Statlons pcundts
ex
esshown
431 | Frult, frech, viz, Peachsz, In | From Scattls, | To Anchoreze, | R 200,
tvxcscrcr:vr"»ul‘"k”;ﬁln!- Weah, Alaska.
mum welzht, 90,000 1bs.

Note.~hipments requlrdeg cc om corvlze on gteamers from Seattle, Wast, to
rEu'mxgl. AL_ks. il bagablcit to cdd.mﬁnal charge o3 provided in Item 255 of tarif
or cuch servivo.

[F.R.Doc. 1550—Filed, August 4,1836; 9:31a.m.]

2 Supplements 1763. 4, 7, and 8, contain all changes from original
tariif that are effective on the date hereof.
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DEPARTMENT OF AGRICULTURE. .- ’ <

Agricultural Adjustment .Administration.

ORDER SUSPENDING ORDER No. 4, REGULATING THE HANDLING OF
MLk IN THE GREATER BOSTON, MAssAcrmsm'rs, 'VIARKETING
AREA

Whereas, Henry.fA. Wallace, Secretary of Agricuiture of the
United States of America, acting under the provisions of the
. Agricultural Adjustment Act, as-amended, for the purposes

and within the limitations therein contamed and pursuant to ‘

the applicable General Regulations issued . thereunder did,
on the 7Tth.day of February 1936, issue under his hand, and
the official seal of the Department of Agriculture, an order for
Milk—Regulating the Handling of Milk in the Greater Boston,
Massachusetts, Marketing Area, effective the 9th -day of
February 1936; and

. Whereas, the Secretary of Agnculture has determined to
suspend the further operation of the said Order:

Now, Therefpre, the Secretary of Agriculture, acting under

. the authority vested in him as aforesaid, hereby suspends
the further operation of the said Order No. 4, but any and all
of the obligations-which have arisen, or which may here-
after arise in connection therewith, by virtue of, or pur-
suant to, the operation of the said Order, to the effective
date of this order of suspension, shall not be affected, waived,
or terminated hereby.

In witness whereof, H. A. Wallace, Secretary of Agricul-
ture of the United States of America, has executed this order
suspending the further operation of the aforesaid Order in
duplicate, and has hereunto set his hand and caused the
official seal of the Department of Agriculture to be affixed
in the city of Washington, District of Columbia, this 1st'day

'of August 1936, and hereby declares that this order shall be
effective on and after 12: 01 a. m,, e. s. t., August 1, 1936.

[sEAL] H. A. WALLACE,

- Secretary .of . Agriculture.
+ [F.R, Doc, 1578—Filed, August 5, 1936; 12:05 p. m.]

 DEPARTMENT OF COMMERCE.
Bureau of Marine Inspé"c”tioft and quiéation.
[Resolution No. 3990-1]

RULES AND REGULATIONS FOR TANK' VESSELS—APPENDIXES
Banp C

APPENDIX B——LICENSED OFFICERS AND CERTIFICATED MEN

" Qutline of Sectzons

Licensed Officers,

Original Licenses.

Qualifications for License as Engmeer of Steam
Vessels,

Medlcal Examination for Original License

Medical Examinatiéon for Renewal of License and
Raise in Grade.

Professional Examination and Service.

Substituting Service in next lower Grade for
Raise In Grade.

Indorsement of Master's or Mate’s License as
Pilot.

Extension of Pilot Route.

Master, Mate, and Pilot of Steam Pilot or Vessels
in Puerto Rican and Hawalian Waters.

Extension of Route and Raise of Grade of
Licenses.

B~1-11, Laws, General Rules and Regulations, and Pilot

Rules to be furnished Licensed Officers.

B-1-12. Preparation of Licenses.

B-1-13. Renewal of DLicense. —

B-1-14. Re~-Examinations and Refusal of Llcenses

B-1-15. Parting with' License. -

B-1-16. Lost License.

B-1-11. Suspension and Revocation of Licenses.

B~1-18, Misconduct of Licensed Officers.

B-1-18. Licenses to  Officers of Veesels Owned

United States.

SecTIoN B-1.
B~1-1.
B-1-2.

B~1-3.
B-1-4.

B-1-5.
B-1-6.

B-1-1.

B-1-8.
B-1-9.

B~1-10.

) by the
SecrioN B-2.

Certificated Men.
B-2-1. Able Seamen.
B-2-2. Certificated Lifeboat Men.
B-2-3. Certificated Tanker Men.
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SECTION B-3. Qualificgtion fois Offi¢érs+—Oteans,
B-3-1. Master of Steam Vessels.

B-3-2. . Examination of Master of Steam Vessels.

B-3-3. Chief Mate of Steam Vessels.

B-3-4. Ex‘afmmtlstion for License as Chief Mate of Steam
. essels.

B-3-5. . Second Mate of Steam Vessels,

B-3-6. Ex%minatlon for License as Second Mute of Steam

essels.

Third Mate of Steam Vessels.

Examination for License as Third Mate of Steam
Vessels.

Chief Engineer of Steam Vesséls.

B-3-10. First Assistant Engineer of Steam Vessgls.

. Second -Assistant Engineer of Steam Vessels.

. Third. Assistant Engineor.of Steam ‘Vésmls.

. B~3-13. Engineers of -Motor Vessels. ,

B-3-14. Chief Engineer of Motor Vessels,
B-3-15. First Assistant Engineer 6f Motor Vessels.
B-3-16. Secorid Assistant Engineer of Motor Vestols,
B-3-17. Third:Assistant Engineer of Maqtor Vessels,
SECTION B-4. Qualifications for Officers—Coastwise.
B-4-1. Master of Steam Vessels,
B-4-2. Examination for Master of Steam Vessels,
B—4-3. ‘Chief Mate of. Steam Véssels.
B-4-4. Ex%mlnzlsstion for License as Chief Mate of Steam
essels.
B-4-5. Second Mate of Stesm Vessels.
B—4-6. Examination for License as Second Mato of Steam
Vessels,
B-4-7. Third Mate of Steam Vessels.
B4-8. Ex%mngion for License as Third Mato of Steam
essels.
B-4-9. Engineers of Steam and Motor Vetsels.
SecTION B-5. Qualifications for Officers—--Great Lakes.
B-5-1. Master of Steam Vessels,
B-5-2. Mate of Steam Vessels,
B-5-3. Experience Required for License as Pllot.
B-5-4. Engineers of Steam Vessels.,
B-5~-5. Chief Engineer.
B-5-6. First Assistant Engineer of Steam Vessels.
B-5-7. Second Assistant Engineer of Steam Vessols.
B-5-8. Third Assistant Engineer of Steam Vessels,
B-5-9. Engineers of Motor Vessels.
SecTION B-6. Qualifications for Officers—Bays, Sounds, ond
Lakes other than the Great Lakes.
B-6-1. Master of Steam Vessels.
B-6-2. Mate of Steam Vessels.
B-6-3. Experlence Requfired for License as Pllot.
B-6—4. Engineers of Steam Vessels.
B-6-5. Chief Engineer of Steam Vessels.
B-6-6. First Assistant Engineer of Steam Vessels,
B-6-7. Second As$istant Engineer of Steam Vessols.
B-6-8. Third Assistant Engincer of Steam Vessels,
B-6-9. Engineers of Motor Vessels,
SectioN B-T. Qualifications for Officers—Rivers,
B-7-1. Master of River Steamers.
B-7-2. Mate of River'Steamers.
B-7-3. Experience Required for License as Pllot,
B-7-4. Engineers of Steam Vessels,
B-7-5. Chief Engineer of Steam Vessels.
B-T-68. FPirst Assistant Engineer of Steam Vessels.
B-7-7. Second Assistant{ Engineer of Steam Vessels.
B-7-8. Third Assistant Engineers of Steam Vessels,
B-7-9. Engineers of Motor Vessels.

SECTION B—1—LICENSED OFFICERS

B-1-1. Original Licenses.

T/ALL. (a) The first license issued to any person by s
United State inspector shall be consideéred an otiginal li-
cense, where the United States records show 10 previous issue
to such applicant.

Before an original license is granted to any person to act
as master, mate, pilot, or engineer, he shall personally appear
before some hoard of local inspectors for examination. Any
person who has attained the age of 21 years and is qualified
in all other respects shall be eligible for examination: Pro-
vided, That license as third mate, third assistant engineer, or
second~-class pilot may be granted to applicants who have
reached the age of '19 years, and are qualified in all otlier
respects: Provided further, That no such license mdy be
raised in grade before the holder thereof shall have reached

‘the age of 21 years.

(b) Inspectors shaIl before granting an original license to
any person to act as’ an officer of a vessel, require the appli-
cant to make written application upon thé blank form fur-
nished by the Department of Commerce, to be filed in the
inspectors’ office. When practicable, applicants for license as
master, mate, pilot, or engineer shall present to the inspectors,
to be filed with their application discharges or letters from the
master or other officer under whom they have served, certifying
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tothe:name: of the vessel and in what capacity the applicant
has served under him; also period of such service. Inspectors
shall also, when practicable, require applicant for pilot's
license .to have the written indorsement of the master and
engineer of the vessel upon-which he has served, and of one
licensed pilot as to his qualifications. In the case of appli-
cants for original engineer’s license, they shall also, when
practicable, have the indorsement of the master and engineer
of a2 vessel onwhich they have served, together with one othor
licensed engineer.

{c) No original license shall bhe issued to any naturalized
citizen on less experience in any srade than would have been
required of a citizen of the United States by birth.

(d) Before granting an original license to any naturalized
citizen to act as master, mate, pilot, or engineer, inspectors
shall require the applicant to produce his naturalization cer-
tificate. In the event the applicant is without such certificate,
or there is any doubt whatsoever about the citizenship of the
applicant, he shall be required to produce a certificate from
the proper United -States naturalization officer certifying to
the citizenship of the applicant.

(e). No -applicant for a license who is g naturalized citizen
and who has obtained his experience on foreign vessels shall
be given a grade of license higher than that upon which he
has actually served while acting. under the authority of a
foreign license and a portion of such service or esperience
shall be obtained within the 5 years preceding his application
for examination.

-(f) A record of .every apphcatmn for license, raise of grade,
and extension of route, together with all examinations, medi-
cal certificates, and correspondence in connection therewith,
shall be kept on ﬁle in the office.of the local inspectors of the
district.

(g) Wherever m these regulations reference is made to
deck officers of steam vessels, that term shsll extend to and
include deck officers of mator vessels.

B—1—2. Qualifications for License as Engineer of Stcam Ves-
- sels.

T/ALL. (a) No person shall receive an original license as
engineer or assistant engineer of steam vessels (except for
special license as engineer of a steam vessel of any kind of 10
gross tons or under on which a licensed engineer is required)
vwho has not served at least 36 months in the engineers’ de-~
partment of a steam vessel, except as hereinafter provided,
a portion of which experience shall have been obtained within
the three years next preceding the application.

_ (b) No person shall receive license as above, except for
special license, who is not able to determine the weight neces-~
sary to be placed on the lever of a safety valve (the diameter
of valve, length of ‘lever, distance from center of valve to
fulcrum, weight of lever, and weight of valve and stem being
known) to withstand any given pressure of steam in a boller,
or who is not able to figure and determine the strain brought
on the braces of a boiler with a given pressure of steam, the
position and distance apart of braces being knowm, such
knowledge to be determined by an examination in writing,
and the report of examination filed with the application in
the office of the Iocal inspectors, and no engineer or assistant
engineer now holding a license shall have the grade of the
same raised without possessing the above qualifications. No
original license shall be granted any engineer or assistant
engineer who can not read and write and does not understand
the plain rules of arithmetic.

(¢) No person holding & special engineer’s license shall be
eligible for examination for a higher grade of license until
such person has actually served two years under the authority
of-his license and one additional year in a subordinate capac-
ity upon steamers requiring regularly licensed officers.

(d) Inspectors may designate upon the certificate of any
chief or assistant engineer the tonnage of the vessel upon
which he may act.

B-1-3. Medwal Ezamination for Original License.

T/ATL. (a)- No candidate for original license as master,
pilot, or engineer shall be examined until he presents a cer-
tificate from the United States Public Health Service, duly
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attested, that he has passad a satisfactory examination based
on the contents of “Thae Ship's Medicine Chest and First Aid:
at Sea”, or scome other manual arranged for the purpose hav-
ing the approval of the United States Public Health Service.

(h) No original license as master, mate, pilof, or engineer
shall be issued except upon the official certificate of a surgeon
of the United States Public Health Service respzcting the eye-
sight, hearing, and physical condition of the applicant.

(c) Yhere from distance or other cause, except as herein~
after provided, an applicant would be put ta great inconven-
ience or great expense to appear bafore a surgeon of the
United States Public Health Service for esaminafion, the cer-
tificate of o reputable physiclan may b2 accepted in Heu of
the certificate of the Public Health Sarvice, and the Direcfor
may waive the examination for o like cause: Provided, That
in no case shall an origingl licens2 as master, mate, or pilaf .
be issued except upon the certificate of a surgeon of tha
United States Public Health Service respecting the acuity of
vision and color sense of the applicant.

(d) In the event any Yicense shall have been issued without
the certificate of a surgeon of the Unifed States Public Health
Service, as provided for herein, the inspector who issued such
license shall immediately make 2 written report of the cir-
cumstances of the case to the Director and refain 2 copy of
such report in the office file containing.the record of the
applicant’s examination for lcense.

(e} Applicants for licenze as engineer shall not be subjected
to examination as to ability to distinguish colers.

B-1-4. Medical Examination for Renewal of License and Razse
of Grade.

T/ALL. (2) No license as master, mate, or pilot shall be
renewed or raice of grade granted except upon. the official
certificate of o surgeon of the United States Public Healih
Service that the color sense of the applicant is normal.

(b) Nothing herein contained shall debar an applicant
who has lost the sizht of one eye from securing a renewal of
his license, provided he is qualified in all other respects.

t¢) In the event an applicant for renewal of lcense is
pronounced color blind, the inspectors may grant him a
license limited to service during doylisht only.

(d) Any percon holdinz g license as mate on sfeamers navi-
gating waters flowing Into the Gulf of Mexico and their tribu-~
tarles, Issued prior to 1905, may have such license renswed
without being subjected to the examination or color sense.

(e) Applicants for renewal of lcense or raise of grade as
engineer shall not be subjected to examination as to ability
to distinpuish colors.

(£) In the event an inspector finds that an applcant for
raise of prade or renewal of license obvigusly suffers from
near-sichtedness, eye disease, poor hearing, or some ofher
physical or mental infirmity to a degree that, in the opinioa
of the inspector, would render him incompstent fo perform
the ordinary duties of an ofilcer at sea, he shall be required
to undergo an examination by a. surgeon of the Public Healtn
Service to determine his competency in such respeets.

(g) If the applicant subsequently produces a certificate
from the Public Health Service to the effect that his condi-
tion has improved to a satisfactory degree, or is normal, he
shall be qualified in this respect.

(h) Where from distance, or other cause, the applicant
would be put to great inconvenience or expense fo appear
before a surgeon of the Public Health Service for examina-
tion, the certificate of a reputable physician, or an oculist
for vision or color sense, may be accepted in lieu of certifi-
cate of a surgeon of the Public Health Ssrvice.

B-1-5. Professional examination and Service.

T/ALL. (o) Before an applicant for original license as
master, mate, pilot, or engineer, or raise of grade of any
license, or any extenslon of route, may be examined, the
applicant shall, if practicable, present to the inspectors dis-
charges or letters certifying to the amount and character
of his experlence. If the amount and character of his ex-
perience is satisfactory and he is eligible in all other respects,
the applicant shall be examined as to his knowledge, in
writing, by a board of local inspsctors.
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© (b) No applicant for a-license who is a naturalized citizen
and who has obtained: -his experience on foreign vessels
shall be given a grade’of license higher than that upon which
he has actually served while acting under the authority of
g, foreign license;, and a portion of such service or experi-
ence shall be obtained w1thm the 5 years preceding: his
application for examination.

(c) When the application of any person for license has
been approved, it. shall be the  duty of the inspectors to
give the applicant the reqmred examination as soon as
practicable.

(d) If, however, apphcants for license, can nof.be examined
without material delay by the inspectors of the district in
which the applicant resides or 'is ‘employed, said local in-

spectors shall endeavor, through the supervising inspector of |

the district, to arrange for such exanunatlon by somie other
board of local inspectors.

B-1-6. Substitufing Service in Neth:Lower Grade for Raise of
Grade. .

- T/CC. (a) Excepl as hereinafter provided, an applicant who

has served in a lower grade than that for which he is licensed
may substitute service in the grade next below that for which
he is licensed, which service shall count one-half in comput-
ing experience for raise of grade. For example, if an appli~
cant while holding license as-chief mate or first assistant
engineer serves nine months.as chief mate or first assistant
engineer and six. months in -the next-lower grade, the six
months’ service shall count as three months in the higher
grade in either case.

B-1-1. Indorsement of Masters’ or Mates’ License as Pilot.

T/ALL. (a) Whenever a master or mate desires to act in
the double capacity of master. and pilot, or mate and pilot,
and furnishes the necessary evidence of his qualifications,
the Iocal inspectors shall mdorse such pilot routes on the
certificate of license.

1

B-1-8. Exlension of Pilot. Route. . ' .

T/L. B. R. (a) Whenever any pilot apphes to a: board of
local inspectors for an extension of route-over waters within
their jurisdiction, he shall make written application-on form
furnished by department, stating the extension desired, and
shall be examined, in writing, on the aids to navigation on
such extension and.upon such-other. matters as they may
deem necessary and; if found qualified, such extension shall
be indorsed upon his license.

(b) Local inspectors may indorse a pxlot’s hcense for
authority to act on waters outside of their jurisdiction subject
to the examination and approval of the local inspectors
having jurisdiction. I.ocal inspectors, to whom such appli-
cation is made, may request the board.of local inspectors
having jurisdiction over the waters for which such additional
authority is desired to forward:them a list of questions and
subjects tpon which the -applicant is to be examined, which
examination shall be returned to the local inspectors having
jurisdiction, and if they are satisfied from the examination
that the applicant: is capable the board having jurisdiction
shall grant the authority and advise .the other board to
indorse the license accordingly. The applicant for such in-
dorsement for extension.of authority shall make written
application upon form furmshed by the department.

B-1-9, Master, Mate, and Pilot of Steam Pilot Vessels or Ves-
sels in Puerto Rican and Hawazum Waters. '

T/0C. (a) Any. apphcant for ongmal hcense to act as mas-
ter of steam or sail vessels navigating between ports of the
Hawaifan Islands, or between ports of the island of Puerto
Rico, shall have had at least three years’ experience in the
deck department of stich vessels, and except as hereinafter
provided, for an original license as mate the applicant shall
have had two years’ experience in the deck department of
such vessels, which fact shall be verified by documentary evi-
dence; and such applicant shall only be subjected o such
examination as shall satisfy the inspectors that the applicant
is capable of navigating such vessels. ‘The license issued un-
der this section shall state in the body thereof “for coastwise
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only”, Pacific -or Atlantic coast, as the case may be, and

- between what ports on either of said coasts.

(b) It is further provided, That any applicant for original

.license who has had three years’ experiencé in the deck de-

partment on steam pilot boats, or who has had two years’
experience in the deck department on steam pilot boats and
one year’s experience on sail pilot boats, shall be eligible for
examination for license as mate on steam pilot boats.

(¢c) It is further provided, That said master’s or mate’s
license may be indorsed as pilot on such inland waters on the
above-named coasts as the local inspectors at the various ports
may find the holder qualified to act on as pilot, after examina-
tion by the local inspectors, such examination to be in writ-
ing and preserved in the files of the inspector’s office.

B-1-10. Eztension of Route and Raise of Grade of Licenses.

T/ALL. (a) Licensed officers serving under five years' license,
entitled by license and service to raise of grade, after passing
examination, shall have issued to them new licenses for the
grade for which they are qualified, the local inspectors to file
in their office the old license when surrendered, with the re~
port of the:circumstances of the case, but the grade of no
license ‘shall be raised except as hereinafter provided, unless
the applicant can show one year’s actual experience in the
capacity for which he has been licensed.

(b) .Inspectors shall, before granting an extension of route
or raise of grade of license, require the applicant to make his
written application upon the blank form of application for
extension of route or raise of grade of lcense furnished by
the department. When practicable, applicants for extension
of route or raise of grade of license shall present to the inspec
tors,” to be filed with the application, discharges or Iletters
from the master or other officer under whom they have served,
or other satisfactory documentary evidence, certifying to the
name of the vessel and in what capacity the applicant has
served; also period of such service. -

(¢) If any board of local inspectors is satisfled by the
documentary evidence submitted that a pilot is entitled by
experience and knowledge to, unlimited tonnage, it may
remove any tonnage restrictions which may have beén placed
upon his license by any other board of lacal inspectors.

‘(d) Except as heremafter provided, practical service in
the deck department of an ocean or coastwise vessel pro-
pelled by machinery shall be accepted when offered in
documentary evidénce by any person applying for an original
license or raise of grade as equal to the same amoun$ of
service in any ocean or coastwise steam passenger vessel,

(e) Service on United States lighthouse tenders propelled
by machinery shall be considered as equivalent experience
for raise of grade as that obtained on vessels subject to
inspection by this service.

(f) Service on United States light vessels propelled by
machinery shall be considered as .one-half experience for
raise of grade as that obtained on vessels subject to inspec-
tion by this service.

B-1-11." Laws, General Rules and Regulations and Pilot
Rules to be Furnished Licensed Officers,

T/ALL. Every master, mate, pilot, and engineer of vessels
shall, when receiving an original license, & renewed license,
or a raise of grade of license, be furnished by the inspectors
with a copy of an official publication containing the In-
spection Laws governing the Bureau, and a copy of the
General Rules and Regulations Prescribed by the Board of
Supervising Inspectors, and every master and pilot of vessels
including, those applicable to tank vessels or motor vessels
shall, when receiving an original license, 8 renewed license,
or a raise of grade of license, be furnished by the inspectors
with a pamphlet copy of the rules and regulations governing
pilots and of the statutes upon which such rules are faunded,
applicable to the waters on which their licenses are intended
to be used, as stated in the body thereof.

Licensed officers are required to acquaint themselves with
the latest information published by the Department of Com-
merce regarding aids to navigation, and neglect to do so g
evidence of neglect of duty. It is desirable that vessels
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navigating oceans and coastwise and Great Lakes waters,
shall have available in the pilot house for convenient ref-
erence at all times, a file of the Department of Commerce
weekly, Notice to Mariners?

B-1-12. Preparation of Licenses.

. T/ALIL. (a) Al licenses hereafter issued to masters, mates,
pilots, and engineers shall be filled out on the face with pen
and black ink instead of typewritten. Inspectors are directed,
when licenses are completed, to draw a broad pen and black-
ink mark through all unused spaces in the body thereof, 0 as
to prevent, as far as possible, illegal interpolation after issue.
-+ (b) Licenses signed by one local inspector only shall not
be valid, nor shall. the name of g regular inspector be sub-
stituted by that of any other person upon such certificate.

(c) Every person receiving license or & certificate of lost
license shall sign the same and leave a print of his left thumb
upon the back thereof, immediately upon its receipt.

(d) Local inspectors will be provided with a blank sheet to
be- attached to the license when more space is needed for
endorsements.- This sheet shall be securely glued to the
license in 3 manner so that it may be folded under the licenze.
_ {e) The sheet shall bear the signature and thumbprint of
the holder as is required for licenses, and shall be inscribed
with the words, “Serial Number”, “Issue Number”, “This 1li-
cense expires - ” (in red ink), as appear
on licenseés. These data shall be identical with those which
appear on the license. -

B-1-13.. Renewal of License.

T/ALL. (a) Whenever an officer shall apply for a renewal
of his license for the same grade, the presentation of the old
license, with satisfactory certificate of visual examination,
where required, and with oath of office, shall be considered
sufficient evidence of his title {o renewal, which old license
and oath of office shall be retained by the inspectors upon
their official files as the evidence upon which the license
was renewed: Provided, That it is presented within 12 months
after the date of its expiration, unless such title has been
forfeited or facts shall have come to the knowledge of the
inspectors which would render a renewal improper; nor sghall
any license be renewed more than 30 days in advance of the
date of the expiration thereof, unless there are extraordinary
circumstances that shall justify a renewal beforehand, in
which case the reasons therefor must appear in detail upon
the records of the inspectors renewing the license.

(b) It shall be the duty of 21l inspectors, before renewing
an existing license to 2 master or pilot of steam vessels, for
any waters, who has not been employed as master or pilot
on such waters during the three years preceding the applica-
tion for renewal, to satisfy themselves, by an examination in
writing, or orally, to be ftaken down in writing by the in-
spectors, that such officers are thoroughly familiar with the
pilot rufes-upon the waters for which they are licensed.

‘(¢) Whenever an officer shall apply for renewal of his
license for same grade, after 12 months after the date of its
expiration, he shall be required to pass an examination for
the same grade of license. The renewed license in either
case shall receive the next higher number for number of issue
of present grade and for number of issues of all grades.

-7 (d) Whenever a licensed officer makes application for a
renewal of ‘his license, he shall appear in person before some
board of 16cal inspectors or supervising inspzctor, except that
upon renewal of such license for the same grade, when the
distance from any local board or supervising inspector is such
as to put the person holding the same to great inconvenience
and expense to appear in person, he may, upon taking oath
of office before any person authorized to administer oaths,
and forwarding the same, together with the license to be

.-3Notice to Mariners, published weekly by the Department of Com-

merce, Which contains announcements and information regarding
alds to navigation and charts of waters of the Unitcd States, 15
avallable for free distribution at the following places: Marine Divi-
slon, Customhouses; Local Inspectors, Bureau of Marine Inspection
and Navigation; Shipping Commissioners; U. 8. Coast and Geodctie
Survey field stations; and offices of the Superintendents of Light-
houses. . .
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renewed and certificate of visual examination where required,
to the local board or supervising inspzctor of the district in
which he resides or is employed, have the same renewed by
the said inspectors, if no valid reason fo the contrary be
known to them; and they shall attach such oath to the stub
end of the license, which is to bz retained on file in their
office: Provided, however, That any officer holding g, licenss,
and who is engared in a service which necessitates his con-
tinuous absence from the United States, may make applica-
tion in writing for renewal and transmif the same to the
board of local inspectors, with his certificate of citizenship,
if naturalized, and a statement of the applicant, verified
before o consul or other officer of the United States authorized
to administer an ocath, setting forth the reasons for not
appearing in person; and upon receiving the same the koard
of lecal inspectors that originally issued such license shall
rencw the same and shall notify the applicant of such
renewal, and no lcense as master, mate, or pilof of any class
of vessel shall be renewed without furnishing a satisfactory
certificate of color blindnecs.

B-1-14. Reezaminations and Refusal of Licenses.

T/ALL. (3) Any applicant for license who has bzen duly
examined and refuced may com2 before the same local board
for re-examination at any time thereafter that may be fixed
by such board, but he shall not be examined by any other
local board until one year has expired from the date of the
refusal without the sanction of the board that refused the
applicant.

(b) If the inspectors shall decline to grant the applicant
the lcense asked for, they shall furnish him a statement, in
writing, cetting forth the cause of their refusal to grant the
same,

B-~1-15. Parting with License.

T/AIL, (a) Any license granted to a master, mate, pilof, or -
engineer, shall be immedlately revoked if, for any purpose,
the holder thereof voluntarily parts with its possession or
places it beyond his personal control by pledzing or depositing
it with another.

B-1-16. Lost Liconse.

T/ALL. (a) In case of loss of lcense of any class from any
cause any board of local inspectors upon receiving satisfactory
evidence of such loss and a record of the lost license from the
board that issued same shall issue a certificate to the owner
thercof, which shall have the authority of the lost license for
the unexpired term, unless in the meantime the holder thereof
shall have the grade of his license raised affer due examina-
tion, in which case a license in due form for such grade may
be issued. In all cases where a certificate of lost licenss Is
issued by o board other than the board that issued the lgs
license the certificate of lost license shall state what beard
issued the lost license.

(b) Whenever a lcense is reported to a board of local
inspectors by a licensed officer as having been stolen from
him, or whenever & license is stolen from an office of local
inspectors, the local inspectors shall immediately report the
fact in either case to the Director and give a full description
of the license.

(¢) Whenever o license is reported by a board of local
inspectors by o licensed ofiicer as having bzen lost by him,
the local inspectors shall immediately report the fack by
letter to the Director and give @& full description of the
license, and all facts incident to the loss of the license. By
the same procedure they shall report the recovery of any
licenses reported lost, giving the facts incidenf f{o fheir
recovery.

B-1-11. Suspension and Revocation of Licenses.

T/ALL, (a) When the license of any master, mate, pilot,
or engineer Is revoked, such license expires with such revoca-
tion, and any license subsequently granted to such person
shall be consldered in the light of an original lcense except
as to number of issue. And upon the revocation or suspen-
sion of the license of any such officer said license shall be
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surréndered to the'local inspettorsor supervising: Jnspector
grdering such suspension or revocation. » = .

(b) When the license of any master, mate, engineer, or
pilot iy suspended, the inspectors making. stich suspension
shall determine the/term of its:duration,; except that' such
suspension shall not extend beycnd the time for thlch the
license was issuied. ©

*(¢) The suspension ‘or- revocation of a joint hcense shall
debar the person holding the same from the exercise of any
of the privileges' therein granted; so long as such suspension
or TeVOcation shall remain in force. - . :

B-1—18 Mzsconduct ‘of chensed Officers..

T/ALL, (a) Whenever a supervising, local; or, assistant
inspector of steam vessels, or any of them, shall find on hoard
any vessel subject to the provisions of these regulations. any
licensed officer under the influence of liquor or other stimu-
lant to such an extent as to.unfithim for duty; or when any
licensed officer shalliuse abusive or-insulting latiguage to-any
inspector or assaults any such inspector while on official duty,
the local inspectors or the superv1smg inspector_ shall imme-
diately suspend the license 'of the officer so offending. -

(b) The fact of a licensed ‘officer' béing under the influ-
ence of liquor'in the presence of the inspector or inspectors
to such an extent as to unfit him for duty:while on board a
veSSel shall be suflicient cause for stispensmn or revocatron

1—19. chenses to Oﬁicers of stsels Oumed by fhe Unzted
States. PR

T/ALL. Any 'person who. has'served at least one year as
master, commander, pilot; or engineer of any steam vessel
owned and operated by .the United States in any service in
which a license as master, mate, pilot, or engineer was not
required at the time of such service shall be entitled to
license as master, mate, pilot, or engineer, if the inspectors,
upon written examination, as required for - applicints for
origingl license, may find him qualified: Provided, That: the
experience of any such applicant within three years'of mak-
ing application has been such as to qualify him to serve in
the capacity for which he makes application to be licensed.

SECTION B—~2—CERTIFICATED MEN o =

B-2-1. 4ble Seamen. - oo o

TB/O 'C. L. B. (a) An apphcant for exammation for
certificate of service as able seaman shall be ehgible for
examination after he has furnished sa.tisfactory documentary
evidence that he, has had the experience required by law.
Before a certificate may, be granted to such applicant he
must prove to the satlsfaction of the local inspectors, by an
oral and written examma.tion and an actual demonstration,
that he has been, trained in all the operations connected
with launching hfeboats and life rafts, and, the use of oars
and sail; that he is acquainted with the practical handling
of the boats themselves;- and, further, that he is capable
of taking command of a boat’s crew.

(b) The oral examination shall consist of questions re-
garding the construction of lifeboats and life rafts, the
names of their different parts, and a description of the re-
quired equipment; clearing away, swinging out, and lower-
ing boats and rafts; handling boats under oars and sail,
including questions rela.tive to  the, proper handling , of a
boat in running before a heavy sea, in pulling into @ sea,
etc.; the construction and functions of the gravity, radial,
and bar types of davits; knowledge of nautical terms; box-
ing the compass, by degrees or points, according, to the ex-
perience of the applicant;:a few of the principal knots,
bends, splices, and hitches in common use, and also his
knowledge in handling the wheel by obeying orders passed to
him as “wheelman”, and of the uise of engine telegraphs or
bell-pull signals.

(c) The written exammatxon shall consist - of questions
regarding the running lights for steam and sailing vessels on
the sea, inland waters, or Great Lakes, and fog signals, ac-
cording to the waters on which the applicant has served;
passing signals for vessels meeting or passing under ordinary
conditions.
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(d) ‘The applicant shall demonstrate:his ability by taking
command of. g boat's crew and directing the operation of
clearing -away, swinging out, and lowering a boat into the
water, and acting as coxswain in charge of the boat under
oars and sail. 'The candidate will also demonstrate his abil-
1ty to pull an oar.

¢e) Thé certificate and stub shall bear an imprint of the
Ieft ﬁhumb of the holdéer On the Back theredf

B-2.2, Certzﬁcated szeboat Men.

TB/O. C. L. B. (a) An applicant for certiﬁcate as liiebont
man shall be eligible for examination after he has furnished
satisfactory evidence to the examiner that he has hiad the
following experience: Not less than 12 months’ sea service in
the deck department; or; not less.than 24 months’ sea gerv-
ice in other departments. Sea service means actual experi-
ence on board vessels in ocean, lake, bay, or sound gervice. |

(b) Before g lifeboat man’s certificate. may be granted the
applicant must prove to the satisfaction of the examiner that
he has been trained in all the operations connected with
launching lifeboats and life rafts and the use of oars and sail;
that he is acquainted with the practical handling of the boats
themselves; and, further, that he is capable of understanding
and answering the orders relative to lifeboat service.

*(c). The oral examination shall consist of questions re-
garding the construction of lifeboats and life rafts, the names
of their different parts, and a description of the equipment
required; the construction and functions of the gravity, radial,
and round-bar types of davits; clearing away, swinging out,
and lowering boats and rafts; handling bodts under oars and
sails! and nautical terms used in connection with launching
ahd handling lifeboats. -

(d) The practical examination shall consist of & demon-
stration of the applicant’s ability to carry out tho orders in<
eident to daunching lifeboats) and the use of the boat's sall,
and to row.

- (e) The certificate, Bureau record, and the stub sholl bear
an 1mprmt of the left thumb of the holder on the back thereoi

B3, Certificated Tanker Men.

- TB/ALL. (a) Any applicant for s certificate as tanker
man, not licensed as Master or Mate, shall, be eligible for
examination after he has furnished satisfactory documentary
evidence to the local inspectors that he is trained in, and
capable efficiently to perform, the necessary gperations on
tank vessels which relate to the handling of carga.

(b) Such applicant shall secure from, the United States
Public Health Service, or from & reputable physician, accept-
able to the local inspectors, & certificate that he is in good
physical condition.

: (¢) Before a certificate may be granted to such an appli~
cant he must prove to the satisfaction of the local inspectors
by an oral or written examination that he is familiar with
the general arrangement of cargo tanks, suction and dis-
charge pipe lines and valves, cargo pumps and cargo hose,
and has been properly trained in the actual operation of
cargo pumps, all other operations connected with the loading
and discharging of cargo, and the use of fire exfinguishing
equipment.

(d) Applicants successfully passing such examination shall
receive a. certificate as Tanker man, stating the kinds or
erades of liquid cargo the holder is qualified to handle. The
back of such certificate and the stub shall bear an imprint
of the left thumb of the holder.

(e) Such certificate shall be subject to suspension or revo-
cation on the same grounds and in the same msanner and
with like procedure as is provided in the case of suspension
or revocation of licenses of officers under these regulations.

(f) The certificate as Tanker man shall be surrendered to
the local inspectors by the holder upon the granting to him
of a license as master or mate. Such surrendered certificates
shall be retained by the local inspectors in their files,

SECTION B—-3—QUALIFICATIONS FOR OFFICERS~OCEANS

B-3-1. Master of Steam Vessels.
T/0. An applicant for license as master of ocean steam
vessels shall be eligible for examination after he has furnished
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satisfactory documentary evidence to the local inspectors
that he has had the following experience and is qualified in
-all other respects: -

FmsT. One year’s service as chief. mate of ocean steam
vessels of-1,000 gross tons or over; or

SeEconp. One year’s service as chief mate of coastwise steam
vessels of 2,000 gross tons or over; or

TmrRD. Two years’ service as second mate of ocean steam
-vessels of 1,000 gross tons or over while holding a license as
-chief mate of such vessels; or

FoprTH. Two years’ service as second mate of ceoastwise
steam vessels of 2,000 gross tons or over while holding a
license as chief mate of such vessels; or
. FrrTH.-One year’s service as master of coastwise steam
, vessels of 2,000 gross tons or over; or

Smte. Two years’ service as master of ocean or coastwise
sail vessels of 700 gross tons or over, Tor license as master of
freight or towmg steam vessels of not more than 3,000 gross
tons; o . o .

SEVENTH. Tmrty-sxx months’ -service as master of steam
vessels of 4,000 .gross tons or over upon the waters of the
Great Lakes, together with 12 months’ service as second mate
of ocean steam vessels of 1,000 gross tons or over.

B-3-2. Ezamination for Master of Steam Vessels.

T/0. An applicant for license as master of ocean steam
vessels shall pass a satisfactory examination as to his knowl-
edge of the following subjects: "

1. Latitude by Polaris.
2. Latitude by reduction to meridian (sun, moon, or
star).
3. Longitude by chronometer (sun, moon, or star).
4. Position finding by two or more heavenly bodies out
of the meridian.
5. Position finding by dead reckoning.
6. Great circle sailing.
7. Azimuth by altitudes of sun, moon, or star.
" .8. Construction deviation table by bearings of a fixed
object.
9. Chart navigation.
~10. Time of high water by calculation.
11, Cargo handling.
12, Fuel conservation.
13. Signaling by semaphore and blinker.
-14. Stability and hull construction. .
15. International Code of Signals. °
16. International Rules of the Road.
-17. Life-saving apparatus.
18. Deviation and compass compensation.
- 19. Ocean winds, weather, and currents.
20. Instruments and accessories used in navigation.
21. Aids to nayigation.
- 22, Seamanship.
-:23, Chart construction.
24, Ship sanitation.
25. United States Navigation Laws.
226, Rules and Regulations of the Board of Supervising
- Inspectors.
-27. Suchr further examination of a nonmathematical
character as the local inspectors may require.

B-3-3. Chief Mate of Steam Vessels.

T/O. Any applicant for license as chief mate of ocean
steam vessels shall be eligible for examination after he has
furnished satisfactory documentary evidence to the local
inspectors that he has had the following experience and is
qualified in all other respects:

FursT. One year’s service as second mate of ocean steam
vessels of 1,000 gross tons or over; or,

.. Seconp. One. year’s service -as second mate of coastwise
ssteam vessels of 2,000 gross tons or over; or,

Turp: Tiwo years’ service as officer in charge of a watch
on ocean sfeam vessels of 1,000 gross tons or over while
holding a license as second mate of such vessels; or,

. Foortr. Two years’ service as officer in charge of a watch
on coastwise steam vessels of 2,000 gross tons or over while
holding a license as second mate of such vessels; or,

+
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FrrrH. Two years' service as master of Iake, bay, or sound
steam vessels of 1,000 gross tons or over, together with one
year'’s service as ofiicer in charge of a watch on ccean steam
vessels of 1,000 gross tons or over, or tozether with one year
of such service on coastwise steam vessels of 2,000 gross
tons or over; or,

ST, Five years' service in the deck department of ccean
or cooastwise maill vessels of 200 gross tons or over, two
Jears of such service shall have been as master of such ves-
sels, for license as chief mate of ocean freight or towing
steam vessels of not more than 3,000 gross fons; or,

SeVENTH. One year's service as master of any class of ocean
steam vessels of more than 250 gross tons for license as chief
mate of ocean freight or towing steam vessels of not more
than 1,500 gross tons.

B-3-4, Examination for License as Cnief Rate of Steam
Vessels.

T/O. An applicant for license as chief mate of ocean
steam vessels shall b2 required to pass a satisfactory exam-
ination as to his Inowledge of the following subjects:

1. Latitude by Polaris.
2. Latitude by reduction to meridian (sun or star).
3. Longitude by chronometer (sun or star).
4. Ship's position by lines of position.
5. Ship's position by dead reckoning.
G. Azimuth by altitude of sun or star.
7. Chart navigation. -
8. Time of high water by tables.
9. Speed by engine revolutions.
10. Distance off a fixed object.
11, Chanrse in draft due to change in densify of water.
12, Sisnaling by semaphore.
13. Cargo handling.
14. International Code of Signals.
15. International Rules of the Road.
16. Iife-saving apparatus.
17. Magnetism, with regard to o ship’s compass.
18. Ocean winds and weather.
19. Instruments and accessories used in na.vir’atlon
20. Alds to navigation.
21. Seamanship.
22. Temporary repairs to hull and equipment.
23. Ship sanitation.
24, United States Navigation Laws.
25. Rules and Regulations of the Board of Supzarvising
Inspectors.
26. Such further examination of a nonmathematfical
character as the local inspactors may require.

B-3-5. Second IMate of Steam Vessels. -

T/0. Any applicant for lcense as second mate of ccean
steam vessels shall be elisible for examination after he has
furnished satisfactory documentary evidence fo the local
inspectors that he bas had the following experience and is
qualified in all other respects:

FinsT. One year's service as third mate of acean or coastwise
steam vessels; or,

Seconp, Five years’ service in the deck dﬂpartment of
ocean or coastwise steam vessels, two years of which shall
have been as boatswain or quartermaster; or,

Tamp. Any graduate of the United States Naval Academy
or the U. S. Coast Guard Academy who has had nof less than
two training crulses, together with three months® service in
the deck department of acean or coastwise steam vessels; or,

FountH. A graduate who has served fivo years in fhe sea-
manship class of a2 State nautical school ship, established
under authority of an act of Consress approved March 4,
1911, and completed two ocean or coastwise cruises hefore
greduation, together with two years’ service in the deck de-
partment of an gcean or coastwrise steam vessel of 508 gross
tons or over: Provided, That where the graduafe has com-
pleted the two cruises, but not the two years’ service required,
additional service equal to the difference in time shall be
served on vessels of the class required for the probafionary
period of two years; or,



974

Frrra. Four years’ service in the'deck department of ocean
or coastwise sail vessels of 200 gross ton or over; one year of
such servxce shall have been as second mate of such vessels
or,

SmxTH. Three years service in the deck" department of any
ocean or coastwise sail vessel of 100 gross tons or over,;to-
gether with one year’s service ini'the deck department of
ocean or coastwise steam vessels, for license as second mate of
ocean or coastwise’ steam vessel of 1 000 gross tons or under,
or, ) [ 3

SEVENTH. One year's Servxce as master or ﬁrst—class pllot of.
lake, bay, or sound steam vessels of 500 gross tons or over,
except ferry. vessels; togetheriwith one year’s service in the
deck department bf ocean or coastwise steam vessels of 1,000
gross tons or over, while holding a license-as suchymaster or
first-class pilot; or,

ErcutH. Two years’ service as assistant (Jumor ofﬁcer of
the watch) to the officer in charge of the watch on ocean

steamets while holdmg a license as thu-d ma’ce of 'such steam
vessels, !

B-3-6. Ea:ammatwn for chense as Second Mate of Steam
Vessels.

T/O. An applicant 'for’ license as second mate of ocean
steam vessels shall be réquued £0 pass a satxsfactory exam1-
nation as to his knowledge of the followmg subJects‘ -

. Latitude by, mendian alt1tude of thesm or a star
. Longitude by sun or star. o
. Deviation of the compass by a.mphtude }
. Deviation of the compass by azimuth tables.
. Ship’s position by dead zeckomng. . -
. Distance off a ﬁxed obJect
. Chart nav1gatxon
. Mercator sailings.
. Determination of ares and vo ume.

10 Storm signals.- -

11. International Rules of the Road .

12, International Code of Signals. P

13. Cargo handling. . aoe N

14. S gnaling by, plinker. . ' r

15, Life-saving apparatus.” 4o

16. Instruments and accessories used m nav.lgatlon

17. Seamanship, | . .

18. Nautical a‘stronomy deﬁmtlons

19. Aids to navigation,

20. Rules and ReguTa 1ons of the Board of Superwsmg

Inspectors.

- 21, Such further. examination , of a, nonmathematmal
character as the local mspectors may., require.

B—3-7 Third Mate of Steam Vessels. =

T/O. Any applicant for hcense as thlrd mate of ocean

steam vessels shall be el1g1b1e for exannnatxon after he" has
furnished satigfactory documentary evidénce to the local in-
spectors that "he “has had the 'following” experience and is
gualified in all other respects:

First. Three years’ service m the deck department of ocean
ol“‘doastwise steam ' vessels; or’

SECOND. Any apphcant who has had three years’ trdining
at the 'United "States' Naval Academy or Coast Guard
Academy, and who has had not Iess than two tralmng cruises;
or '

THIRD. A’ graduate who has served two years in the seaman-
ship class of ‘a State nautical school ship, established under
authority of an act of :Congress approved March 4, 1911, and
ebmpleted 'two' ocedn ‘and coastwise cruises ‘beforé gradua-
tion: Provided, That where the graduate “has completed the
two crmses, bt ot the two years’ service required, additional
service equal to the difference in time shall'be sérved in the
"deck departmént-of ccean or: ‘eoastwise steamn vessels; or

FOURTH. 'I‘hree yéats’' service in the deck departmient- of
ocean or coastwise sail vessels 0f'100 gross: tons or -over,
together with one year’s service'ih the deck department of
ocean or coastwise steam vessels? Service-on such sail vessels
éngaged in the ocean or coastwise fisheries shall be’ accepted
as meeting the requirements of this paragraph' or

N
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FirrH, One.year’s service as master or pllot of lake, bay,

.or sound steam vessels of 150 gross tons or over, except ferty

vessels, together with three months’ service in:' the deck
department of ocean or coastwise steam vessels; or,

SixtH. Three years’ service in the deck department of
1ake, bay, sound, or river steam vessels, together with one
year’s service in the de¢k department of ocean of coastwise
steam vessels; or, ;

. SEVENTH. Two years’ service as o licensed ﬂrst-cluss pilot
of steam vessels of 4,000 gross fons or over, except ferty ves-
sels, on the Great Lakes or other lakes, bays or sounds; or,
 EicHTH. Three years’ service in the deck department of
steam vessels of 100 gross tons or over, engaged in the dcean
‘or ‘coastwise fisheries, togéther with six months' experience
in the deck department of ocean or coastwis¢ steam véssels,

_B—3—8’Ea:avniination for. License of Third Moate of Stcam

. . Vessels. - )
T/O An applicant for license as Third Mate of ocean

steam vessels shall be required to pass a satisfactory examlna-

tion: as to his knowledge of the following subjects?

1. Latitude by mendia“n altitiide of thg stn. '

. Longitude by chronometer. '

. Deviation of the compass by tables.. . '

. Ship’s position by dead reckoning.

. Middle latitude sailing, o

. Distance off by bearings and run:. .

. Chart navigation.

International Rules of the Road

. Cargo handling.

10. Storm signals.

11. Sea terms.

12. Seamanship.’

13. Instruments and accessories used in_navigation.

14. Rules and Regulations of the Board of Supervising
Inspectors.

Such further examination of a nonmathematical
character-as the local inspectors may’ requlre.

B-3-9. Chief Engineer of Steam Vessels:

T/O. An applicant for license as chief enginheer of ocean
steam vessels shall be eligible for examingdtion aftér he has
furnished the following documentary evidente to the local
inspectors and is qualified in all other respecty: = ¢

FIrsT: One year's service gs first o;ssistant englneer of
ocean or coastwise steam vessels; or, ' * ¢

Seconp. TWo yearshservice ‘as second asslstant engineer of
ocean or coastwise steam vessels while" holding" llcense as
first assistant.engineer of such vessels; or,”

THIRD. ‘TWO years’ service as junior first assistant engineer
of ocean or coastwise steam vessels while holding: llcense as
first assistant engineer of such vessels; or, co

FourTH. One year’s service as assistant engineer of ocean
or coastwise steam vessels for license Rs chief engiiiéer of
ocean or coastwise steam vessels of not more than 750
gross tons; or, '
¢« FIrrE. Three 'year’s service as chief engineer of Great
T.akes and all other lake, bay, or sound steant: vessels, except
ferry vessels, for hcense as. chlef engineer of '‘appropriante
tonnage. ‘ '

B-3-10. First Assistant Engineer of Steam Vessels.

T/O. An applicant for license as first assistant engineér of
ocean steam vessels shall be eligible for examination after
he has furnished: satisfactory documentary evidence to the
local inspectors that he has had the following experience
and is qualified in all other respects:

FrsT. One - year’s service as second asslstant engineer
of ocean or coastwise steam vessels; or,

Seconp. Three years' service as first assistont engineetr of
Great Lakes and all other lake, bay, or sound steam vessels,
except ferry vessels; for license as first assistant engineor of
appropriate tonnage; or, o

TamRp. Two years' sérvice as third assistant engineer Of
ocean or: coastwise steam vessels while holding licensé as
second assistant engineer of suolr vessels; or,

COQQO}U‘H#WM
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FourTH. Three years’ service as oiler, water tender, or
fireman in the engine department of ocean or coastwise
steam vessels, at least one year of such service shall have
been as oiler or water tender, for license as first assistant
engineer of steam vessels of not more than 750 gross tons; or,

Frrre. Two years’ service as junior second assistant engi-
neer while holding hcense as second assistant engineer of
such vessels.

B-;s;ﬂ. Second‘Assistant'Engineer of Steam Vessels.

- T/0.-An gpplicant for license as second assistant engineer
-of geean steam vessels shall be eligible for examination af-

‘ter he has furnished- satisfactory documentary evidence to
_ the Iocal inspectors that he has had the following experi-

-ence and is qualified in all -other respects:

. FRsT.- One year’s service as third assistant engineer of
ocean or coastwise steam vessels; or,
. SEconD. Three years’ service as second assistant engineer
of Great Lakes and all other lake, bay, or sound steam
“vessgls, except ferry vessels, for license as second assistant
engineer of appropriate tonnage; or,
Tump. Five years’ actual service in the engine department
of an ocean or coastwise steam vessel, four years of which
shall have been as oiler or water tender; or,
FourTtH. Three years’ service as an apprentice to the
<machinist trade and engaged in construction or repair of
-marine, stdtionary, or locomotive engines, and one year’s
-§ervice as a journeyman machinist engaged in the construc-
tion or repair of marine steam engines, together with one
year’s service in the engine department of ocean or coastwise
steam vessels; or,
FrFTH. TWO years' service as junior third assistant engl-
neer while holding license as third assistant engineer; or,

STH. A graduate in mechanical, marine, or electrical
engineering from a duly recognized school of technology, to-
gether with 1 year’s service in the engine department of an
ocean or coastwise steam vessel.

B-3-12. Third Assistant Engmeer of Steam Vessels.

‘T/O. An applicant for license as third assistant engineer
of ocean steam vessels shall be eligible for examination after
he has had the following experience and is qualified in all
other respects:

FmsT. Four years’ service as fireman on ocean or coast-
wise steam vessels;-or, - - -

Seconp. Three years’ service as oiler, or water tender, or
combined service- of three years in these positions, on ocean
or coastwise steam vessels; or,

TarrD. ‘Three -years® service-as licensed engineer of steam
vessels on lakes, bays, sounds, and rivers, for license of
appropriate tonnage; or,

FourTtE. One year’s service as chief or assistant engineer
of river steam vessels, together with six months’ service in
the engine department of ocean or coastwise steam vessels; or,
*" FrrrE. A graduate from the engineering class of a State
nautical school ship, established under authority of an act

~of Congress approved March 4, 1911, the term of such
engineering class to be based upon a period of two years; or,

SixrH. Three years’ service as an apprentice to the ma-
ch:mst trade and engaged in the construction or repair of
-magrine, stationary, or locomotive engines, together with one
year’s service in the engine department of ocean or coastwise
steam vessels; or,

SEvVENTH. A graduate in mechanical, marine, or electrical

_engineering from a duly recognized school of technology to-
gether with three months’ service in the engine department of
an ocean or coastwise steam vessel.

B-3-13. Engineers of IIotor Vessels.

T/0. The term “motor vessel” used in this and the follow-
ing sections shall include any vessel of above 15 gross tons,
propelled by gas, fiuid, naptha, or electric motors.

" No person shall receive an original license as engineer of
motor vessels who has not served at least 36 months in the
- engine department of a motor vessel, except as hereinafter
provided, at least 25 percent of which service shall have been
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ob:alned within the three years next preceding the appli-
cation..

Inspectors may deslgnate upon the certificate of any chief
or asslsgant engineer the tonnage of the vessel upon which he
may act.

B-3-14. Chief Engineer of Ilotor Vessels.

T/0. An applicant for license as chief engineer of motor
vessels shall be elizible for examination after he has furnished
satisfactory documentary evidence to the local inspectors that
he has had the following experience and is qualiﬁed in all
other respects:

Fmsr. One year’s service as first assistant engineer of
motor vessels; or, ]

Secorp. Two years’ service as second assistant engineer
of motor vessels, or two years’ combined service as first and
gecond mmh engineer of motor vessels; or, -

Trmp. One year's service as assistant engmeer on motor
vessels of 750 gross tons and under; or,

FountH. Any parson holding 2 license as chief engmeer of
steam vessels who has served at least three months as Ii-
censed first assistant engineer of motor veszels; or,

FrrrE. Any person holding license as chief engineer of
steam vessels who has cerved six months as ofler in the en-
pine department of motor veszels; or has been employed for
not less than three months in the construction or instzlia-
tion of marine motor engines together with three months’
service as oiler in the engine department of mofor vessels; or,

SmrH. Any percon who has served at least two years in
the engine department of motor vessels, or has had af least
one year’s experience in the construction or installation of
marine motor engines, together withh ocne year’s service in
the engine department of mofor vessels, shall be eligible for
examination for license as chief engineer of motor vessels of
not more than 300 gross tons.

B-3-15. First Assistant Engineer of Mofor Vessels.

T/0O. An applicant for license as first assistant engineer
of motor veszels shall be eligible for examination after he has
furnished satisfactory documentary evidence to the local in-
spectors that he has had the following experience and is
qualified in all other respects:

Fnsz. One year's service as second assistant engineer of
motor vessels; or,

Secorp, Two years' service ds third assistant engm°er of
motor vessels, or two years’ combined service as second and
third assistant engincer of motor vessel; or,

Tamp. Three years' service as oller in the engineer depart-
ment of motor vessels, for license as first assistant engineer
of motor veszels of 750 gross tons and under; or,

Fouonta. Any percon holding a license as first assistant
engineer of steam vessels who has served af least three
months as licensed second assistant ensinesr of motor veseIS'
or,

FrrTH. Any person who has served at Ieast two years in the
engine department of motor vessels, or has had a€ least one
year's experience in the constmction or installation of marine
motor engines, together with one year’s service in the engine
department of motor vessels, shall be elizible for examination
for license as first assistant engineer of motor vessels of not
more than 450 gross fons; or,

Smxtr. Three years’ service as ofler in the engine depari-
ment of motor vessels of over 750 gross tons for Iicense as
first assistant engineer of motor vessels of 1,200 gross fons
and under.

B-3-16. Second Assistant Enginecer of Zotor Vessels.

T/0. An applicant Yor licenze as second assistant engineer
of motor vessels shall be eligible for examination affer he has
furnished satisfactory decumentary evidence to the local in-
spectors that he has had the following exparience and is
qualifled in all other respacts:

Fmsr. One year's service as third assistant engineer of
motor vessels; or,

Seconp. Four years’ service as oiler in the engine depart-
ment of motor veszels; or,
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. THIRD.. ‘A ‘joturneyman machinist who has:served an appren-
ticeship for three years and engaged in the construction or
repair of marine motor engines for at least two years of that
time, together with -one year’s service in the engine depart-
ment of motor vessels as oiler; or,

FourTH. Any person holding a hcense as second assrstant
engineer of steam vesséls, who has served at least three'
‘months as licensed thrrd assistan engmeer of motor vessels;
or, RN -

Frrra. Any person lholdmg a license as second assistant
'enginder of stearh 'vesséls,-after having served as oiler in the
engine department of motor vessels for not “less than’six
‘months or ‘hds been émployed for not less than three months

in the construction or installation of engines for motor vessels,
“together with three months’ servrce m the engrne departrnen"
of motor vessels; or, o

Smrr. A gradudgte in mechamcal 'marine, 'or electrical
‘engineering from a"duly recognized school of: technology,
together with 6 months’ service as orIer on motor vessels:

B-3-11.. Thzrd Asszstant Engmeer of Motor Vessels.

T/0O. An applicant for license ds third assistant engmeci
of motor vessels shall be ehgible for exatnination atter he has
furnished satisfactory documertary evrdence o the'local in-
spectors that he has had tlie- :followmg experrence and 1s
qiialified in all OtherarespectSi AR

' Frst, Thike 'years’ sérvice m the engme department of
motor vessels; ot,y ' ¢ ' "
't SECOND. A graduate from the ‘engineering class of a State
nautical’school ship, established under authority of an act
of ' Conigress” approved March '4; 1911; the-ferm of such
"engineering class- to be based ‘upon - a ‘Period' of two years,
‘after he has served: at least six mionths-as' oiler on mofor

vessels, or has been employed- at ledst six months in the con- |

struction and installation of engines for motor vessels or

THirp. Three years’ service .as an apprentice.to the ma-.
chinist trade and engaged in the construction or repair of
marrne, stationary, or locomotive engines, together with one
" year's service in the engme department of motor vessels as
piler; or

FourrH. TWo' years’ sérvice as a locomotrve or stationary
engineer, together wrth two years’ Serwce as orler on motor
Vessels; or -

FIFTH. Any person holdmg a license as thxrd assrstant
enpinéer of steam Vessels, after having’ served as oiler in the
“¢heine department of” motor vessels for’ not less than. three
_months or hag been employed for not less than three months
“in the construction and installatxon ‘of engmes for motor
‘vessels. .

o " L Cot . - .
SECTION B—4—QUALIFICATIONS roa orrrcnns—-cop.srwrsa
B—4~—1 Master of Steam Vessels. . ‘

T/C. An apphcant for license as master of coastwrse steam
vessels shall-be eligible for examination after he has furnished
satisfactory documentary evidence {o the local inspectors that
he has had the following experience and is qualified in all
other respects:

« FirsT. One years service as chief mate of ocean or coast-
wise steam vessels; or <. ., - .-

Seconp. Two years’ service as second mate of. ocean or
coastwise steam vessels while holding a license as chief mate
of ocean or coastwise steam vessels; or,

THIRD, Two years! service as master of lake, bay, or sound
steam vessels of 500 gross tons or over, together with six
months’ service as chief mate or twelve months’ service as
second mate of ocean or coastwise steam vessels, while
holding license as. master of such lake, bay, or sound steam
vessels or,

. FoortH. Five years servrce on ocean or coastwrse sail ves-
sels of .200 gross fons or: over, two years of which servme
shall have been as master of such.vessels, for license as

iy - v

master of coastwise freight and towing vessels of not over |

750 gross tons; or,
- FrrTH. One year’s service as a licensed master of ocean or
coastwise sail vessels of 700 gross tons or over for a license as
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master of coastwise freight or. towmg vessels of not more
than 3,000 gross tons; or,

SixTH. Two years! service as master or first-class pilot
of lake, bay; or sound ‘towing steams of 150 gross tons or
over, for license as master of coastwise towing: steam vessels
of 750 gross tons or under; or,

- SEVENTH. Two years' 'service as master of steam vessels
of 1,000 gross tons or over, except ferry vessels, onr the Great
Lakes and other lakes, bays, or sounds, for license as master
of coastwise vessels on routes not exceeding 300 miles! or,

EIGHTH. Two years’ service ag a licensed méastel of stéam
vessels of 250 gross tons ‘or' over, ‘engdged in the ocean or
coastwise fisheries, for license as master of coastwise, fréeight,
or towing vessels of ‘not more than 750 gross tons. :

NmTH. Three years" servrce as operator of nhondeseript
power-propelled: vessels hot carrying passenpgers for léense
as master of such vessels’ ndt exceeding 100 gross’tons; 3
years’ service as operator of nondes,cript power-propelled ves-
sels carrying passérigers for license as master of such vessels
riot exceeding 100 gross tond} on coatwise routes not exceed-
ing 50 miles, and 15 miles off shore: Provided, That local
inspectors shall - require a suitable examination for this
license.’

B-4-2. E:caminatz'm for Master.of Steam Ve,ssels.

T/C. (a) An applicant for Jicense as master of coastwise
steam vessels on routes exceéding 300 miles shall pass o sab-
isfactory examination as to his knowledge of the following
subJécts ’

1. Latitude by Polaris.
.., 2. Latityde by reduction to meridian (sun or staxr),
- N Longitude by chropometer (sun or star).
4. Ship’s position by lines of position.
5. Ship’s posrtion by dead reckoning.
6. Azimuth by altitude of sun or star.
7. Chart navigation.
8. Time of tide by tables.
9. Speed by engine revolutions.
10. Distance off a. fixed object.
11. Change in draft due to density of water.
12. Signaling by semaphore.
13. Cargo handling. .
14. International-Cogde, of Signals.
15. International Rules of the Road, !
16. Life-saving apparatus. - ]
.. 17.-Magnetism, with regard to a ship's compass. ,
18. Coastwise winds and currents,
19, Instruments and accessories used in navigation..
20..Aids to navigation. . ‘ :
21. Seamanship.
22. Hull nomenclature. - .
23. Ship sanitation.
24, United States Navigation Laws.
25. Rules and Regulations of the Board of Supervising
Inspectors.
26. Such further examma.tron of nonmathematical char-
acter as the local inspectors may require.

(b) An applicant for licerise as master of coastwise stéam
vessels on routes of 300 miles or less shall be required to'pass
a satisfactory examination as to his knowledge of the follow-
ing subjects:

1. Chart navigation.

2. Distance off :a fixed object.

.3. International Rules of the Road.

4. Storm signals.

5. Aids to navigation on route.

6. Cargo handling.

7. Signaling by semaphore,

8. Instruments and accessories used in navigation.

9. United States Navigation Laws.

10. Rules and Regulations of the Board of Supervising

3 Inspectors.

-11. Such further examination. of a nonmathematical

character as.the local inspectors may require,

RN
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)Q
B-4-3. Chief Mate of Steam Vessels.

'T/C. An applicant for license as chief mate of coastwise
steam- vessels shall be eligible for examination after he has
furnished satisfactory documentary evidence to the local
inspectors that he has had the following experience and is
qualified in all other respects:

- --FIrsT. One year's service as second mate of ocean or coast-
wise steam vessels of 1,000 gross tons-or over; or,

Seconp. Two years’ service as officer in charge of a watch
on ocean or coastwise steam vessels of 1,000 gross tons or
over while holding Ticense gs second mate of ccean and
coastmse steam vessels; or,

TH1RD, One year's service as master or first-class pilot of
lake, bay, .or sound steam vessels of 500 gross tons or over,
except ferry vessels, together with twelye months’ service as
third mate of ocean or coastwise steam vessels of 1,000 gross
_tons or over, while holdmg license as such master or first-
cIass pﬂot’ or, -
> -FourTH. TWwo years' service as master or first-class pilot of
lake, bay, or sound towing vessels for license as chief mate
-of coastwise towing vessels of 750 gross tons or under; or,

‘FrerH. One year’s service as 2 licensed master or two years’
“service-as-a licensed mate on ocean or coastwise steam ves-

- sels of 250 gross tons or over engaged in the ocean or coast-
wise fisheries, for license as chief mate of coastwise freight or
towing steam-vessels of 1,000 gross fons or under; or,

SrxTH, Five years’ service in the deck department of any
ccean or coastwise sail vessel of 100 gross tons or over, two
years of such service shall have been as master of such vessels,
for license as chief mate of freight or towing steam vessels of
1,000 gross tons or under; or, -

- SevenTE. Two years’ service as first-class pilot, or two
-years’ combined service as master and first-class pilot of
steam vessels of 1,000 gross tons or over, except ferry vessels,
‘on the Great Lakes and other lakes, bays, and sounds, for
license as chief mate of coasthse vessels on routes not exceed-
ing 300 miles; or,

., EfcHTH. Three years’ service in the deck department of
‘ocean or coastwise steam vessels for license as chief mate
of coastwise steam vessels of not more than 500 gross tons.

B—4—4 E:rammatzon for License as Chief Ifate of Steam
Vessels.

. -T/C. (a) An applicant for license as chief mate of coast-

wise stéam vessels on route exceeding 600 miles shall be
required to pass & satisfactory examination as to his knowl-
edge of the following subjects:

. 1. Latitude by meridian altitude (sun or star).
’ 2, Longitude by chronometer (sun or star).
3. Deviation of the compass by azimuth.
* 4, Ship’s position by dead reckoning.
5. Distance off g fixed object.
6. Chart navigation.-
7. Mercator sailings.
8. Determination of area and volume.
9. Storm signals.
10. International Rules of the Road.
11. International Code of Signals,
12. Cargo handling.
13. Signaling by blinker.
14, Life-saving apparatus.
15. Instruments and accessories used in navigation.
16. Seamanship.
17. Nautical astronomy definitions.
. 18. Aids to navigation.
. 19. Rules and Regulations of the Board of Supervising
’ Inspectors.
20. Such further examination of a nonmathematical
character as the local inspectors may require.

(b). An applicant for license as chief mate of coastwize
steam vessels on routes of 600 miles or less shall ba required
to pass a satisfactory examination as to his knowledge of
the following subjects: - .-

.
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1. Chart navigation.
2. Distance off a fixed object by bzarings and run.
3. International Rules of the Road.
4, Storm cionals.
5. Alds to navization on roufe.
6. Carro handling,
7. Signaling by blinker.
8. Instruments and accessories used in navigation.
9. Rules and Regulations of the Beoard of Supervising
Inspectors.
10. Such further examinafion of a nonmathematical
choracter as the Iocal inspectors may require.

B-4.5. Second XMate of Steam Vessels.

T/C. An zpplicant for license as second mate of coastwise
steam vessels shall be eligible for examination affer he has
furnished satisfactory decumentary evidence fo the Iccal in-
spectors that he has had the following experience and is
qualified in all other respacts:

FIrst. One year's service as third mate of ogean or coast-
wise steam vessels; or,

Seconp. Five years’ service in the deck department of
ocean or coastwise steam vessels, two years of which shall
have been as boatswain or guartermaster; or,

‘THrDp. Three years' service in the deck department of any
acean or coastwise sail veszel of 100 gross tons or over, fogether
with one year's service in the deck department of ccean or
coastwise steam vessels, for license as second mate of coast-
wise steam vessels of not more than 750 gross fons; or,

Fourta. A graduate who has served two years in the sea-
manship class of & State nautical school ship, established
under authority of an act of Congress appraved March 4,
1911, and completed two ccean or coastwise cruises before
graduation, together with two years’ service in the deck de-
pariment of ocean or coastwise steam vessels: Provided, That
where the graduate has completed the two cruises, but not the
two years’ service required, additional service equal to the
difference in time shall he served on ccean or coastwise steam
vessels; or,

Frrre. One year’s service as a licensed master or first-class
pilot of lake, bay, or sound steam vessels of 150 gross tons or
over, except ferry vessels, tozether with one year’s service in
the decL department of gcean or coastwise steam vessels; or,

SmrtH. One year's service as a licensed mate on acean or
coastwise steam veszels of 150 gross tons or over engaged in
the fisheries, for license as second mate of towing vessels; ar,

Sevenra, Two years’ service as assistant (Junior officer of
the watch) to the officer in charge of the watch on coastwise
steamers, while holding a license as third officer of coastwise
steamers; or,

FiceTH. Two years' service as first- or second-class pilot
of steam vessels of 1,000 gross tons or over, except ferry
vessels; on the Great Iakes and other Iakes, bays, and sounds,
for license as second mate of coastwise vessels on routes not
exceeding 300 miles.

B-4-6. Examination for License as Second IMate of Steam
Vessels.

T/C. (a) An applicant for license as second mate of coast-
wise steam vessels on routes exceeding 600 miles shall be
required to pass a satisfactory examination as to his knowl-
edge of the following subjects:

1. Latitude by meridian 2itifude of sun.
2. Longitude by chronometer.
3. Deviation of the compass by tables.
4, Ship's position by dead reckoning.
5. Middle latitude sailing.
6. Distance off by bearings and run.
7. Chart navigation.
8. International Rulss of the Road.
9. Cargd handling.
10. Storm signals.
11. Sen terms.
12. Seamanship.
13. Instruments and accessories used in navigation.



978

14. Rules and Regulatrons of the Board of Supervrsmg
Inspectors.. .. :

15. Such further~” examination of a nonmathematical
character as the local inspectors may require.

(b) An applicant for hcense as second mate of coastwrse
steam vessels on routes of 600 miles or less shall be requrred
to pass a satlsfactory examination as-to his knowledge of the
following subjects: - . o - T

1. Chart navrgatlon ST ‘

2. Distance off a- fixed, ‘object by 'bearmgs and rtin,

3. Interhational Rules of the Road, © "’

4. Storm signals.. .7 . . CarT

5. Aids fo navigation on route

6. ‘Cargo handling, -

7. Signaling by’ Internatronal Code of Slgnals -

8. Instruments and acceSsor,les ‘uséd in nawgatlon

9. Rules and Regulatrons of the Board of Supervising
Inspectors. .

10. Such further examinatioti’ of a. nonmathematical
character as. the local mspectors ma}7 reqmre

.B-4-7. Third ~Mate of Steam Vessels: - L

T/C. An applicant for license as third’ mate of coastwrse
steam Vessels shall be)ehglble ‘for examination after he: has
furnisted satrsfactory documentary ev1den¢e 10 the local in-
‘spectors that -hé has' had -the following expenence and is
qudlified in all other respects:’

Frst. Three years’ ‘service i in ‘the deck department of ogean

_or coastwise steam veisels; or,” ' -
. SEconD. A graduate who' has'served two yearsm “the sed-
manship class "6f a -State’ nautxcal schodl shrp estabhshed
under authority of ‘dn dct “of’ C‘ongress approved March 4
1011, and ‘completed two -ocean o&“céastmse”crmses 'before
graduation: Provided, ’That where: the - graduate has ' com-
‘bleted the two cruises,” but not the two. yedrs' service ‘re-
duired, additiohal servxce“e‘o'ual t0' the daﬁerence in time
shall be served in the ‘deck department; of ocean or coastwise
steam vessels; or,

"THIRD, ‘I‘wo Fears” servrce in the deck department of ocean
‘or 'coastwise 'sail’ vessels of ‘100 gross tons or .over, together
'with twelve month§" serviéé in the deck department of |.
ocean or cdistwise’ stean’ vessels Seivice on such sail Vessels
engaged in the océan or' coastmse fisheries shall be accepted
‘ as meeting the requirements bf ‘the paragra&fh; or

FourTH. One ! year s’sérvice ‘as master or prlot of lake bay,
'dotnd, ‘or' river stéam vessels of 150 gross tons' or over, except
ferty vessels} together with six months’ serv1’c’e in the deck
department of ocean‘or coastwisé steain” vessels; or, R
. Frrre, Twenty-four months’ service as a hcensed ﬁrst-
class”pilot of ‘steahr vessels of 2,500 Eross tons or’ over,
except’ ferry vessels, on the Grea.t Lakes and other lakes,
ba&s, ot soundst or, *

'SixTH. Three years* service in 'the’ deck department of

ocean or coastwise steam or sail vesséls of less tHan 100
gross tons, together, 'with _one. year’s service .in the de¢
department of ocean or coastwise steam wvessels; or,
. SEVENTH. Two.-years’ service in the deck-.department of
lake, bay;, or sound sfeam vessels, together -with-two years’
service in the deck; department of ocean or. coastmse steam
vessels; or, < -

EiceTH. Two years servrce in, the deck department of
steam vessels of 100 grdss tons or over engaged in the ocean
or coastwise fisheries, together with' one year’s sermce in the
deck department of Ocean or coastwrse steam Vessels

B-4-8. E:camznatzon for chense as Thzrd Mate of Steam
Vessels.

T/C. An applicant for hcense S thn'd mate of coasthse
steam vessels shall"pass a satis actory exammatron as to
his knowledge of the following subjects: v

1. Latitude by meridian altitude of sun. +
2. Chart navigation. £
3. Determination of distance:off a ﬁxed obJect
4, International Rules of the Road.

%
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5. Storm signals.
6. Signaling by blinker.
, 7. Instruments and accessories used in navigation.

8. Sea terms.

9. Rules and Regulations of the Boaxd of Supervising
Inspectors.

-10. Such further. exammation of a nonmathematical
character as the local inspectors: may require.

B-4-9. Engmeers of Steam and Motor Vessels.

. TYC. All engmeers of steam and motor c0astwiSo vessels
'shall have the same qualifications ds those required for
.ocean ‘vessels (Sec B-3-13 to B-3-17); (B-3-9 to B—3—12)

SECTION B—S—QUALIFICATIONS FOR OFFICERS—GREAT LAKES

B—5—1..Master of Steam Vessels.

- T/L. An apphcant for license as master of stenm 'vessels
shall be eligible for examination after he has furnished
satisfactory documentary evidence to the local inspectors
that he has had the following experience;

Frst. At least one year's experience as first-class pilat
while actmg in the capacity of first mate on steam vessels,

SEcoND, Or five years’ combined experience in the deck de-
partment of .sail -vessels and vessels propelled by machinery.
.one year of which has been as pilot or .chief mate.

THIRD, Or.0ne year’s experience as master of steam. vessels
of 150 gross tons or under while acting under the authority
-of a ﬁrst-class pilot’s license, or two.years’ experfence while
“acting under the authority of a second-class pilot's Hcense.

Fotm'm‘ Or five years’ experience on sail vessels, one year
of which has been as master.

FrrrH. Or three years’ experience as master of sail vessels
on the Great Lakes, for license as master of steam vegsels
on the Great Lakes and other inland waters.

~SIXTH. Or three years’ experience as master of barge con-
sorts on the Great LakKes, and has heen licensed as first-class
pilot for one year, for license as master of steam vessels on
the Great Lakes.

Any applicant for license as master of steam vessels shall
be subjected to such examination as shall satisfy the IOcal
‘inspectors that he is capable of navigating such steam ves-
sels.. - . S

B—5—2 Mate of Steam Vessels

T/L. Whenever any person presents  himself for examina-
tion for license as mate of Great Lakes steamers, the local
" inspectors shall examine him as to his knowledge, experience.
and skill in handling cargo, the operation and handling df
fire apparatus; the Jaunching and handling of lifeboats, his
knowledge-of life preservers and. the method of adjusting
them, his ability to manage the crew, and his general famili-
arity with his duties in maintaining diseipline, and if found
qualified they shall grant him a license as such, but no such
license shall be granted to any person who has not had at
least two years’ experience in the deck department of o
steam vessel, sail-vessel, motor vessel, or barge congort, six
months of such service to have been in a steam vessel.

B-5-3. Ezperience Required for License as Pilot,

T/L. (a) No original license for pilot of any class shall be
issued to any person, except for special Hcense for steamers
of 10 gross tons and under, who hds not served at least three
years in the deck department of a steam vessel, motor ves-
sel, sail vessel, or barge consort, oné year of which éxperience
must have been obtained within the three years next preced-
ing the date of application for license, which fact the in-
spectors shall require, when practicable, to be verified by the
certificate, in wntmg, of the licensed master or pilot under
whom the applicant has served, such certificate to be filed
with' the application of the ‘candidate: Provided, That one
year’s experience as quartermaster or wheelsman while hold-
ing a second-class pilot license shall entitle the holder of
-such licenseto examination for license as first-class pilot.

(b) The local' inspectors shall, before granting a license as
pilot, satisfy themselves that the applicant is qualified to
steer.
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B-5-4. Engineers of Steam Vessels.

“T/L. (a) Chief engmeer of condensing steamers on Great
Lakes.

Chief engmeer of noncondensmg steamers on Great Lakes,

First Asmstant engineer of condensing steamers on Great
Lakes.

First Assistant eugineer of noncondensing steamers on
Great Lakes. .

Second - Assistant engineer of condensing steamers on
Great Lakes.

Second Assistant engineer of noncondensing steamers on
Great Lakes.

Third Assxstant engineer of condensing steamers on Great
Lakes.

- Third Ass1stant. engmeer of noncondensing steamers on
Great Lakes.

(b) No person sha.ll receive license as engineer or assistant
engineer of steam wvessels who has not had the experlence
specified in the following sections, a portion of which expe-
rience shall have been obtained within the three years next
preceding the application, which fact shall be verified by
the certificate, in~writing, of the licensed engineer and
master under whom the applicant has served, where prac-
ticable, sdid certificate to be filed with the application of
the. candidate, and no person shall receive license as above
who is not able to- pass a satisfactory written examination
before the local inspectors.

(c¢) Inspectors shall designate upon the certificate of any
chief or assistant engineer the tonnage of the vessel on
which he may serve.

(d) Engineers of all classuications may be allowed to pur-
sue-their profession upon all waters of the United States in
the class for which they are licensed.

(e) Engineers of Great Lakes steamers who have actually
-performed the duties of engineer for a period of three years
-shall be entitled to examination for engineer of ocean
-steamers, applicant to be examined in the use of salt water,
_method employed in regulating the density of the water in
the boilers, the application of the hydrometer in determining
the density of the sea water, and the principle of construct-

-ing the instrument; and may be examined by inspectors on
the Great Lakes and seaboard.
() Wherever the -word “year” appears in the following
.sections-of this rule, it shall be understood as contemplating
12 months.

B-5-5. Chief Engineer-of Stéam Vessels.

T/L. An applicant for license as chief engineer of steam-
ers on_ Great Takes shall be eligible for examination after
he ‘has furnished-satisfactory documentary evidence to the
Ioeal inspectors that he has had the following experience:

FimsT. One year's experience as first assistant engineer of
Great Lakes steamers, or, -

Secowp. Two years’ experience as second assistant engi-
neer of Great L.akes steamers, while holding a license as first
- assistant engineer of Great Lakes steamers, or

THEIRD. Any equivalent experience made up of proportional
parts of the experience prescribed in the first and second
numbered paragraphs of this section. For example, six
months’ experience as first assistant engineer, and twelve
months’ experience as second assistant engineer while hold-
ing a license as first assistant engineer, or,

FoorTH. Two years’ experience as chief engineer of river
steamers, or,

Frrre. Any person holding a license as first assistant engi-
neer of river steamers who has had one year's experience as
first assistant engineer of steamers of 1,500 gross tons or
-over may be examined and licensed as chief engineer of
Great Lakes steamers of not oyer 750 gross tons, or,

SIXTH. A person who has had the experience prescribed
“for license as first assistant engineer of Great Lakes steam-
“ers may be licensed as chief engineer of Great Lakes steam-
-ers of not over. 750 gross tons, if the Iocal inspectors, upon
_examination, find him qualified.
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B-5-6. First Assistant Engincer of Steam Vessels.

T/L. An applicant for Hcense as first assistant enszineer of
steamers on Great Lakes shall be eligible for examination
after he has furnished satisfactory documentary evidence to
the local inspectors that he has had the following experience:

Fmst. One year’s experience as second assistant engineer
of Great Lakes steamers, or,

Seconp. Two years' experience as third assistant engineer
of Great Lakes steamers while holding a license as secfmd
assistant engineer of Great Lakes steamers; or

‘Tanp. Any equivalent experience made up of pmportmnal
parts of experience preseribed in the first and second num-
bered paragraphs of this section. For instance, six months’
experience as seccond assistant engineer, together with 12
months’ experience as third assistanf engineer while holding
a lcencse as second assistant engineer; or

FountH. One year's c¢xperience as chief engmeet of river
steamers; or

Frrrr. Two years' experience as firsh assistant engineer of
river steamers; or

SmitH. Three years' service as oiler, water tender, or fire-
man on Great Lokes stecamers for lceensz as first assistant
engineer on steam vessels not over 1,500 gross tons; or .

Szventa, A Journcyman machinist who hasbeen engaged in
the erection, construction, or repair of marine steam engines
for two years, together with one year’s sarvice in the engine
department of Great Lakes steamers; or

ErcHTH. A person who has hagd the esperience nrescribsd
for license as second assistant engineer may be licenszed as
first assistant engineer of Great Lakes steamers of not over
750 gross tons, if the local inspectors, upon exammatinn find
him qualified.

B-5-7. Sccond Assistant Engineer of Steam Vessels:”

T/L. An applicant for license as second assistant engineer
of steamers on Great Lakes shall bz eligible for examination
after he has furnished satisfactory documentary evidence to
the local inspectors that he has had the following exparience:

Fmst. One year's experience as third assistant engineer of
Great Lakes steamers; or )

Secomn. One year's experlence as first assistant engineer of
river steamers; or, . .

Tamp., Three years' service as oiler, water tender, or fireman
on Great Lakes steamers; or,

Founta. Three years' cexvice as apprentice to the machinist
trade and engaged in the construction or repair of marine,
stationary, or locomotive engines, tozether with one year's
service in the engine department of Great Lakes steamers; or,

Frrtr. A graduate from an engincerinz class of 2 Stafe
nautical cchool ship, established under authority of an ack
of Congxess approved March 4, 1911, the ferm of such class
to be bosed upon a paried of two years; or,

SmETH. Two years' service as stafionary engineer, fozether
with one year’s service in the engine department of Great
Lakes steamers; or,

Scvmeze. Any person holding a Heense as third assistant
engineer of Great Lakes steamers, and havinzT had one years
experience as junior engineer, or one year’s combined experi-
ence as junifor engineer and third assistanf engineer while
holding a license o5 third assistant engineer; or,

ErcaTr. Any person holding a leense as third assistant
entineer of Great Lakes steamers and having had one year’s
service as oller or water tender since receiving license; or,

N, A graduate in mechanical, electrical, or marine en-
glneering from a duly recognized school of technology, to~
gether with one year's service in the engine department of
Great Lakes steamers.

B-5-8. Third Assistant Engineer of Steam Vessels.

T/L. An applcant for license as third assistant enginez—
of steamers cn the Great Lales shall bz eligible for examinz-
tion after he has furniched satisfactory documentary evi-
dence to the local inspeetors that he has had the followinz
experience:

Fmst. Three years' service in the engine department of
Great Lakes steamers; or,
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Seconp. One year’s experience as second assistant engineer
of river steamers; or,

TI-IIRD Oneryears servme as statxonary engmeer, together
,with .one year's seryice, in- the engme department of Great;
Lakes steamers, or, .. -

} Formrn. A graduate from an engmeenng cla.ss of a State
nautical school ship, established under authonty of an act of
Congress gpproved March 4, 1911, ‘the term of such .engineer-
ing class to be based. upon a period of two years or, - ‘
FIFTH. Elghteen months' experignce: as,;umor engineer. -

'Bo5u, L’ngméers oflMofor Vessels.'~ - ' -

'I'/L AL engmeers of motor vessels on. the ‘Great Lakes
shall have the same quahﬁcatmns as those required for acean
vessels. (Sec. 3—-13 to B—-3—17)

SECTION B—-G——-QUALIFICATIO‘\TS FOR OFFICERS-—BAYS, SOUNDS, -
b ' ' AND LAKES'OTHER THAN THE GREAT LAKES ) E

B-6-1, Master of Steam Vessels.

T/B. Any applicant for license as master of steam vessels
shall be eligible for examination after he has furnished satis-
factory documentary evidence to the local mspectors that he
has had the following experience: °

roae

.chief mate of steam vessels.
- 8Econp. Or five years’ combined experience in the deck de-
partment of sail vessels and vessels propelled by machinery,
.one year of which-has been as pilot-or chief mate.

. Tamp. Or one year’s experience as master of steam vessels
of .150rgioss tons or under twhile acting under the authority ('

-of g first-class pilot’s license, or two years’ experience while
acting under the authority of & second-class pilot’slicense.

FourTtH, Or five, years’ expenence on sa11 vessels, one year.
of which has been as ‘master.

Frrra. Or three years’ eypenence as master of sail vessels
for license as master of steam’ vessels. :

StxtH. Or two years’ expérience in the deck department of
a steam vessel, one' year of ‘'which shall have beén either as
‘wheelsman or in assisting in the navigation of the vessel 'while
holding a first-class pilot’s license, for license as master of
steam vessels of 500 gross tons and under, navrgating all’ lakes
bays, and sounds other than the Great Lakes.”

' Any applicant for Heendé as masfer of-Steami” vessels shall
be subjected to such examinationas shall satxsfy the local

*it{Spectors that he is capable of nav1gatmg such-steam vessels

B—6—2 Mate, of Steam Vessels

«. T/B. Whenever any .person presents hzmself ior examma-
tion for license as:mate of:inland steamers the local inspec-
tors shall examine-him as to his knowledge, :experience, and
.gkill in ‘hdndling: caigo, the -.operation and handling of fire
apparatus, the launching and /handling of -lifeboats, his
knowledge of life preservers andthe method.of adjusting
them, his ability. to manage.the crew,~and his.general famil-
iarity with his duties in maintaining discipline, and if-found
qualified they shall grant him aflicense-as such, but no such
license shall be granted:tp any person whochas not had at
least two years’ experience:in the deck department of a steam
vessel, sail vessel, motor vessel, or barge consort s1x months
of such service to have been in a steam. vessel: - s,

B-6-3. Ea:peneme Requzred for chense as Pilot.

T/B. (a) No ongmal hcense for prlot of any class shall be
issued to any “person,s except for special hcense for.steamers
_of 10 gross tons and under, WhO has not served at least
three years in the deck department of a steam vessel, motor
vessel, or sail vessel, one year of which experience must have
been obtained within the three years next preceding the
date of application for license, which fact the inspectors shall
require, when practicable, to. be verified by the certificate, in
writing, of the licensed: master or: pilot under whom the
applicant has served, such certificate to be filed with the
application of the candidate: Provided, That one year’s ex~
perience as quartermaster or wheelsman while holding a
second-class pilot license shall. entitle the holder of “such
license to examination for license as first-class pilot. ’
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(b) Pilots, after written examination, may be licensed for
limited tonnage and routes on steamers nayvigating canals
and small’ inland lakes like Séneca and Cayuga lakes in
the State of New York, after 24 months’ experience in the
deck department of vessels propélled by machinery, 12
months of whi¢h experiérice must have been ‘obtained within
the two years next preceding the date of application for
"license.

(c) The local inspectors shall, before granting a license
as pilot, satisfy themselves that tiie applicant is qualified to
steer.

B-6-4. Engineers of Steam Vessels.

T7B. (a) Chief engineer of condensing steamers on bays,
sounds, and lakes other than the Great Lakes.

‘ Chief' engineer of noncondensing steamers on bays, sounds,
and lakes other than the Great Lakes.
© Pirst assistant engineer of condensing steamers on bays,
sounds, and lakes other than the Greaf Lakes.,

First " assistant engineer of- ‘noncondensing steamers on
bays, sounds, and lakeés other than the Great Lakes.

Second assistant engineer of condensing steamers on bays,

‘! sounds, and lakes other than the Great/ Lakes.
. FIrsT, Al least one year’s experience as ﬁrst*-class pllot or:

Second: assistant enginéer of noncondehising steamers on
bays sounds, arid lakes other than the Great Lakes.

Th1rd assistant engineer of ¢ondensing steamers on bays,
sounds, and lakes other than the Great Lakes.

Third assxstant engineer of noncondensing steamers on
bays ‘sounds, and lakes other than the Great Lakeds.

(b) No person shall receive license 4§ engireer or dssistant
engineer of steam vessels who has not had the experience

. speciﬁed in the following sections, a 'portion of which ex-

‘perience shall have been obtained within the three years
next preceding the application, which fact shall be veérified
by the certificate, in writing, of the licensed engineer and
mastér under whom the applicant hag served, where prac-
ticable; said certificate to be filed with the application of the
candidate; and no person shall recelve license as above who
is not able to pass a satisfactory written examination before
the local inspectors.

(¢) "Inspectors 'shall designate-upon the certiﬂcate of any
chief or assistant engineer the tonnage of 'the vessel on
Whlch he may serve.

*'(d) Engineers of all classifications may be allowed to pur-
sue their profession upon all waters of the United States
in the class for which they are licensed.

(e) Engineers of Lake, bay,. and sound steamers who
have actually performed the duties of enefneer for a perlod
-of three yehrs shall be entitled to examination for engineer
of ocean Steamers, applicant to be examined in the us¢ of
salifwater, method employed in regulating the density of the
water 'in’ the boilers, the application of the hydrometeér in
determining the density of the sea water, and the prinelple
of constructing the instrument; and may be exomined by
-inspectors on the Great Lakes and seaboard.

(f) Wherever the word “year” appears in the following
section of this rule it shall be understood as contemplating
12 months. +

B-6-5. Chief Engmeer of Steam Vessels.

T/B. An applicant for licerise as chief engineer of steamers
on bays, sounds, and lakes other than the Great Lakes shall
be eligible for examination after he has furnished suatis-
factory documentary: évidence to the local inspectors that
he has had the following experience:

FIrsT. One year’s experience as first assistant engineer of
iake, bay, and sound steamers; or,

Seconp. Two yealsl experience as second assistant engineer
of Lake, bay, and sound steamers while holding a license as
ﬁrst ass1stant engineer of lake, bay, and sound steamers;
O,

‘I‘rmm Any equivalent expenence made up of proportional
-parts of the experience ‘prescribed in the first and second
F numbered paragraphs of' this section, For example, ‘6

months’ experience as first assistant. engineer and 12
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months’ experience as second assistant engineer, while hold-
ing a license as first assistant engineer; or,

FourTHE. Two years’ experience as chief engineer of xiver
steamers; or,

Frrra. Any person holding s license as first assistant en-
gineer of river steamers who has had one year's experience
as first assistant engineer of steamers of 1,500 gross tons
or over may be examined and licensed as chief engineer
of lake, bay, and sound-steamers of not over 750 gross tons;
or,

/SmTH. A person who has had the experience prescribed
for license as first assistant engineer of lake, bay, and sound
steamers may be.licensed as chief engineer of lake, bay, and
sound steamers of not over 750 gross tons, if the local in-
spectors,’upon examination, find him qualified.

B-6-6. First Assistant Engineer of Steam Vessels.

T/B. An applicant for license as first assistant engineer
of steamers on bays, sounds, and lakes other than the Great
Lakes shall be eligible for examination after he has fur-
nished satisfactory documentary evidence to the local in-
spectors that he'has had the following experience:

PFmsT. One year’s experience as second assistant engineer
of lake, bay, and sound steamers; or,

Seconp. Two-years' experience as third assistant engineer
of lake, bay, and sound steamers while holding a license as
second assistant engineer of lake, bay, and sound steamers;
or, - - o
TmirD. Any equivalent experience made up of proportional
parts of experience prescribed in the first and second num-
bered paragraphs of this section; for instance, six months'
experience as second assistant engineer, together with twelve
months’ experience .as third assistant engineer while hold-
ing license as second assistant engineer; or,

FourTH. One year’s experience as chief engineer of river
steamers, or,

- FIFTH. Two years’ expenence as first assistant engineer

of river steamers; or,
" SixTH. Three years’ service as oiler, water tender, or fire-
man .cn lake, bay, and sound steamers for license as first
assistant ‘engineer on steam vessels not over 1,500 gross
tons; or,.

SEVENTH. A journeyman machinist who has been engaged
in the erection, construction, or repair of marine steam
engines for two years, together with one year's service in
second assistant engmeer of lake, bay, and sound steamers;
or, -

ErcaTH. A graduate.in mechanical or marine engineering
from a duly recognized school of technology, together with
one year’s service in the engine department of lake, bay,
and sound steamers; or,

NintE. A person who has had the experience prescribed
for license as second assistant engineer may be licensed as
first assistant engineer- of lake, bay, and sound steamers of
not over 750 gross tons, if the local inspectors, upon
examination, find him qualified.

B-6-17.- Second Assistant Engineer of Steam Vessels.

T/B. An applican} for license as second assistant engineer
of steamers on bays, sounds, and lakes other than the Great
Lakes shall be eligible for examination after he has fur-
nished satisfactory documentary evidence to the local
inspectors that he has had the following experience:

FmsT. One year’s experience as third assistant engineer
of lake, bay, and sound steamers; or,

Seconp. One year’s experience as first assistant engineer
of river steamers; or, )

Tump. Three years’® service as oller, water tender, or
fireman on lake, bay, and sound steamers; or,

FourtH. Three years’ service as apprentice to the ma-
chinist trade and engaged in the construction or repair of
marine, stationary, or locomotive engines, together with one
year’s service in the engine department of lake, bay, and
sound steamers; or,

Prera. A graduate from an engineering class of a State
nautical school ship, established under authority of an act
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of Congress approved idarch 4, 1911, the ferm of such elass
to be based upon a peried of two years; or, .

SmTH. Two years' service as stationary engineer, together
with one year's cervice in the engine department of lake,
bay, and sound steamers; or,

SevenTH. Any person holding a lcense as third assistant
engineer of lake, bay, and sound steamers, and having had
one year's experience as junior engineer, or one year's com-
bined experience as junior enginesr and third assistant
engineer while holding a license as third assistant engineer;
or,

ErcatE. Any porcon holding a lcense as third assistant
engineer of lake, bay, and sound steamers, and having had
one year's service as oiler or water tender since receiving
lcense.

B-G-8. Third Assistant Engineer of Steam Vessels.

T/B. An applicant for license as third -assistant engineer
of steamers on bays, sounds, and lakes other than the Great
Lakes shall ba eligible for examination after he hasfurnished
satisfactory documentary evidence to the local Inspectors
that he has hed the following experience:

Fmsz., Three yvears service in the engine department of
lake, bay, and sound steamers; or,

Seconp. One year's experience as second assistant engineer
of river steamers; or,

Tamp. One year's service as stationary engineer, tocether
with one year's service in the engine depariment of lake,
bay, and sound steamers; or,

Fourta. A graduate from an engineering class of a nauti-
cal school chip, the term of such engineering class to be
based upon a period of two vears; or,

FrrrH. Eighteen months’ experience as junior engineer.

B-6-9. Engincers of idotor Vessels.

T,B. All engineers of motor vessels on bays, sounds, and
lakes, other than Greaf Lakes, shall have the same qualifica-
tions as those required for ocean vessels., (Secs. B-3-13 to
B-3-17.)

SECTION BE~T—QUALIFICATIONS FOR OFFICERS—RIVERS

B-71-1. 2aster of Rtver Steamers.

T/R. (a) Inspecctors shall examine all applicants for origi-
nal license a5 master of steamers navigating rivers exclusively,
which examination shall be reduced to writing and made a
part of the permanent rccords of the office of the inspectors
maling such examination; and no such license shaill be issued
to any person to act as master of such steamers who has nof,
by actual cervice of at least three years in the deck denart-
ment of steam vessels, one year of which shall have been on
river steamers, acquired practical kmowledge, skill, and expe-
rience essential in case of emergency and disaster, and in the
navigation of such steamers with safety to life and property,
and at least one year of service to have been within the three
years next preceding the application, and no license as
master shall be issued to any applicant wha can not read and
write, and who has not served at least one year as lcensed
mate or pllot of steam vessels.

(b) The line of examinzation to be pursued by inspectors
in examining applicants for original license as master of
river steamers shall be as follows:

1. As to his general knowledge of the dufies of master
of such steamers.

2. As to his ability to handle the wheel in case of emer-
gency or disaster.

3. As to the knowledge of his duties and proper method
of procedure in case of fire on his vessel.

4. As to his knowledge of propzr management of a ves-
sel and crew in case of collision and sipking.

5. As to exccutive ability generally fo manage officers
and crew.

6. As to his general kmowledge and ability fo navigate
steamers with safety to life and properfy.

7. As to his knowledge of pilot rules governing the navi-
gation of such steamers.
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8. As to.his knowledge of signals between the pilot-house
and engine room.

9. As to his knowledge of signal lights and their proper
position on all steam and other yessels.

10. As to duties of master in case of fog or stormy
weather, and on such other subjects in connection
with the nayigation of such vessels as the inspec-
tors conducting such examination may deem proper
and necessary. .

B-7-2. Mate of River Steamers.

T/R. Whenever any person presents himself for examina-

tion for license as mate of river steamers the-local inspectors
shall examine him as to his knowledge, experience, and skill
in handling cargo, the operation and handling of fire ap-
paratus, the launching and handling of lifeboats, his knowl-
edge of life preservers and the method of adjusting them,
his ability to manage the crew, and his general familiarity
with his duties" in maintaining ‘discipline, and if found
qualified they shall grant him a license as such, but no such
license shall be granted to- any person who has not had at
least two years’ experience in the dock department of a
steam vessel, sail vessel, motor vessel, or barge consort, six
months of such servxce to have been in a steam vessel.

B-7-3. E’:z:penence Requzred for License as Pilot. -

T/R. (a) No original license for pilot of any class shall
be issued to any person, except for special license for steam-
ers of 10 gross tons and under, who has not served at least
thrée years in the deck department of a steam vessel, motor
vessel, sail vessel, one year of which experience must have
been obtained within the three years next preceding the
date of application for license, which fact the inspectors
shall require, when practicable, to be verified by the certifi-
cate, in writing, of the licensed master or pilot under whom
the apphcant has served, such certificate to be filed with
the application of the candxdate. Provided, ‘That one year’s
experience as quartermaster or wheelsman while holding
a second-class pilot license shall entitle the holder of such
license to examination for license as first-class_ pilot.

(b) Special pilots may be licensed for steamers of 10 8ross
tons and under, locally employed.

(¢) The local inspectors shall, before granting a license as
pilot, satisfy themselves that the applicantls quahﬁed to steer

B-1-4. Engineers of Steam Vessels.

T/R. (a) Chief engineer of condensing river steamers.

Chief engineer of noncoridensing river steamers.

First assistant engineer of condensing river. steamers. .

First assistant engineer of noncondensing river steamers.

Second assistant engineer of condensing river steamers.

Second assistant engineer of noncondensing river steamers.

Third assistant engineer of condensing river steamers.

Third assistant engineer of noncondensing river steamers.

(b) No person shall receive license as engineer or assistant
engineer of steam vessels who has not had the  experience
specified in the following sections, a portion of which experi-
ence shall have been obtained within the three years next
preceding the application; which fact shall be verified by the
certificate, in writing, of the licensed engineer and master
under whom the applicant has served, where practicable, said
certificate to be filed with the application of the candidate;
and no person shall receive license as above who is not able
to pass a satisfactory written examination before the local
inspectors.

(c) Inspectors shall designate upon the cert1ﬁcate of any
chief or assistant engineer the tonnage of thé vessel on
which he may. serve.

(d) Engineers of all classxﬁcations may be allowed to pur-

sue their profession upon all waters of the United States in
the class for which they are licensed.

(e) Wherever the word “year” appears in the following
sections of this rule, it shall be understood as contemplating
12 months.
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B-7-5. Chief Engineer of Steam Vessels, .

T/R. An applicant for license as chief engineer of river
steamers shall be eligible for examination after le has fur-
nished satisfactory documentary evidence to the local in-
spectors that he has had the following experience;

FirsT. One year’s experience as first assistant engineer of

-steam vessels; or

Seconp. Two years” experience as second assistant engineer
of steam vessels while holding a license as first assistant
engineer; or

THIRD. Any equivalent experience made up of proportional
parts of the experience prescribed in the first and second
numbered paragraphs in this section. For example, six
months’ experience as first assistant engineer, and twelve
months’ experience as second assistant engineer while hold-
ing a license as first assistant engineer; or,

FourtH. Applicants who have had the experience pre-
scribed for license as first assistant engineer may be licensed
as chief engineer of river steam vessels of not over 760 gross
tons, if the local inspectors, upon examination, find him
qualified.

B-1-6. First Assistant Engineer of Steam Vessels.

T/R. An applicant for license as first assistant engineer
of river ‘steamers shall be eligible for examination after he
has- furnished satisfactory documertary evidence to the
local inspectors that he has had the folowing experience:

FrsT. One year’s experience as second assistant engineer,
or,

Seconp. Two years’ experience as third assistant engineer
while holding a license as second assistant engineer; or,

TrIRD. Any equivalent experience made up of proportional
parts of the experience prescribed in the first and second
numbered paragraphs of this section. For example, six
months’ experience as second assistant engineer and twelve
months’ experience as third assistant engineer while holding
a license as second assistant engineer; or,

Fourte. Three years’ experience as oiler,
or fireman; or,

FrrrH, A graduate in mechanical or marine engineering
from & duly recognized school of technology together with
one year’s service in the engine department of steam vessels;
or,

SixTE. A journeyman machinist who has been engaged in
the erection, construction, or repair of marine stedm engines
for fwo years, together with one year’s service in the engine
department of steam vessels; or,

SEVENTH. Applicants who have had the experience pre-
seribed for license as second assistant engineer may be -
censed as first assistant engineer of river steamers of not
over 750 gross tons, if the local inspectors, upon examination,
find him qualiﬁed

B-7-1. Second Asszstant Engineer of Steam Vessels.

T/R. An applicant for license as second assistant engineer
of river steamers shall be eligible for examination after he has
furnished satisfactory documentary evidence to the local in-
spectors that he has had the following experience:

FirsT. One year’s experience as third assistant engineer of
steam vessels; or,

Seconbp. Two years® service as stationary engineer, together
with one year’s service in the engine room of steam vessels; or,

THIrD. Three years’ service as an apprentice to the ma-
chinist trade and engaged in the construction and repair of
marine, stationary, or locomotive engines, together with one
year’s service in the engine department of steam vessels; or,

FourtH. A graduate from an engineering class of a state
nautical school ship, established under authority of an act
of Congress approved March 4, 1911, the term of such engi-
neering class to be based upon a period of two years; or,

¥irra. Any person holding license as third assistant engi-
neer and having had one year’s service as junior engineer, or
one year's combined service as third assistant and junior
engineer, or one year’s service as oiler or water tender, or one

water tender,

I3
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year’s combined -service as oiler and water tender, since
receiving license.

B-1-8. Third Assistant Engineer of Steam Vessels,

T/R. An applicant for license as third assistant engineer
of river steamers shall be eligible for examingtion after he
has furnished satisfactory documentary evidence to the local
inspectors that he has had the following experience:

Frst. Three years’ service in the engine department of
steam vessels; or,

Seconp. One year’s service as stationary engineer, together
with one year's service in the engine department of steam
vessels; or, . i )

Tarrp. Two years’ service as an apprentice to the ma-
chinist {rade and engaged in the construction and repair of
marine, stationary, or locomotive engines, together with one
year’s service in the engine department of steam vessels.

B-7-9. Engineeré of IMotor Vessels.

T/R. All licensed engineers of motor vessels on rivers
where required, shall have the same qualifications as those
required for ocean vessels (Sec. B-3-13 to B-3-17).

APPENDIX C—SPECIFICATIONS FOR LIFE SAVING APPLIANCES
Outline of Sections

SrecTion C-1. - ILifeboats, Liferafts, Buoyant Apparatus, Davits.
. C-1-1. Drawings, Specifications, Name Plates.
C-1-2. Inspection.
C-1-3. Approval.
C-1-4. Lifeboat Davits.
c-2. Construction of Metallic Xifeboats.
Specifications.
Keel, Stem, and Sternpost.
Shell Plating.
Riveting,
Welding.
Application of Welding.
Supervision.
Inspection and Tests,
Floors.
. Gunwales.
. Nosings. -
. Gunwale Braces.
. Breast Plates.
. Thwearts.
. “Scantlings.
C-2-16. Hoisting Shackles,
£-2-117. Plug.
C-2-18. Galvanizing and Plating.
Air Tanks,

Construction of Wooden Lifeboats.
1. Materials.
. Keels, Stems, Sternposts, Aprons, Deadwood
. Scarphs, Stem bands.
Planking.
Timbers.
Keelsons, bllge stringers, risipgs, gunwales.
_‘Thwarts, stanchions, footings, plug, ete.
Thwarts kness.
Breast hooks.
Fastenings.
C-3-10, Air tanks.
.- - Construction of Rafts,
Cylinders,
. Framework.
est

SecrION

SecTION

_ Approval.
Carrying Capacity of Lifeboats and Liferafts.
. Open boats.
Liferafts,
Buoyant apparatus.
Cork Life Preservers.
General.
. Covering.
Straps.
Thread.
. Cork.,
Cork substitute.
Collar.
Approval. -
Marking.
. Inspection.
Xapok Life Preservers.
Approval. -
C-7-2, Test,
Collar.
. Marking,
Inspection. -

SECTION

Secrion C-6.

SecTION ’ C-7."
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Srcerron C-8. Life Buoys,
Busyancy.

C-8-2. Standord ring lfe buoys.

. Buoyant material.

Glue.

Strength,

Caverlng,

Sz2wing.

Ecckets,

Grab lne,

C-8-10. Factory incpzction of life buoys.

Eeolf Ignition Water Lights.

1. Cylinder,

Piug,

. Lanyard.

. Chemlical.

Markdng.

. Approval
C-8-7, ILiferaft water Uizhts.

Secriorr C-10. Line Tarowing Gun, and Signal Pistol.
C-10-1. LMus=le loading gun.
C-10-2. Breech looding gun.
C~10-3. Materinl,
C-10-4. Factory tests.
C-10-5. §ignal Plstol.

SECTION C~1-—LIFEEQATS, LIFERAFTS, BUOYANT APPARATUS AND
DAVITS

C~1-1. Drawings, Specifications, Name Plates.

TB/ALY. (a) All lifeboats, Uferafts, and buoyant appara-
tus shall be substantially constructed in accordance with
drawings, or blue prints, and specifications approved by the
Board of Suparvising Inspectors.

(b) Builders of lifeboats, liferafts, and buoyanf apparatus
shall furnish the supervising inspector of the disfrict in
which the equipment is built drawings, or blueprints, and
specifications showing and explaining the construction of
same, and showing the tensile strength and ductility of the
metal used. Lifeboats and liferaffs may be consfructed of
steel having a minimum tensile strength not less than 50,000
pounds per square inch and an elongation of at least 20 per
cent in 8 gare lensth of 8 inches; or of wrought iron having
& minimum tensile strensth of 45,000 pounds per square inch
and a minimum elongation of 12 par cent in 8 inches; or of
other approved metals. Where steel is used and the mini-
mum thickness of the metal is less than no. 16 B. W. G., the
elongation shall not be less than 15 per cent in a gage lenzth
of 8 inches.

(c) Bullders of lfeboats and liferafts shall affix a plate
or other device to each lifeboat, havinz thereon the builder’s
name, number of boat, date of construction of boat, cubical
contents of boat, and number of persons said boat will carry,
as determined by the rules of the Board of Supsrvising
Inspectors.

C-1-2. Inspection.

TB/ALL. Supervising Inspectors of districts where lifeboats
are built shall detafl an assistant or Iocal inspector to any
place where lfeboats, liferafts, or buoyant apparatus, are
being built, whose duty it shall be to carefully inspsct and
examine the construction of such lifeboats, and he shall saf-
isfy himself that such lifeboats, liferafts, or buoyanf appa-
ratus are constructed in accordance with the drawinss, or
blue prints, and specifications furnished by the builders.
Then the assistant or local inspector approves the construc-
tion of the boat or raft or egquipment, he shall stamp his
initials, together with the letters “U. S. 1., on a blank space
on the plate required to be afiizzed to the boat, by the builder.
The initials of the assistant or local inspector shall be satis-
factory evidencs to all parties interested that the boat has
been constructed in accordance with the drawings, or blue
prints, and specifications on file.

C-1-3. Approval.

TB/ALL. Any type of lifehoat or liferaft approved by the
Board of Supervising Inspectors shall be considered as equiva-
lent to the standard boat or rait.

C-1-4. Lifeboat Davits.

TB/ALYL. (a) On and after May 1, 1920, the complete in-
stallation of all mechanical boat davits shall be tested and
demonstrated for strength and efficiency at the place of man-
ufacture in the presence of an inspector of the Bureau.

Scerion
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(b) The frame, gear, worms, arms,and all machmery |

connection with the operation of the déVice ,shall“Be set up

in the shop in the same manner as- When installed for use |,
on board the ship and shall be tested -in the following

manner: A weight equal to the wexght of the boat with its
equipment and complement of persons. that thé davit is
intended to serve, the weight of the persons being con-
sidered as 140 pounds each, shall bé' suspended from the
eye or end of each dayit darm, and while the ‘weight is in
suspension the davit arm shall be operated from the inboard
position to the full outboard position with the same operat-
ing crank or device that is used in actual practicé on board
the ship. Under this test the davit arm shall ‘show no
permanent set or deflection, and the. frame, gear, and
operating mechanism shall’show-no distress or- distortion.
While this test is being corductéd, the:frame, gear, and
operating mechanism, if of ‘cast ma.tenal shall ‘be sub-
jected to a test by being well hammered;.to satisfy the
inspector that the castings are sound and -withouf flaw.

(c) When the assembled installation meets the foregoing
requirements and the inspector is satisfied-that the device is
sufficient in strength and -operation, he shall stamp the
davit arm and the frame.to which it is attached, which
shall bear identical numbers of the manufacturer, ,w1th the

letters #U. 8. 1.7, the imtlals of h15 name, and a sena,lz

number.’ ’

'(H) ‘When steél castings'are’ employed for ffames or davit
arms the castings shall be thoroughly annealéd and the
tehsile strength of the castlngs shall be hot less than 58,000
pounds nor more than 78,000 pounds per square inch, with an
elbngation of not less than’ 20 ‘per cent in a length" of 215
inches measuréd on the test piece used in determinmg the
tensile stress, ‘The test piece shall have a, sectmn 3% inches
in' the center’ turned down to’ one-half mch jameter. Ah
inspector of this-Setvice shall {vitneSs “tHi§ ' test. Sample
pleces shall-be'a part.of the annealed casting and shall rep-
resent thé casting after it has been thoroughly annealed, and
if the casting has afterwards been heated for any purpose it
shall be agam annea‘led The ‘manufacturer shall 'furnish
the inspector, whenl required, an affidavit 'setting ,forth the
fact that the required tests respectmg anneahng have been
fully complied with.. The davit arm;if of cast matena.l shall

be raised to an agle of 45°, the lower end ,restmg' upon the

ground, and dropped on a hard unyielding' base' and then
slung up and 'subjected to a test by being well hammered
with a sledge hammer not less than 7 pounds in weight, to
satisfy the inspector that the casting is sound and without
flaw. An inspector shall be present at the foundry where
such castings are made, and when the foregoing specifica-
tions and tests referred to in this paragraph have been com-
plied with to his satisfaction, he shall stamp the davit arm
and the davit frame with the letters “U. 8. 1.”, the initials
of his name, and the letters “F. T.” indicating that the foun-
dry tests have been complied with.

(e) ,No davit arm or frame comprising mechamcal davits
shall be placed on board any vessel until all these require~
ments have been fully complied with. Whenever mechanical
davits or parts of davits, such as davit arms or frames, are
installed on vessels to take the place of davits, davit arms, or
frames which have become damaged or broken, such davits or
parts shall have in addition to the manufacturer’s name plate
a substantial bronze plate showing that the respective parts
are for replacement, this additional plate to indicate the
name of the manufacturer, serial number of the davit, and
the date. Such replacements and repairs to-davits shall be
tested in accordance with the provisions of this section, and
when the inspector is satisfied that the device is sufficient
in strength and operation, he shall stamp the letters “U. 8. 1.”
and the initials of his name on the plate.

(f) After October 31, 1926, all cast-steel mechanical davits
carried in stock, which have not been tested as above
described, shall be subjected to the drop, hammer, suspension,
and turning-out tests, and stamped by an inspector, all as
above described, before such davits are accepted as. lawful
equipment. - .
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e ' SECTION 'C—-2—UONSTRUCTION OF METALLIC um:noms
i C-2-1. Spectﬁcatzons

TB/ALL. The following specifications and schedule of life-
boat: material shall be complied with unless other arrange-
ments in (matters of constructional ' details, design, and
strength equivalent in safety and efficiency are approved by
the supervisxng inspector of the district in which the lifeboat
isbuilt. . . ..

C-2-2, Keel, Stem, and Sternpost.

. TB/ALL. The dimensions of bar keels, stems, and stern-.
posts shall be as given in table. The keel, stem, and sternpost
shall be in .one length except in the case of a. boat of stern-
frame constructxon where the stem and keel shall be in one.
length,,scarphed and riveted to the stern frame, ‘The scarph
connecting the keel to the stern frame shall have a length of,
nine times the thickness of the keel, or butt welded with
suitable reinforcing straps on both sides.

Cc-2-3. _Shell Plating.

TB/ALL., () The gage of shell plating shall be as glven
in table and shall have a tensile strength of not less thin
50,000 pounds per square inch and an elongation of at least
20 per cent in a gage length of 8 inches, or of wrought iron
having a -minimum tensile strength of 45,000 pounds per
square inch and & minimum elongation of 12 per cent in 8
inches; or of other approved metals. When the minimum
thickness of the steel is less than no. 16 B. W, G. the elonga~
tion shall be not less than 15 per cent in a gage length of 8
inches.

(b) The bottom shell plating shall be increased to gages as
shown in table for not less than 25 per cent of the breadth
-each side of the keel.

(¢) Doubling plates of sultable size shall be ﬂtted on all
steel boats at points where the shell is liahle to corrosion
from contact with the boat’s chocks, or alternatively steel
liners may be fitted to the latter.

(d) All seam and butt laps shall 1ap at' least 1Y4 inches,

(e) The laps of joints on keel, stem, and sternpost shall
be not less than that specified in table.

C-2-4. Riveling.

‘TB/ALL. The several plates composing the shell may be
joined together either by riveting or welding. Whete rivet-
ing is employed, it shall be by double riveting. The center
of the row of rivets nearest the edge of g sheet shall be
about three-eighths of an inch from the edge. The rivets
shall be staggered with not less than 18 rivets to the foot
and sucH rivets  shall have counter-sunk heads., The diam-
eter of the rivets shall be not less than no. 10 B. W. G. The
riveting of the shell plating to the keels, stems, and stern-
posts shall be with button-head rivets of the following diam-
eters, said- riveting to be staggered with not less than 12
rivets to the foot:

Inch
Boats 24 feet or under. Yo
Over 24 feet, under 27. ’A.
Over 27 feet, under 32 e

C-2-5. Welding.

TB/ALL. () Where welding is employed in lifeboat or
life raft construction it shall be'in accordance with the fol~
lowing specifications for fusion welding of sheet metal:

(b) Scope—These specifications apply only to the appli-
cation of fusion welding to lifeboats, life rafts, air tanks,
and similar vessels subject to pressurés not to exceed 15
pounds per square inch.

(¢) Materials—-1. Base metal: The materials shall be
steel or wrought iron plates (galvanized) having a thickness
of not less than no. 18 B. W. G. nor more than three-six-
teenths inch. 2. Filler metal: High-test electrode shall be
used to insure a weld which will have an efficiency equal to
the strength of the base metal without reenforcement,

(d) Process—Any process of welding which has been
approved by the Board of Supervising Inspectors may be
used in the fabrication of lifeboats and life rafts.
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(e) Design of Joints—The following joints are accept-
-gble: -Butt joints, flanged- joints, or lapped joints, fillet-
welded as both edges.

C-2-6. Application of Welding.

TB/ALIL. The-plates shall be properly formed and secured
by jigs, clamps, or other suitable devices to prevent sagging
or warping. The welder shall use due caution to avoid

_heating the plate to such an extent as to cause it to become

distorted or warped. Care shall be taken to insure that the
weld has complete fusion, proper penetration to the full
thickness, and is reasonably free from porosity. Provision
should be made to provide for reasonable expansion and
contraction while the welding is being applied. The weld
shall be machined to a reasonable degree of smoothness and
galvanized by spraying with zinc to protect against the
weather.

C-2-1. Supervision.

TB/ALL. Manufacturers who desire to construct lifeboats
or life rafts by means of any process of fusion welding shall
submit plans and specifications to the supervising inspector,
showing in detail the design and methods of construction
which they propose to employ. The plans or specifications
shall contain the following data:

Tensile strength of the base metal.

Elongation of base metal in a gage length of 4 inches.

Trade name of electrode used.

Elongation of filler metal in a gage length of 2 inches.

C-2-8. Inspection and Tests.

TB/ALIL. (a) Inspectors shall have access to lifeboats, lif2
_rafts, tanks, etc., under construction in order to ascertain
whether the material and technique is such as to insure
dependable workmanship.

(b) Two tension and two bend test specimens shall be
taken from each life-boat, or life-raft cylinder, constructed
by means of fusion welding.

(c) ‘The tension test specimens shall be made with a re-
duced section having a gage length of 4 inches. The edges
of the bend test specimens may be parallel. Both tension
and bend test specimens shall be made with the weld in the
center. The reinforcement shall be ground off, and the ten-
sion test specimen shall show under test a tensile strength
atb Ieast equal to that of the base metal. The bend test shall
be made in a vise in such manner that the fibers of the
weld will be stretched and must withstand being bent to a
radius of not less than twice its thickness without showing
cracks or flaws.

(d) The inspector making the tests shall satisfy himself
that the workmanship is such that the boat or raft so con-
structed is at least equal in strength and dependability to
.an approved metallic lifeboat or raft of riveted construction.

C-2-9. Floors.

TB/AILI. (a) Floors shall be fitted in lifeboats 26 feet in
length and over, of such dimensions as indicated in table.
(b) The floors shall be flanged 1% inches top and bottom
and fastened to the skin by a single row of rivets y%; inch in
- diameter and pitched three inches on centers.
(¢) Limber holes shall be cut in the floors and so located
as to provide efficient draining,

C-2-10. Gunwales.

TB/ALL. (a) The dimensions of angular steel gunwales
shall be as given in table.
*  (b) The gunwales on each side of the lifeboat shall be in
-not more than two pieces. If the gunwales are fitted in two
lengths, the butts shall be kept beyond the midship half
length of the boat and at opposite ends on each side. The
joint may be riveted or welded, and the backing-up plece
shall be angular in section of the thickness of the gunwale,
and the length shall be not less than eight times the depth
of the gunwale. It shall be secured to the sheer strake by
riveting or welding.
. (¢) The gunwales may be of clear grain oak or teak. When
made in two lengths the gunwales shall be scarphed with a
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good long bevel scarph stiffened on the under side by & piece
of the came material at least 2 feet long, 114 inches thick, and
of the same width as the gunwale.

(d) The size of gunwales shall be of not less than the
following dimensions:

Depth of WV7idikh of
Gunuwale, Guniuale,

Length of Boat: Inches  Inches
12 fcot and not over 18 feet———————_ 173 215
Over 18 and not over 20 feet_________ 175 21
Over 20 and not over 22 feetomnaecaa . 2 235
Over 22 and not over 22 feetaamaaaaoo- 214 215
Over 24 and not over 26 feetac v anaaaan 235 252
Ovar 26 fect 252 235

C-2-11. Nosings.

TB/ALL. The outside of the gunwale angle shall have a
nosing fitted to the gunwale of hollow half round 2 inches
by 14 inch, or the nosinz may be of clear grain oak or
teak; the flat side of the nozinw on boats not over 20 feet
long shall b2 not lezs than 115 inches wide and five-eighths
inch thick; on boats over 20 feet and not over 24 feef it
shall be nob less than 175 inches wide and 1 inch thick; on
all boats over 24 fect it shall be not less than 214 inches
wide and 1 inch thick,

C-2-12. Gunuale Braces.

TB/ALIL., (3) The pgunwales shall be secured to the
thwarts by steel braces and teed on the thwarts as follows:

Sizeof Teedon
Brace, Thuwarts,
Longth of Boat: Inches Inches
"“ feot and undor. %6 by 114 4
Over 22 feat 3% by 14 5

(b) The gunwale braces shall be holted to thwarts and
riveted, or welded to gunvwales.,

C-2-13. Breast Plates.

TB/ALL. Breast plates shall be fitted to the sfem and
sternpost, the thickness of the breast plates fo be not less
than the thickness of the leg of the gunwale. The depth of
the throat of the plate shall be not less than twice the depth
of the gunwale.

C-2-14. Thwarts.

TB/ALL. (a) The dimensions of the thwaris shall be as
given in table except that the mast thwarts shall be 2 inches
wider and the hole properly reenforced.

The number of thwarts shall be not less than the follow-
ing:

Length of Boat:
Under 18 feet.
18 feet and under 24
24 feet and under 28
28 fcet and under 32

(b) The thwart ends shall be fitted between flanges and
secured thereto by bolts in addition to the bolts throucgh the
gunwale braces. The U flanges shall extend inboard to fake
the brrt?ce bolt, which shall be 1 inch in width less than fhe
thwa

(¢c) Stretchers or lower cross seats of sufficient size and
strength shall be fitted in suitable positions for the efficient
rowing of all boats.

(d) In boats over 20 feet in length where lower cross or
side seats are required to be fitted, they shall be well secured
and supported. They shall not be placed more than 12
inches gbove the fleors.

(e) Stanchions—Stanchions shall be fitted in all life-
bo,ats where the unsupported length of the thwarts exceeds
4, feet,

(f) Footings—Footings shall cover the botfom of the
boat between the side tanks, spaced not more than 2 inches
apart. The width of the footings shall be not less than 7%
inches except the center footing, which shall not be less
than 9% inches.

(g) The footings shall he made readily portable, and so
arranged that the plugs are at all times directly accessible
without removing any fitting.

No.of Thicarts

]t ip




986

FEDERAL REGISTER;

Thursday, August 6, 1936

TB/ALL oo . . C+2-15. Metallic Lifeboat Scaniling,
Shell plate Floors E ’é’» §
' Bar - o 21

Lkeel, - - o1 | Nosin; gl g

Length of boat | stem, | Angle bar gun- gl g L ho.ilov;g Firor yollow | ¥ lﬁ or y:mow a § -gg ok

not over— and wales g . =S | % |pinothwarts| PRoSians | ag q 3

steng- Side plating | Bottom plating |52 Thickness 8% | round o=l % ;]

pos S g8 So |5
a2 28 g |5 |&

Inches Inches . In Inches| Inches Inches TIriches Ineh | Ineh | In¢h
12 feet 0 inches....... zyz”by 2by 1% by Y...| No. 18 B. W.G.| No. 18 B. W. G 2by 14| 1Mo by TM..f WMo by 434, 26| 28] %6
14 fest 0 inches..._. 2%”l;y 2by 135 by ¥._|..._. do do 2by .| Ao by 4. Moy 436, 24l %] 96
16 feet 0 Inches....... 2;5}&13,; 2by 1% by Y A0 oo do._ ' 2byl.| WMe by 71..| 14pby 43, 3¢ wl a6
18 feot 0 fnches...... z;g ;‘,y 2by2by Yoo ;LI do-- 2by ¥i.| 1o by 434 1Mo byats..| 76| | . 3
20 feot 0 {nches....._| 2}§,by 2by 2by Yoo No.186B.W.G..] No.16B. W.G 2by 4| 15e by 7%..] o by sl 2]  u| 58
22 fect 0 fnches...._. %:Gy 2by 2by Y do do 2by 4| Bia by 7] e by as..| 6l %] 8
24 feot 0 inches...| 3 ;ﬁy 215 by 2bY Moo |ceeedOn oo} do. 2by .| 16 by 9...._| Mo byata..| %l 74|
26 feot 0 inches..... 3 ;sy 2)4by 2by ... No.14B.W.G__| No.13B. W.G..| 6| No.14B.W.G_.| 35{2by34| 1sbyo..... Mebybl..| 3 wl 3
28 feet 0 fnches.._... 3;341;3; 215 by 236 by 2. |-ee-- do. do (i) - S " 36 [2by ¥-| 14 by 9..... WMo by B¥..) 26| 78] 6
30 foot 0 inches. ... ayg};y 214 by 2% by ¥4 do. do-. 6 do 30 |2by 34.| 134 by 9...... Wby bkl 8wl 18
32 feet 0 fnches....| 4 g:l;y 214 by 214 by 1 do do.. 610 30 {2by M. 3ibyo....| Mebysra| wl %l

4.

C-2-16. Hoisting Shackles.

TB/ALL. Hoisting or lifting shackles when installed in the
ends of lifebosts shall have the shackle pins go through the
stem ‘and sternpost. Sectional area around the shackle pin-
hole shall be at least equal to the area of the shackle speci-
fied for the lifeboat. In cases where the lifting shackles are
required to be installed inside of the lifeboat, such lifting
shackles shall be attached to bracket plates, riveted to stem
and sternpost or to rods with bracket plates riveted to keel.
The complete unit for each boat of the brackets, rods, and
connecting bolts shall be of stfficient; strength to support the
loaded lifeboat with a safety factor of 6.

(b) Hooks may be allowed in lieu of lifting shackles when |

constructed with a safety factor of ‘6, except when- dlsen-
gaging apparatus is required.

(c) Rings or links shall not be attached to hfeboats for
hoisting purposes. When attached to the lower tackle blocks
they shall be of such strerigth as fo resist the proof load test
without set, six times the maximum’working load.

(d) The safety factor of 6 referréd- to is on material
having a tensile strength of 58,000 to 65,000 pounds ' per
square inch.

C-2-117. Plug.

TB/ALL. Egch hfeboat shall be fitted mth an automatic
plug.
C-2-18. Galvanizing and-Plating.

TR/ALL. All steel or iron entermg into the constructlon of
lifeboats shall be galvanized by the hot process.

C-2-19. Air Tanks.

TB/ALL. (a) All lifeboats contracted for after September
30, 1912, shall have not more than 50 per cent of the air-tank
capacity in the ends of the boat and the remammg capacity
shall be located in the side tanks.

(b) After June 20, 1912, the air tanks of all lifeboats shall
be entirely independent of the hull or other construction and
shall be of suitable non-corrosive material and of a eapacity
of not less than 1.5 cubic feet for each person allowed in
metallic boats and not less than 1 cubc foot for each person
allowed in wooden boats: Provided, That in all metallic boats
constructed and inspected on and after March 1, 1931, there
shall be at least 1 cubic foot for each person . allowed in addi-
tion to sufiicient air-tank capacity to float the boat (including
its equipment), when 'filled with water. Such air tanks shall
be firmly and securely fastened in the hull, and in such man-
ner as will allow them to be temporarily removed, and in no
case shall the tanks be punctured or opened for such fasten-
ings. The tops of such tanks shall be thoroughly protected
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by a grating or platform or by the thwarts or teats. Such
air tanks of 6 cubic feet or less shall be constructed of material
of a thickness not less than No. 22 B. W. G.; from 6 cuble feet
to and including 15 cubic feef, of a thickness not less than No.
20 B. W..G.; and all air tanks of more than 15 cubic feet
capacity shall be of a thickness not less than No. 18 B. W. G

(c) All joints of air tanks shaill be properly double riveted
and tightly calked or securely hook jointed and efflciently
soldered or properly and securely welded, and such air tanks
shall be located in such o manner that will permit the life-
boat'to be on as near an even keel as possible when flooded
with water.

(d) The cubical contents of air space of afr tank shall be
stamped on the tank where same can be seen when air tank
is placed in’ boat.

(e) ‘All air tanks shall bg fitted with & connection of one-
half inch outside diameter, for testing purposes.

- (£)_Before  any lifeboat is passed and accepted, the alr
tanks thereof shall be tésted in the presence of an inspector
of this Service by an air pressure of not more than 1 paund
to the square inch

.

SECTION C~3—CONSTRUCTION OF WOODEN LIFEBOATS
C-3-1. Mafterials. ‘

. 'TB/ALL. The timber shall be of the best quality, well sea-
soned, free from sapwood, shakes, and objectionable knots.
The other materials shall be the best of their respective kinds.

C-3-2. Keels, Stems, Sternposts, Aprons, Deadwoods, Scarphs,
Stem Bands.

TB/ALL. (a) Keels, stems, sternposts, aprons, and dead-
woods shall be cak or elm with no short grain or shakes.
Parts having considerable curvature shall be oak or hack-
matack grown to form. The stem and sternpost are to be
rabbeted to take the plank ends and form an efficient stop
for the caulk. The depth of the rabbet shall not exceed the
thickness of the plank.

(b) Aprons shall be of sufficient size to insure a 3-inch
faying surface and receive the double fastenings of the
hooded ends.

(€) Deadwoods are to be of the same size as the keel
and are to scarph properly with the apron and keelson. 'The
timbers are to be checked into the deadwoods, and cavities
filled wth marine glue to form a watler course.

(d) Keel and hop piece shall be elm or oak, and the keol
shall be in one length,

(e) Scarphs connecting the stem and sternpost to the keel
may be either vertical or horizontal. The Vertical searphs
“shall be secured by five clinched nails, 'and the horizontal or
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flat scarphs shall be properly lipped and secured by at least
two. through fastenings. Ordinary tenons shall not be
accepted as equivalent to scarphs.

(f) Stem bands shall be galvanized wrought iron and ex-
tend from the breasthook over the stem head to keel plate
or 2 feet abaft the scarph.

C-3-3. Planking.

TB/ALIL. (a) The planking may be of the clincher, carvel,
or mulfiple-skin types, the carvel and double plank to be
recommended, especially the latter when for use on vessels in
tropical trades.

(b) In clincher-built boats the extreme breadth of the
plank is not to exceed 5% inches; except in the four strakes
next to the keel, which may be as follows: 2 at 7 inches, 1 at
6% inches, and 1 at 6 inches.

(¢) In boats 18 feet in length and under, these breadths
‘may require to be'reduced about an inch. ‘The landings shall
not be Iess than seven-eighth inch in breadth. The planks
should be in as long lengths as possible, with an efficient shift
of butts. There shall be at least two passing strakes between
buits in the same timber space.

C-3-4. Timbers.

TB/ALL. Timbers shall be elm or oak bent to shape and
fitted in one length from gunwale to gunwale, except in the
extreme ends of the boats. The spacing of timbers shall not
exceed 6 inches center to center.

C-3-5. Reelsons; Bilge Stringers, Risings, Guuwales, Etc.

TB/ALL. (3) Keelsons shall be in one length and overlap
the dead-woods so as to take all the fastenings of the lifting
‘plates. A substantial hardwood chock shall be well secured
to the keelson to form a mast step; the keelson shall not be
cut for this purpose.

(b) The bilge stringers and risings should be in as long
‘lengths as possible, properly scarphed at the butts, and either
through fastened at each timber or fastened at each timber
with a brass screv. -

" (¢) In boats 25 feet in length and over, the heads of the
timbers are to be carried up and connected through the sheer
strake and gunwale.

(d) In all boats, provision shall be made for double-banking
the oars.

‘C-3-6. Thwarts', Stanchions, Footings, Plugs, Etc.

TB/ALL. (a) The number of thwarts shall not be less than
given by the following:

- No. of
Lifeboats, Length in Feet: Thaarts
-18 and under- 4
Over 18 and not over 24 ]
Over 24 and not over 28 8
Over 28 and not over 30. 7

(b) the distance of the top of the thwarts below the top of
the gunwale shall be as follows: .

Lifeboats, Length in Feet: Inches
22 and under. 9
Over 22 and not above 28 10
Over 28 and not above 30. 11

(¢) The thwarts shall be scored over the timbers and
directly aitached to the risings by means of two screws at each
end.

(@ In all boats where the unsupported length of the
thwarts exceeds 5 feet, stanchions well connected to the
thwart and to the side of keelson shall be fitted.

(e) The side benches shall be continuous and fitted in
as long lengths as possible; they shall not be removable
but form part of the permanent structure of the boat.

(f) In boats over 20 feet in length where lower cross
or side seafs are required to be fitted, they are to be weil
secured and supported. They shall be placed as low as
practicable.

(g) Stretchers or lower cross seats of sufficient size and
strength are to be fitted in suitable positions for the efil-
_cient rowing of all boats.
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(h) All lower secats and bottom hoards are to be made
readily portable, and so arranged that the plugs are af all
times directly accessible without removing any fitting.

(1) The plug chains are to be securely attached fo the
boat by screws.

C-3-7. Thwart Knees.

TB/ALL, (a) The knees shall be of wrought or stamped
iron, galvanized, 134 inches thick at the thwart.

(b) In lifeboats over 24 feet in length, the knees shall
be double, but, in lieu thereof, iron knees of special design
may be adopted.

(¢) The Imees shall b2 connected to the side of the boat
and to the thwarts by at least 2 through fastenings in each
arm. Nut and screw bolfs are recommended for the pur-
pose. The bolts should be cupheaded and the nuis have
Iron plate washers on the under side of the thwarts. Any
additional fasteninns may be stout screws, but spike or wire
nails are not to bz allowed. A hardwood chock 2 inches
wide should be fitted between knee and side of boat to
receive kneces and fastenings of sheer strake.

(d) Where wood knees are preferred, they should be of oak.
ash, elm, or hactmatack grown to form. ‘The fasfenings may
be galavanized fron, but wire nails shall not be allowed.

C-3-8. Breasthools.

TB/ALL. (a) The sides of the boat at the ends shall ke
well bound together across the middle line, the breasthooks
belng of sufficlent number and size, having regard to the
dimensions and form of the boat. The arms are to exfend
along the sldes of the boat for at least two timber spaces, and
are to be through fastened by 2 bolts in each arm and 1
through the threat.

(b) The breasthools are to be galvanized iron, or oak or
hackmatack grown to form.

(¢) Rubbers, fllling pieces, bilges keels—Fore and aff
rubbers shall be fitted to all boats.

(d) Clincher-built boats are to have filling pieces for about
one-third of the boat’s length amidships, fitted to the project-
ing plank edges from the gunwale to the bilge.

(e) In oll hoats intended to accommoadate more than 60
persons, vertical fenders extending from the gunwale down fo
the bilge, are to be fitted to facilifate launching on the hich
side of o lsted ship. These fenders are to be sufficient in
number to prevent damage to the boats when being lowered.
If the fenders are of wood they are to have cope iron fitted to
the outslde edges.

(£) Particulars of any propezed arrangements, including
alternatives such as skates or rollers temporarily sscured to
the boat to prevent it from bzaing damaged, and to facilifate
launching, are to be submitted for the Board’s approval.

(g) When bilge keels are fitted, they shall be secured to
2 doubling plank well fastened o the bottom planking and
timbers by brass screws. Bilge-keel fastening shall not
penetrate the bottom planking. Suitable hand grips shall
be made in the bilee keels for use in event of capsizing.

C-3-9. Fastenings.

TB/ALL. (a) Fastenings of the keel, stem, and sternpost,
aprons, knees, lieelsons, or deadwgod shall be through fast-
enings wherever practicable, or long screws. There shall
not be less than six through fastenings in the deadwood ab
each end of the Loat.

(b) The hog shall be secured to the keel by galvanized
screws 8 inches to 7 inches aparf, and the keelson fo the
keel by through fastenings 24 to 27 inches apart. In boafs
over 23 feet in length, the hog may be in two pieces pmvzded
it iIs scarphed to the satisfaction of the inspector.

(¢) Box gunwales shall be through fastened at every
timber, and solid gunwales should be secured with at least
four through fastenings between each pair of thwart knees
and strengthened by check pieces In way of rowlocks. ANl
gunwales when not fitted in one length shall have either
lipped or table scarphs, and the scarphs of gunwales shall ba
kept if possible beyond midship half length of the boat.

(d) Plank fastenings shall be copper of sufficient length
and gage, and those in the plank edges, scarphs, and timbers
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properly clinched: One fastening is required bebtween the’

'timbers in each edge of each plank, subject to a maximum
spacing of 3% inches in clincher-built boats.

C-3-10. Air Tanks.

TB/ALL. (a) All lifeboats contracted for after September
30, 1912, shall have not more than 50 per cent of the air-
ta.nk capacity in the ends of the boat and the remaining
capacity shall be located in the side tanks.

(b) After June 20, 1912, the air tanks of all lifeboats shall
be entirely independent of the hull or other constructmn and
shall be of suitable noncorrosive material and of a capaclty of
not less than 1.5 cubic feet for each person allowed in metallic
boats and not less than 1 cubic foot for each person allowed in
wooden boats: Provided, That in all ‘metallic boats constructed
and inspected on and after March 1, 1931, there shall be at
least 1 cubic foot for each person allowed in addition to sufi-
cient air tank capacity to float the boat (includmg its equip-
ment), when filled with water. Such air tanks shall be firmly
and securely fastened in the hull, and in such manner as will
allow them to be temporarily removed, and in no case shall
the tanks be punctured or opened for such. fastenings. The
tops of such tanks shall be thoroughly protected by a grating
or platform or by the thwarts or seats. Such air tanks of 6
cubic feet or less shall be constructed of material of a thick-
ness not less than No. 22 B. W. G.;.from 6 cubic feet to and
including 15 cubic feef, of a thickness not less than No. 20
B. W. G.; and all air tanks of more than 15 cubic feet capacity
shall be of a thickness not less than No. 18 B. W. G.

(¢) All joints of air tanks shall be properly double riveted
and tightly calked or securely hook jointed and efficiently
soldered or properly and securely welded, and such. air fanks
shall be located in such a manner that will permit the lifeboat
to be on as near an even keel as-possible when flcoded with
water, . ) .

(d) The cubical contents of air space of air tank shall be
stamped on the tank where same can be seen when air tank is
-placed in boat.

(e) All air tanks shall: be fitted w1th a connect;xon of one-
"half inch outside dlameter, for testing purposes. : *

(f) Before ‘any 'lifeboat: is passed and accepted, the air
“tanks thereof shall be tested in the presence of an inspector
«of this Service by an air pressure of not' more than 1 pound

to the square inch.
J

SECTION C—4——CONSTRUCTION OF RAFTS

c-4-1 Cylinders. ; S

. 'I'B/ALL (a) Al metal life-raft cylmders of more than 15
feet in length or of more than 16 inches in diameter shall be
constructed of metal not less than No. 18 B, W. G. Nolife-
‘raft cylinders shall be of less thickness of metal than No.
20 B.W. G.

(b) The retaining bands Wl:uch secure the cylinders to the
frame shall be made.in halves, so that the cylinders may be
detached without difficulty and without disassembling the
body of the raft, for the purpose of inspection, cleaning, and
painting, as required by section 46, Wooden guards and gun-
wales shall be secured to the retaining ‘bands by angle-iron
clips or, by the jaws of the retaining bands. Iron rods.ex-
tending across the raft at top and bottom shall pass thiough
the gunwale and its securing clips or jaws at each end of the
raft. The ends of the rods shall be properly secured with a
serew nut inside and outside of the gunwale.

(¢) All such cylinders shall be divided by water-tight bulk-
Theads into not less than three compartments of equal lengths.
Cylinders’ over 9 feet in length shall be divided into equal
lengths by watertight bulkheads into not less than one com-
partment for every 3 feet of its length. One of such bulk-
heads shall be at the extreme end of each cylmder or as near
thereto as the flange of cone or bumped ends will permit.
Each compartment shall be provided with a suitable air-
pump connection of one-half inch outside diameter, fitted
 with airtight cap.

(d) Only countersunk-headed nvets shall be used in the
construction of metallic life rafts.
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(e) All seams and joints shall be propexrly double riveted.

(fr The above provisions of. this section shall take effect
only as to life rafts constructed after December 31, 1908.

(g) The circumferential as' well as the longitudinal seams

| of life-raft cylinders shall be riveted and tightly csalked,

or securely hock jointed and efficiently soldered, or properly
and securely welded on rafts constructed after June 30,
1905. Such longitudinal seams shall be secured by not less
than 12 rivets to each foot, circumferential seams by not
less than 10 rivets to each foof, and bulkheads by not less
than 8 rivets to each foot. Bulkhead flanges may be single
riveted. The diameter of shank of rivets shall be not less
than No. 10 B. W. G.

C—4-2. Framework.

TB/ALL. The framework connecting the cylinders of
metallic liferafts shall be substantially built and capable
of resisting the sirain which tends to break the cylinders
apart when the raft is broadside on in surf or seaway.

C-4-3. Test..

TB/ALL. Before any life raff is passed and accepted the
air tanks thereof shall be tested in the presence of an in-
spector of this service by an air pressure of nat more then
1 pound to the square inch.

C—4—4. Approval.

TB/ALL. (a) No type of raft may be approved unless it
satisfies the following conditions:

(b) FirsT. It should be reversible and fitted with bulwarks
of wood, canvas, or other suitable material onn both sides.
These bulwarks may be collapsible, and shall be nat less
than 4 inches high.

(¢) Secowp. It should be of such size, strength, and
weight that it can be handled without mechanical appli-
ances, and, if necessary, be thrown from the vessel’s deck.

(d) TaIrp. It should have not less than 3 cubic feet of afr
cases or equivalent buoyancy for each person whom it can
accommodate.

"(e) FourtH. It should have a deck area of not less than 4
square feet for each person whom it can accommodate, and
the platform should be not less than 6 inches above the water
level when the raft is loaded.”

(f) Frrra. The air tanks or equivalent Buoyancy shotild be
placed as near as possible to the sides of the raft.

SECTION C—5—CARRYING CAPACITY OF LIFEBOATS AND LIFERAFTS

C-5-1. Capacity of Open Boats.

TB/ALL. (a) Firsr. The cubic capacity of an open boat
shall be determined by Stirling’s (Simpson’s) rule or by any
other method, approved by the Board of Supervising Inspec-
tors, giving the same degree of accuracy. The capacity of a
square-sterned boat shall be calculated as if the boat had a
pointed stern.

(b) Seconp. For example, the capacity in cubic feet of n
boat, calculated by the aid of Stirling’s rule, may be con-
sidered as given by the following formula.:

Capacity= iliz' (4A-4-2B4-4CH

“L” being the length of the boat in feet from the inside of
the planking or plating at the stem to the corresponding point
at the sternpost; in the case of a bodat with a square stern,
the length is measured to the inside of the transom. A, B, C,
denote, respectively, the areas of the cross sections at the
quarter length forward, amidships, and the quarter léength
aft, which correspond to the three points obtained by divid-
ing L into four equal parts. (The areas corresponding to
the two ends of the boat are considered negligible.)

(c) The areas A, B, C, shall be deeméd to be glven in square
feet by the successive application of the following formula to
each of the three cross sections:

Area= P— (a-+4b+42c-+4-4d-}-e)

h being the depth measured in feet inside the planking or
plating from the keel to the level of the gunwale, or, in cer-
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tain cases, to & lower level, as determined hereafter. a, b,
¢, d, e, denote the horizontal breadths of the boat measured
in feet at the upper and lower points of the depth and at the
three points obtained by dividing h into four equal parts (a
and e being the breadths at the extreme points, and ¢ at the
middle point, of h). -

(@) T=mp. If the sheer of the gunwale, measured at the
two points situated at a quarter of thelength of the boat from
the ends;-exceeds 1- percent of the length of the hoat, the
depth employed in calculating the area of the cross sections
A or C shall be deemed to be the depth amidships plus 1
percent of the length of the boat.

(e). FourTH. If the depth of the boat amidships exceeds 45
percent of the breadth, the depth employed in calculating the
area of the midship cross section B shall be deemed to he
equal to 25 percent of the breadth; and the depth employed in
caleulating the areas of the quarter-length sections A and C
is obtained by increasing this last figure by an amount equal
to 1 percent of the length of the boat, provided that in no
case shall the depths employed in the calculation exceed the
actual-depths-at these points.

‘(f) Frere. If the depth of the boat is greater than 4 feet,
the number of persons given by the application of this rule
shall Be reduced in proportion -to the ratio of 4 feet to the
actual depth, until the boat has been satisfactorily tested
afioat with that number of persons on board, all wearing
life Jackets.” -

(&) SrxTE. The following rule may be used, provided it
does not give a greater capacity than that obtained by the
sbove method: measure the length and breadth outside of
the planking or plating and the depth inside at the place of
minimum depth. The depth used in calculating shall not
in- any case exceed 45 percent of the breadth. The produch
of these dimensions multiplied by 0.6 resulting in the nearest
whole number shall be deemed the capacity in cuble feet.

- TB/OCLB. (h) To determine the number of persons a boat
may carry, divide the result by 10 for all vessels navigating
Wa.ters other than rivers. -

Example

:(1) The carrymg capacity of a boat 22 feet in length, 6 feet
in.breadth, and 21 “feet in-depth, shall be determined as
follows: . - -
22X6X21/2 X0.6__198

10 10

TB/R. (i) To.determine the number of persons & boat is to

carry for vessels nawgatmg rivers divide the result by 8.

=19 persons

Example

.. 5917
E 2_2X6X32 12¢0.6 ,138 =25 persons

TB/ALL. (k) If after a practical demonstration it is found
that -there is a greater seating capacity than is allowed by
the above, ‘the number of square feet may be reduced, but
never less than-3 square feet for each person.

“TB/R. (D) 1ifeboats with the ends at least nine-tenths of
the width of the boat ai its widest part and sides and ends
of even height, to be used on steamers navigating rivers only,
shall be measured in- accordance with the following rule:
Measure the length. and breadth outside of the plates and the
depth inside at the center.. The product of these dimensions
multiplied by 0.9 resulting in the nearest whole number shall
be deemed the capacity in cubic feet.

TB/ALL. (m) The cubical capacity of a lifeboat propelled
by hand-operated propeller shall be obtained by deducting
from the gross capaclty 2 volume equal to that occupied by
such device.

(n) In all cases the vessel owner has the right to require
that_the cubic capacity of ‘the boat shall be determined by
exact measurements.

(0). Every lifeboat shall have sufficient room, freeboard, and
stability to safely carry the number of persons allowed to be
carried by the above rule, which fact shall be determined by
actual test in the water at the time of the first inspection of
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the lifeboat, except that where a vessel is carrying lifeboats
of different types or capacities, at least one lifeboat of each
type or capacity shall be so tested.

C-5-2. Capacity of Life Rafts.

TB/ALL. (a) The capaclty of all life rafts shall be defer-
mined as follows:

(b) For every person carried there shall b2 not less than
3 cublc feet of air "p:zce or equivalent buoyancy and a deck
ared of not less than 2% square feef.

(c) Rafts shall never be allowed a greafer number of per-
sons than for whom there is proper seating.capacity without
interfering with the use of the oars.

C-5-3. Capacily of Buoyant Apparatus.

TB/ALL, The capacity of all buoyant apparafus will be
determined by the number of persons for which the Bureau of
Steamboeat Inspection has approved the particular types and
size of the sald appllance

SECTIOIN C-6—CORK LIFE PRESERVERS

C-6-1. General.

TB/ALL. (o) Every life preserver adjustable to the body oi
an adult person, manufactured after February 10, 1923, shall
be of the reversible type, made of suitable material approved
by the Board of Supervising Inspectors, with straps properly
attached on each side of the body of the life pressrver (thus
makine it reversible), with recesses under the arms, thereby
allowing the front and back sections to fit around the upper
part of the wearer, and held in place by the straps, and the
upper part of the life preserver shall be made vestlike cut so as
to fit snugly over the shoulders, the whole so constricted as
to place the main buoyant body of the device underneath the
shoulders and around the hody in a manner that it will sup-
port the person wearing it in an upright or a slightly back~
ward position.

(b) Al such life preservers shall not be less than 52 Inches
in length when measured laid fiat, and every life preserver.
shall be capable of sustaining for a continuous period of at
least 24 hours an attached weight so arranged that whether
the said welght be submerged or not there shall be a direct
ggwnv'a;g gravitation pull upon said nfe preserver of ab least

pounds.

C-6-2. Covering.

TB/ALL, All life preservers shall he covered with wm-.
bleached, uncolored, or chrome yellow (vat dye). cotton drilt
or twill without filling or sizing, welzhing not.less than 7.2
ocunces to the square yard, except that vivatex or its equiva-
lent may be used where it is of 2 welght not less than 102
ounces for each square yard. The covering shzll be in not
more than 2 pieces, 1 plece forming elther side. The lower
longitudinal edse of the covering seam shall be turned to 2
roll and closely rope stitched.

C-6-3. Straps.

TB/ALL. The straps or other approved means of securing
the life preserver cbout the body of the wearer shall he of
double-woven cotton tape of 1145 inches width with two selvage
or cord edges, of 175 pounds tensile strength, extending along
both sides of the life prezerver and secured thereto in a per-
manent manner, so as to make such life preserver reversible,
the ends of the straps extending 12 inches beyond the ends of
the jacket: Provided, That when it becomes necessary to re-
place belt straps on life preservers of the single-belt type,
it <hall be done in the foregoinz manner, so as to make such
repaired life preservers reversible,

C-0—4. Thread.

TB/ALL. All thread used in the construcﬁon of life pre—
servers shall be of a size and strength nof less than Bar-
bour’s linen, three-cord, No. 25, machine thread, and any
thread other than linen shall be appraved by the Board
of Supervisine Inspecfors before being permiffed to be
used. All seams and other machine sewing on life pre-
servers shall be with a shorf lock stifch, not less than
eight stitches to the inch.
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C-6-5. Cork. ' : B

- TB/ALL. (a)' Cork block hfe ‘préservers shall contam an
aggregate weight of 5% pounds of good 'cork'in the body
thereof, and where the blocks are made up of separate
pleces said pieces shall be fastened W1th non-corrosrve
materials.

(b) Blocks of compressed cork when used in life pre-
servers shall weigh in the' aggregate hot less than 5% potinds
in the body thereof, and shall be so, constructed that said
blocks will sustam, without drsmtegratmn or substantidl
expansion, a' submersion test’ sa;txsfactorjr to the mspector
examining ‘the same, and that at’ the expn'atron of such
test shall have the buoyancy above-required.

(c) The edges, corners, andoutside surface of block ma-
teria.l used in the constructron of life.  preservers shall .pre-
sent & smooth surface “to guard agamst undue destructron
of’ the ‘covering material and’ present surtable smooth sur-
face for'legible stehciling and’ stampmg by the mspectors
making the inspection.

C-6-6. Cork Substitute.

TB/ALL. Blocks of balsa wood or sheaves® of tule when
used in life preservers.shall fulfill- the. same requirements
as for life preservers constructed -of;.solid or -compressed
cork as-to construction, material in cover, straps, and thread
and be subjected to- similar - tests for buoya.ncyf

G617, Collar, © " 1L L 0l - ,

’I‘B/ALL When a kapok collar is’ prov1ded it shall be “filled
with prime Java kapok, efﬁcrently tufted, sﬁch collar® ﬁlhng
to “weigh ‘at least’ 10 ounces, Yangd ev‘ery such kapok collar
should be capable’ ‘of’ sustammg forz contmuous penod ‘of,
at’ least 48 holws an ‘attached” Weight so arranged that

whether the welght shall be submerged or not there shall e |.

g direct dbwﬁtvard‘grahtatlon pull of at Teast eleven times
the weight of the' completed ‘collar or colldr sample under-,
going the test, Such kapok supporting collars and all other
supporting collars’ shall ‘be subJected to buobancy test sepa-
rate and mdependent to that of the “fest reqmred 'for the

body 'of the hfe preserver. "?" , -
C-~6-8. Approval vy L hoons N8

TB/ALL. i(a) Every new typer of: life ‘preservei” submitted

to the Board of Supervising Inspectors for approval shdll be-

accompanied by specifications, blue prints, or, drawings, in
triphcate, and no such type of life preserver shalL, be .ap-
roved '‘without ‘an “detual satisfactory service’ test being
witnessed by, the Board of Supemsmg Inspectors .
(h) Aftet’ September ‘2, 1921; 'ng" hfe“‘preserver shall be

passed ‘at the factory mspectlon wiuch ;does’ not fulfill the

forégoing reguiréments, “but 'life pr
already passed at factory mspectlon riay Be used” on boazd
essels provided they are constructed'm accordance with'
the laws and reguIations in“forge’ up to 'the date of Sep-
tember 2, 1921, and are in good and‘serviceable ‘condition!
Provided, That life preservers that have deteriorated to the
extent of requiring new covers may be -used. upon vessels
under the jurisdiction of thls service when. -reconstructed
in a manner to conform. in every partncular With the fore-
going reqmrements C T o,

C-6-9. Marking. ' = '
TB/ALL. All life" preservers shall be, marked w1th the name
and address of the manufacturer 'ﬁ'_;, Lo ,

C-6-10. Inspection. o -

- TB/ALL. The supervising inspector .of the district shall
detail o local or assistant inspector to any place where ap-
proved life preservers are manufactured, whose. duty it shall
be to test and examine all life preservers manufactured at
that place and satisfy himself that such life preservers are
in accordance with the requrrements of the Board of Super-
vising Inspectors. ‘When found to be in accordance with the
requirements, the inspector shall stamip them: Wlth a stamp
bearing the initials of his name and the date of examination
and certifying -that they have been examined and passed.
When life preservers are so stamped, it shall be prima facie
evidence that they comply with the requirements of law

Thursday, August 6, 1936

and regulations as to their. original constrtiction, and they
may. thereafter be accepted by inspectors, in their discretion,
as being in accordance with law and the Rules and Regula-
tions ‘of the Board of Supervising Inspectors.

SECTION C—7—-KAPOK LIFE PRESERVERS

C-7-1. Approval.

TB/ALL. {a) Every type kapok life preserver used on any
vessel subject to-inspection by this service shall first be ap-
proved by the Board of Supervising Tnspectots. The life
preservers receiving such approval shall conform in every
respect to the sample submitted to the board. K

(b) Kapok life preservers to receive the approval of the
board shall be simple in design and of a character to sup«
port the wearer in‘an upright or slightly backward position.
The life preserver shall be filled with not less than 1%
pounds -of prime Java Kapok and shall be suitably and effi-
crent]y tufted. It shall be tested for bouysncy as followd‘

C-1-2. Test. o

TB/ALL (a) Fmrst. At least 1 er preserver from each
lot of 250 shall be selected indiscriminately by an,inspector
of this service for buoyancy test. .

(b) SEconp.-The life preserver shall be submerged i a
tank of fresh. water for a- period of 48 hours., .

(¢) Tmp. The life preserver shall then support in fresh
water a submerged weight of 20 pounds for a perlod of 24
hours. Whenever life preservers contain more than 1%
pounds of kapok in thé body thereof the huoyant test shall
be made in the xatio of 20 pounds to each ll/g polmds of
kapok ‘ )

C-7-3. CoZZar. ' !

TB/ALL When a kapok col]ar is provided. it shall be
filled with primé Java kapok, efficlently tufted, suoh collar
filling to weigh at'-ledst 10 ounces, anid evéry such kapok
collar shall ke capable'of sustdaining for a’ cofitinuous perlod
or at ledst 48 hours an 'atfached weight so arranged that
whether the weight shall be submerged or not; there shall be
a direct downward gravitation pull of at least 11 times the
weight of the completed collar or collar sample undergoing
the test.. "Such kapok suppérting collars and all other sup-
porting collars shall be'subjected to o buoyancy test sepaxate
and independent to that of the test required for the body of
the life preserver.

‘C-T-4, Marking. ‘

TB/ALL. All -approved kapok life preservers shall be
marked -with the name and address of the manufacturer.
Each life preserver shall be marked on the front compart-
ment “Adults” if for the use of adults; and “Children”, if for
the use of children; and if of a character suitable for the
use of both adults and" chlldren, it shall be so marked.

C-1-5. Inspeétion " AR

TB/ALL For each lot of 250 lifé preservers thé manufae~
turér shall submit to the local inspectors of the distrlet in
which manufactured an 'afiddvit setting forth the matetrial
Wlth which the life preservers are ﬁlled and that .the life
preservers meet in every-respect the requirements of tHe
General ‘Rules and Regulations of the Board of Supervising
Inspectors. Every 'life preserver meeting the above require-
ments shall be inspected by an inspector of this' Service and
stamped with his iintrals and the date of mspection.

SECTION C—8—I.IFE BUOYS

[

N

C-8-1. Buoyancy

TB/ALL. Life buoys shall be capable of sustaining in
fresh water for a continuous period of 24 hours an attached
weight sp arranged that whether said weight be submerged
or not there shall be 3 direct downward gravitation pull
upon the buoy of not less than 32 pounds. 'The required
buoyancy may be supplied by solid cork or any other equiva-
lent material, but no_ life’buoy shall be approved which is
filled with rushes, cork shavings, or granulated coik, or any
other loose granulated material, or whose buoyancy depends

upon air compartments which require to be Inflated.
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C-8-2. Standard Ring Life Buoys.

TB/ALL. Ring buoys of the standard type shall conform
to the following sketch -and shall be of not less than 30
inches’ outside diameter and-not less than 17 inches inside
diameter, but any form of construction which will meet the
general purposes of this specification may be used after
having: been approved by the Board of Supervising
Inspectors.

TB/ATE -~

3 ) SHoRT DIA.

Cov.E/z PARTLY REMOVED =
70 SHOW BREAK IN JOINTS

STANDARD RING LIFE BUOY

C-8-3. Buoyant Materzal.

TB/ALIL., The buoyant material shall be of sheet cork
weighing not more-than 12 pounds per cubic foot. ‘The cork
shall be in two layers or thicknesses. ‘The cork sheets shall
be fattened and smoothed so that the back or outside hard

. crust is removed sufficiently to give & smooth surface for
gluing. One layer shall be built of segments not to exceed
four in number. The other layer may be built of segments
not to exceed eight-in number. ‘The ends of all segments
shall be fitted neatly and glued securely one to the other.
The two layers shall be neatly joined and properly and
securely dowel-pinned and glued firmly together with Joints
staggered or broken. When completed, the outside of the
life buoy shall be of good, sound corkwood finished to a
smooth surface. - -

C-8-4. Glue.

TB/ALI. The glue used shall be insoluble in water, and
the finished life buoy shall stand steaming at a pressure of
two pounds for a period of 30 minutes without disintegration
or other positive indications of the glue losing its adhesive
properties.

C-8-5. Strength. :

TB/ALL. The body of the life buoy before covering shall
withstand a downward gravity pull of 200 pounds, the welght
to be attached to the life buoy body by & sling covering a
surface of 2 linear inches without breaking, without rupture
of the joints, or without showing a. maximum elongation of
jnternal diameter in excess of 1% inches while the weight
is attached and after being under this test for a peried of
30 minutes. ..

0—8—6 ‘Covering. -

. TB/ALL. The life buoy shall be covered with cloth of suffl-
cient weight and strength to protect fully the body of the life
buoy,_such material to be a strength at least equal to un-
bleached single-filling cotton duck having a weight of 10
ounces per square yard. - -

C—8—7 Sewzng.

body of the life buoy in a substaniial manner. Al =eams
and other machine sewing on the life buoy shall he with a
short lock stitch -not less than eight stitches to the inch.
The inside seam shall be sewed with a rope stitch not less
than three stitches to the inch. Al thread used in the con-
struction of the life buoy shall be No. 16, three-cord linen.
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C-8-8. Beckets.

TEB/ALL. Four beckets 232 inches wide, made from the
same material as the covering of the buoy, shall be securely
attczlllchglcll to the life buoy and spaced an egqual distance from
each other,

C-8-9, Grab Line.

TB/ALYL. A grab line shall pass through the beckets which-
shall be gewed tightly together to prevent slipping. The line
shall be manila, 35-inch in diameter, three-ply, medium qual-
ity, having the ends securely and neatly spliced, ihe line fo
be fastened in bights around the outer edge of the life buoy.

C-8-10. Factory Inspection of Life Buoys.

TB/ALY,.. The Supervising Inspector of the District shall
detail a local or assistant inspector fo any place where ring
life buoys are manufactured within his district, whose duty
it shall be to test and examine all such buoys manufactured
at that place. When a ring life buoy is found to be in ac-
cordance with the requirements of the rules of the Board of
Supervising Inspectors the inspectors shall stamp fhe buoy-
ant material, and after completion of the buoy, shall stamp
the cover with the word “passed”, his initials, the inspection
rort, and the date of approval. The buoyant material and
the cover shall also be stamped by the manufacturer with
the name or trade mark of the manufacturer.

SECTION C-0—SELF-IGHITING WATER LIGHTS
C-9-1, Cylinder.

TB/ALL. The self-igniting water lights for ring buoys and
life rafts shall consist of o cylinder (with bumped heads or
ends) made of good sheet copper of nof less than 0.022-inch
thick, and shall be £0 designed as to be nonexplosive, and
shall be free from any defects which may affect the serv-
iceability or operation of the light. The cylinder shall be
sufficiently weighted in the bottom to recover and maintain
an upright position in the wafer, and all circumferential
and horizontal seams of the cylinder shall be heok -jointed
and coldered, and the top circumferential seam shall be
flush, £o0 as to prevent the lodgment of water.

C-3-2. Plug.

TB/ALL. The cylinder shall bz provided with a plug or
other device of such character that when removed from the
cylinder. sufiiclent water will he admifted fo insure the
prompt and efficlent action of the light regardless of whether
the eylinder when first striking the water becomes completely
submerged.

C-9-3. Lanyard.

TB/ALL. The removal of the plug or device shall be af-
fected by the operation of a lanyard attached to the buoy -
and to the plug or device on the cylinder, and shall be sa
arranged and constructed that the weight of the buoy when
thrown overioard will automatically disengasge the plug or
device, and will insur¢ that the light will self-ignite within
one minute after reaching the surface of the water: Pro-
vided, That on tank vessels the self-Ignifing wafer lisht
need not be attached to the ring buoy, but may be placed
alongside the buoy which it is intended to serve, so that it
can be easlly and quickly attached to the buoy by means
of its lanyard when needed in case of emergency. On fank
vessels, when self-igniting water lghts are not attached fo
the ring buoys, & snap hook shall be provided for -this
DUrpose,

C-9-4. Chemical.

TB/ALY. The cylinder shall contain calcimm carbide (taken
from fresh stock entirely free from the white powdery sub-
stance resulting from exposure to the air) and calcinum phos-
phide sufficlent to create a brilliant flame of at least 150
candlepower, which shall be maintained and bwrn for a
continuous period of not less than 45 minutes without emit~
ting obnoxious fumes. If at any fime during this pericd the
flame 1s extinguished, due to the total submersion of the
light, the light chall self-ismite upon comin. to the surface.
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C-9-5. Markung. .
TB/ALL. The cylinder shall be plainly marked -with- the
word “Top” at itstop end.and permanently indented or .em-
bossed with the name and address of the manufacturer, the
year of manufacture (the use of labels of any description for-
this purpose is strictly forbidden) and with the statement
that the device meets 1n every way the requrements of -the’
Board of Supervising Inspectors. I3
C-9-8.'Approval., !
TB/ALL. On and after July 1, 1924, no type or make of
water light will be approved which has not been tested by the
Bureau of Standards, Department of Commerce, and found
to conform in all respects to these requirements. e

C-9-7. Life Raff Wiiter Laghts. , . ‘
TB/ALL. The self-igniting water lights required for. life
rafts shall meet the above requirements, except that the plug,

or deyice may, be removed by manual getion mstead . of; by
automatic action of the buoy lanyard, above referred to.

-

. SECTION' 0~10—LINE g:({ﬁéwmc* GUN o

C-10~1. Muzzle-Loading. Gut. £ . ‘

"T/0C. The muzzle-loading type 'of gun’ shall be'of steel or

of Bronze not'less than 20 inches long, 2% incles smooth
B IS (VS R
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suitable gas-checking device .to prevent the escape of, gas to
the rear.

(b), 'The mount shall be of the slide and carriage type and

shall be provided with a suitable recoil-checking mechanism,,
The slide shall inélude a means of carrying or mounting the
gun so as fo permit recoil and the recoil-checking mecha-
mism; It shall be fitted with trunnions which shall rest in
the trunnion seats of the carriage so as to permit the gun and
slide to be elevated up to 35° 'The carriage shall be a U-or g
Y-shaped casting having at its base a pivot which will fit
.n g rail socket or socket stand, thus permitting motion of
the gun, slide, and carriage in train. It-shall afford suitable
trunnion seats fitted with cap squares and bolts. There shall
be 1ncorporated in this. type of mount efficient means for
_securing the gun 1 elevation and train.

C-10-3. Materal.

T/0C. (a) Matenal used in the construction of bronze guns
shall have «, tensile strength of not less than 65,000 pounds
per square mch with an elongation of not less than 20 per

| cent 1n 2 inches and a reduction of area not less than 25

per-cent. /

(b) Material used- 1n the construction of. steel guns shall
have a tensile strength of not less than 65,000 pounds per
square mch with an elongation of nof less than 20 per cent
1n a length of two inches:
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FiGURE 1—MARINE'SIGNAL PISTOL.
Norg—Chamber. and bc;x:e.dunensloﬁgforapproved signal pistol.

I B
hore, and weigh with ilt,fs},éar;gggg not more than '200 pounds.
It shall have a primer ho‘lpi‘ﬁt,,fejd “in the upper wall. ‘On’
guns‘}nanufactureg after June 30,1920, the Lpp;ﬁjer hole shall
be protected by, a beading,,coaming, A’o%pro;er(:‘tibn extending
above the wall of the_gun not less than oneshalf ingh. The
gun shall bz moynfed an a carriage,on, frunnions dr Gther

suitable mechanism So as Yo permit. of elevation up to 35°
The carzlage msy be of wood,, reinforded with metal or

recesses properly spaced to receivé the gun trunmions or'|

other supporting mechanisms, _These recesses or seaty shall

be fitted with detachable ‘trunmon’ cah'squares ér.a similar |

device to permit gasy mounting and diSounting of the gun.
The carriage shall be so constructed that the gun may be
secured in elevation. Rings, eyebolts, or other efficient
device shall be fitted to the carriage for..securmmg it in
position for fining.

C-10-2. Breech-Loadiig Guin.

T/0C, The bregch-loading type of guﬁ)
terials specified for the.mpzzle-loading :
approxunate the dimefsions.and welght requred for ‘the
muzzle-loading gun. gpd shall be smooth hored, It shall be
equipped with. suita'ble .breech closmg,an&’,;ogklng devices,
capable of withstanding pressures of 23,5(1,01pfu1,1,gis‘ per square
inch. A breech-Joading gun must incorporate in its design a

$hall 'be of the ma-

typg.. It shall also |

2N

FRTENEN
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(¢) The manufacturer shall furnish the supervising ins.
'spector in whose district the gun. is tested a sample of the
'material used 1n its .construction, accompanied by an. afil-
davit that the specimen submitted actually and correatly
trepresents. the- material used. The sample shall be dis-
-tinctly marked, with the number appearing on the gun it
_represents, and- shall conform to the dimensions as shown
'1n the diagram helow:.

3 INCHES.
polss '
<_“2.'!é’£-‘!.’§-_3y'_‘_>. :;_E'§§. ..2.L/‘.’€L’.€-£_l L 2oveches .
o A ]
i o 7 INCHES >

i . s 1
C-10-4. Factory Tests. ' ‘

"TT/OC. (8)' Tests and Approval—A mounted line carrying
gun shall be tested in the presence of the supervising inspece
tor of {He distmet by firing three rounds fron the gur, At
léast one round shall carry the regular service projéctile with
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one of the service lines attached for a distance of at least
1,400 feet without breaking or fouling the line, under condi-~
tions of a Teasonably.still atmosphere. ‘The dther rounds
shall be fired with not less than the same weight powder
charge used in the above test, and one shall be fired with
not less than an 8-ounce charge. The proiectiles used for
these shots shall be of the same weight ag the service pro~
Jjectile, but no line need he attached. Test shots shall be fired
from the gun when mounted on its own carriage, lashed asn
shipboard use. After-the test has been satisfactorlly com-
pleted, the gun and carnage shall show no signs of fracture
or damage

“Xb) ‘Marking 'of Gun and Equipment qnd Filing Report.—
The mounted type line-carrying gun and its equipment, i. e,
carriage, dine box, or reel and projectiles, shall all bear the
same numper and be initialed by the inspector who observes
the test. He shall file a report of the test, together with the
number of the gun, the date, and the result, in the office of
the supervising inspector in whose district the test is made,
and the-supervising inspector shall furnish the manufacturer
a-copy of-the report.
C-10-5. Signal Pistol.

T/0C. (a) The signal pistol outfit shall be constructed in
accordance with the following specifications:

-»(b) The pistol will be substantially constructed of good
quality material properly protected against corrosion. Thedi-
mensions of the barrel and chamber of the pistol shall conform
with the dimensions set forth in diagram marked Ficure 12

(c). The exterior case of the cartridge shall he made of a
suitable metal and shall be reasonable proof against the
entrance of moisture.

(d) The signal projectile when discharged vertically up-
ward shall attain an altitude of not less than 150 feet, and
be so constructed that the parachute will be expelled at
approximately the magimum altitude reached.

(e) The pyrotechnic candle shall be suspended by a suit-
. able parachute at the approximate altitude of expulsion and
the average rate of descent during the period of burning
shall not exceed 6 feet per second in reasonably still air,

(f) The projectile case and delay element shall be so con-
structed as to prevent any possibility of the nropelling charge
blowing by and causing premature ejection of the projectile
contents. .

.(g) All approved signal cartridges shall be capable of being
fitted into and fired from 3 pistol that is bored and chambered
in econformity with - the chamber drawing illustrated In
Figure 1.

(h) The pyrotechmc candle shall burn for not less than
30 seconds with g brilliant red flame of not less than 20,000
candle power as determined by a Sharp-Millar photometer
or-equivalent photometric device.

@) Al pistols and cartridees must be marked with the
name of the manufacturer and date of manufacture. All

pistols and cartridges manufactured and approved before the

effective-date of tms section may be contmued in use until
replaced.

(&3] Signal cartndges shall not be retained on board and
in use -for a period of more than two years from the date
of manufacture.

(k) The portable water-tight case shall be constructed
of copper or other non-corrosive metal or steel which has
been thoroughly galvanized, or not less than Np. 19 BWG
thickness, seams lock jointed and soldered. The cover shall
fit on a tight Tubber gasket and be securely held in place
by clamps or dogs. ‘The case should be of a size that will
conveniently contain the pistol and 12 cartridges.

Attest: J. B. WeaAVER,

: - Director and Chairman of the
Board of Supervismg Inspectors.
: Approved July 31, 1936.
- J. M. Jom\rson, }
Acting Secretary of C’ommerce.

_{¥.R.Doc, 1531—Filed, August 3, 1936; 10:26 a.m.]

3 See page 992.
Vol. I—pt. 1—37——63
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FARM CREDIT ADMINISTRATION.
FCA 12

Vst or JoritLY-OwiED CLass B S310CK oF PRODUCTION CREDIT
AssocaTIoNns v CornineTIon YWITH LoArs To A INDIVIDUAL,
AND OF INDIVIDUALLY-OW2iED Crass B Stocx i CONNECTION
Wire Jomir Loans

Pursuant to the authority conferred upon th2 Governor of
the Farm Credit Administration by the Farm Credit Act .of
1933, particularly cectlion 20 thereof, and pursuant to szction
23 of said Act, section 104d of the Revised Rules and Rezu~
lations for Production Credit Acsoclations (Chap. ¥, Subdivi-
slon A, Sec, 1044, Federal Register Compilation) is hereby
amended by adding thereto subsection (5) as follows:

In czces where clacs B ctoch: has been fzzusd o two or more
percons fointly, such stock: cannot b2 used In connection with an
individual lean of any of the fsint stosiholders. Such Jointly-
owncd steck may bo trancferred to one of tha individual owners,oxr a
division bgtween the jolnt ohners may ba effected by means of o
transfer ¢f o proportionnte part of the jointly-ovmed stock to each
ownar, under the conditions governing transfers stated in szetlon
104~ hercof. Such transfers chould bz made only when regussted
by 1 the Joint ovmeors. Likowlce, in the reversz situation, Indi-
vidually-owned elocs B ctoch: cannot bo used in connection with o
joint loon (unlcss ond until such stock has been transferred o
the joint borrowers). -

{seanl S. M. Gaawoon,
Production Credit Commissioner.

[F. R.Dag, 1530—Filed, Auzust 5, 1936; 12:17 p.m.]

FEDERAYL COMMUNICATIONS COMMISSION.
RuLs 229 AMENDED

The Commission, meeting in general session on July 21, 1936,
amended Rule 229 to read in part as follows:

Freauency
(chcz,clcs) Serviece
L] [ - -]
h, !.6210 Afrcraft and maritime callinz.
o o o k] o
10120 Aviation.
101235 Aviation.
10130 } Aviztion,
{sEarl Jou B. REYIIOLDS,

Acting Seecretary.
[, B. Doe, 1665—Tiled, August 5, 1638; 9:13 a. m.]

Roit 229 FonTHIR AMERDED, ALD MADE PERMAN
Scercrieen 15, 1936

At a general sesslon on July 21, 1936, the Commission fook
the followinr action:

In the following caces, Protest of Purdue Universify to
Commission Order No. 14 amendin~ Rule 229, Docket 4057;
Petition of National Television Corporation for hearing on
Commission Order No. 14 amending Rule 223, Docket 4058;
and applcation and cupplemental patition of ational Tele-
vision Corporation, Dacket INo, 3029, the Commission entered
the followiny order:

That Rule 229 as amended May 13, 1936, b2 made psrma-
nent, effective Septembar 15, 1236, except as to the frequency
band 2000-2100 Le. As to the frequencies 2000-2100 ke, the
Commicslon ordered that Rule 223 bz further amended as
followrs:

1T, EFFECTIVE

Frequency Allocation
2000 Amatcur, -
02004 Govt. & cxp. vig. broadeast.
h2303 Govt, & ¢xp. viz. broadeast.
2012 Lup. vis. broadeast,
2016 Exn. via. braadeast,

Rolay brdect. & c2p. vis. brdest.
[“'&.2 Reloy brdest. & exp, vig. brdest.

Govt., rolay brdest. & esp. vis. brdest.
2020 Govt. & exp. vio. brdest.
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Frequency Allocation L. ..
2028 Govt. & exp. vis. brdest. -
12032 Govt. & exp. vis. brdcst.
2036 Police, (intercity teleg.) & exp. vis. brdest.
2040 Police (intercity teleg.). & exp. vis. brdcst B
2044 Police (intercity teleg.) & exp.” ‘vis. brdést'. i
12048 Govt. & exp. vis, brdest.
uggsg Govt. & exp. vis. brdcst.
b
‘2080 2068 Reray broadcast & exp vis broadcast S
2064 .Gowt. & exp. vis. broadeast, ’ O
2066 Govt, & exp. vis. broadcast. o -
2068 Govt.! & exp.-vis. broddcast, -
h2072" Govt, & exp. vis. broadecast. - . ¢ .
12076 Govt. ‘& .exp., vis. broadcast. . ,
2080 Govt. & exp. vis. broadcast. .
2082 Govt. & exp. vis. broadcast.
gggg Govt. & exp. vis, broadcast. ,
208 2090 Relay iofoadcasf & exi). vis. broadcast.
2 . .
22096 Govt. & exp. vis. broadcast.

That the further amendment be effective 3:00 a. m., e. 8. .,
September 15, 1936.

[sEAL] . | Joun .B. REYNOLDS,

Acting .S"ecretary.

[F. R. Doc. 1664—F'iled, August 5, 1936; 9:13 a.m.]

[Docket No. 4063]

NOTICE OF INFORMAL HEARING BEFORE THE BROADCAST DIViSION
oF THE FEDERAL COMMUNICATIONS COMMISSION, BEGINNING
OCTOBER 5, 1936

.The Broadcast Division, at 1ts reglﬂar meeting on July 17,
1936, approved the following notice:

Notice is hereby given of an informal hearing before the
Broadcast Division of this Commission, to be held in the
offices of the Commission at Washington, D. C., beginning at
10 A. M., October 5, 1936, for the purpose of determining what
principles should guide the Commission in matters relating
to or affecting the allocation of frequencies and the preven-
tion of interference in the band 550-1600 k¢, and, in par-
ticular, what changes, if any, should be made in the Com-
mission’s existihg regulations or in the standards heretofore
applied by it and its Engineering Department, in order to give
effect to those principles.

Individual applications, individual assignments, and re-
quests for allocation of broadcast. facilities to particular
groups or organizations will not be considered.

The Broadcast Division of the Commission desires to obtain
the most complete information ayailable with respect to this
broad subject of allocation, not only in its engineering, but
also in its corollary social and economic phases, to the end

that such regulations and standards as it may retain or |-

atlopt will make' possible such use of the band 550-1600 ke
as will prowde maximum service (both transmission' and
reception) in'the’ pubhc interést. ‘The improvements in, and
the increased knowlédge of, the engineering aspects of broad-
casting since the mauguratmn of the present allocation
system in 1928, will be taken into consideration; also the
amendment of June 5, 1936, to the Communications Act of
1934, repealing Sec. 302 and modifying Sec. 307 (b).

Specifically, the Broadcast D1visxon will consider proposals.

and evidence for or against such'proposals, as to the principles
that should guide it with respect to its regulations' and
standards on such subjects as the following:

1. Classification of broadcast stations.

1. Desirability of establishing new classes, or of subdivid-
ing, medifying, or abolishing any existing class.

2. Proper definition of each class with respect to purpose
and character of service.

3. Number of frequencies to be allocated to each class.
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4.Suitability of various bands of frequencies (e, g., propa=
gation characteristics and noise levels) in the range 550-
1600'ke for the service to be rendered by each class,
. 5. Extent to which freedom from intérference is to be
sectired to ‘each class and extent to which duplicated usg,
night or day, of frequencies allocated to each olass is to bo
permtted including : e "

(a) ‘ntmber of stations ‘to be, permitted to operm:a
_,simultaneously on fréquencies of each class;
. () mileage-frequency ,separation tables as a method
for determining permmsible duplications;
. -(c) advisability of establishing subclassifications of any
og the principal classes; .

(d) use of frequencies allocated to one class by stations
of another class;

(e) possibility of duplicated use of a frequency by two 50
kw stations separated by a. substantial distance;

(f) consideration of hour of sunset as the dividing line
_between daytime and nighttime permissible duplications,
and location at which sunset or other hour should he taken
as such dividing line;

(g) application of directional antennaS‘ and

(h) application of synchronization.

7. Maximum and minimum power requix’ements with re-
spect to each class, including

(a) increases in power above 50 kw on any class of
. frequency;
(b) horizontal increases in power on frequencies on
which nighttime duplicated operation is permitted, and
(¢) differentiation in maximum power af day and at
night.

IT. Standards to be apphed in determinmg coverage and the
presence or absence of objectionable interference.

1. Propagation characteristics of the various frequenocies
in the range 550-1600 kc, including comparison of east-west
and north-south transmission, effect of intervening mountain
ranges, and seasonal variations.

2. Prevailing attenuation in various parts of the country.

3. Proper ratio of desired to undesired signal.

4. Signal intensity necessary to render satisfactory service
in wvarious types .of community (e. g, urban, residential,
rural, ete).

5. Relative electrical noise levels, naturdl and man-made,
in the range 550—1600 ke and in various types ot‘ com-
mtunities.

' 6. Frequency seéparation, including:

() the prescribed 10 kc separation between frequencies
used by proadcast stations;

(b) the customary 50 kc separation between frequencies
used, by broadcast stations in the same community;

. (¢) mileage-frequency separation tables as a method for
determining minimum geographical separation between
stations using frequencies separated by from 10 to 40 ke;

(d) permissible disparity in power between stations on
adjacent frequencies;

(e) practicable standards of receiver selectivity, and

(f) practicable standards of receiver fidelity.

7. Proper definition of blanketing signal,
8. Legitimate assumptions with respect to Heaviside layer
and sunspot cycle.

III. Geographical distribution of broadcast facilities,

1. Weight to be given to such factors as area, population,
and economic support. .

2. Desirability of establishing a system for evaluating facil-
jties (e. g., & quota system) in order to comply with Sec.
307(b) of the Communications Act of 1934, as amended, and
“to provide s fair, efficient, and equitable distribution of
radio service” among the sevéral States and communities,
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3. Feasibility of allowing adherence to sound engineering
principles automatically to effect the distribution required
by Sec. 307 (b).

IV: Standards and methods of measurement with respect to

- 1. Power.
2. Tolerance. :
3. Field Intensity. .
4. Determination of service.
5. Determination of interference.

V. Apparatus performance requirements to be imposed on
broadcast stations.

1. Frequency stability.

2. Antenna, efficiency.

3. Modulation.

4, Suppression of harmonics.
5. Fidelity of transmission.
6. Transmitter location.

VI. Effect of any proposals regarding the foregoing subjects.

1. Socially and economically, upon the public and the
industry.

2. Internationally, upon use of the band §50-1,600 kc by
other countries in North and Central America.

3. Upon possible future use of frequencies in the band
6,000-30,000 kc and in the band above 30,000 kc for broad-
casting.

This outline is not to be taken as excluding evidence and
proposals bearing on allocation matters not specifically
enumerated, provided such evidence and proposals otherwise
come within the limitations set forth in this notice.

Cross-examination of witnesses will be limited to questions
by Commissioners and members of the Commission’s legal
and technical staffs. -

Persons or organizations desiring to appear and testify
should notify the Commission of such intention on or hefore
September 15, 1936. In such notification the number of wit-
nesses who will appear and the time estimated to be occu-
pied by each should be stated. This information is neces-
sary in order more efficiently to organize the hearing. Pro-
posals seeking amendment of existing regulations should be
accompanied by written drafts of the amendments desired,
to be submitted at the time such proposals are made during
the hearing.

Prior to this hearing, the Broadcast Division will publish

" the results of the so-called “clear channel survey”, undertaken
during the past year, in order that all persons who desire {o
appear at the hearing will have as much information as is
practicable with respect to the performance of stations oper-
ating under practical conditions.

By the Commission.

[sEAL] Jorn B. REYIOLDS,

Acting Secretary.
[F.R. Doc. 1570—Filed, August 5, 1936; 9:16 2. m.}

TELEGRAPE DivisioN Orbper No. 15-B

At a special meeting of the Telegraph Division of the Fed-
eral Communications Commission, July 25, 1936:

The Telegraph Division having under consideration its
Order No. 15-A and the requests of certain interested car-
riers with respect thereto:

It is ordered, That, effective immediately, Telegraph Divi-
sion Order No. 15-A be amended as follows:

1. 'That the part of the second ordering paragraph reading
as follows:
¢ s s gnd shall be sent at rates not exceeding fifty (50) per
centum of the rates applicable to commercial communications
of the same cla.ss of the same length, and between the came
points. = *
be amended by inserting the words “full ordinary” imme-
diately after the words “per centum of the”, and by deleting
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the words “of the same class”, so that this part as amended
will read as follows:

s @ & and chall bo cent at rates not exceeding fifty (50) per
centum of the full ordinary rates applicable to commercial com-

munications at the came length and bztwesn the some
polnts, ° =

2. That the part; of the second ordering paragraph reading
as follows:
¢ © ° and provided, further, (a) that with respect to com-
munications to and from the Philippine Islands and the Canal
Zong, the percentages gpeclfled chall gpply * * o,
be amended by strilking out the symbol and word “(a) that™
and incerting the same symbol and word immediately affer
the words “Canal Zone” and by strikinz out the word “com-
munications” and inserting in lieu thereof the words “Gov-
ernment ordinary messages”, so that this part as amended
will read as follows:
° ¢ ¢ and provided, further, with respect to Government

crdinary meccages to and from the Philippine Islands and the
Canal Zone, (n) that the porcentages specified shall apply * * =,

3. That the word “and” before the symbol “(d)” in the
last clause of the second ordering paragraph be stricken out
and the following provision be added at the end of the
second ordering paragraph:
¢ o @ and (e) that the roates of 2ackay Radio and Telegraph

Company (California) up to and including June 390, 1937, betvween
the following named points, chall be:

Botween Weshington, D, C., and Philippine Islands: Per Word
Luzon Island, 2fanila $0.34
Luron Xcland, Other ofilces .39
Other Xclands, All offlces. .52

Between San Franclceo, Cal., and Philippine Islands:

Luzon Icland, MManila .265
Luzon Icland, Other offices .315
Other Iclands, All efilces &

Between Honeolulu, Hawall, and Philippine Islands:

Lureon Iocland, 2{anila 225
Luron Island, Other ofiiess 275
Other Iclands, All ofiices .405

By the Commission, Telegraph Division.

[sEAL) Jorw B. REYNOLDS,
Acting Secretary.

|¥. R. Dae, 1663—F1led, August 5,1836; 9:152.m.]

TeLEGRAPE DIvision Orper No. 25

In a regular meeting of the Telegraph Division of the Fed-
eral Communications Commission, July 14, 1936:

The Telegraph Division, having under consideration the
subject of purchases and the prices paid for such purchases
and the rates of compensation paid employees by wire tele-
graph carriers, and other information relating therefo, and
ix; accordance with Section 213 of the Communications Act
of 1934:

It Is ordered, that every wire telegraph carrier subject fo
the Communications Act of 1934 shall, on or before March
31, 19317, file with the Commission, at its office in Washing-
ton, D. C., a verified report in duplicate covering the calen-~
dar year 1936, showing the purchases of new material and
net prices paid for such purchases, the rates of compensa-
tion paid its employees, and other general information, in
the manner presceribed on the accompanying P. C. C. Forms
No. 788 (Material Purchased) and No. 789 (Rates of Com-
pensation and General Information), which forms are in-
cluded in and made & part of this order, and complying with
the following instructions:

FORIL 1I0. 708 (ZIATERIAYL, PURCHASED)

1. Show materials purchased for the calendar year for
each item listed in sub-paragraph 7 and, for each f. o. b.
point, the information requested for faotal purchases.

2. Where purchases are made at the same price for deliv-
ery at more than one {. o. b. point, the quantity may be com-
bined in one entry, all of the £. o. b. points belng shown.
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Report to'the Federal C’ommumcafzans Commission, Engineenny Department materidl] purchas‘ed, year‘

Lo

0511104 oL et

P. C. C, )Form No. 788. , . Sheet NO, —cewue Of e Sheets (Zhis Form)
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Moker or Supplier Sﬁ)ecx- {m-d ,Poin§ eg, to.| Unis ], Ix})gll-t Itom, Kind, and Description IIJ,%JIt‘s £t | g glloﬁ A
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3. Where purchases n con51derable quantltxes are made
by operating divisions, a separate repoxrt shall be made for.
each division.

4. Where the pomt of delivery to"carrier is’ ‘l:he same as
the f. 0. b. pomnt, columns 5 and 11 may be left blank.

5. Where the pomnt of delivery.to carrier is different-from
the f. o .b. pomt, the cost £.-0. b. and freight paifi-shall be
shown separately. The £. o. b. price, column 10, should not
mclude any freight, inspection, commxssxon for purchasing,
supply or other expense. --

6. Under column 12, “Commissmn paid for purchasmg”
the costs of purchasing through agencies- other 'than the
company purchasing agent should be reported and may be
shawn either as a per cent of £. o. b. cost or cost per unit.

7. Quantities of material purchased under the following
items shall be reported in alphabetical order, for.each ac-
count, On the heading of the sheets shall be typed the
calendar year in which purchased.

ITeEn .
o 2
TELEGRAPH EQUIPMENT (ACCOUNT 207)

Auto Control, 14,
Artificial Lings; 120-Aand 121-A.- i
Condenser, Adf, 4-C. y
Distributors.
Interrupter, 3-A,
! Milliammeter; -Diff; ‘1-A.
Indicator, Balance, 123. s
Perforator, 2-4. .
Perforator, GPE-1-GG. :
Printer, 21-A.
Printer, 598-A (equivalent to .21-A). !
Printer, 12, N
E:mter, Simpiex. 2-B.
Printer, Type 15.- ! '
-+ Relay, Liocking, 10-A, S
Relay, 368-A.
Relay, Polar, 17-B.
Relay, Polar, 300-A.
Relay, Polar, 215-A. .
Relay, Whegtstone, 1-F. R
Relay, W. E.,, B-471.
Relay, w n E-1689
Relay, W. E;, E-355. o
Relay, W. E E-6470.
Relay, W. E., E-1153.
Relay, W. E., B-22.,
Rheostat, Rad., Arm, 1-C.
Selector, ‘BModéel F.
., Selector, 331,
Stamp, Time, #3TR (Stromberg),.
Stamp, Time, #10 (Stromberg).
" Time, Stamp| #T (Stromberg).
mu’ime, Stamp, #6T. (Stromberg). .,
tamp, Numbering, #2-B (Bates).
le, Dlstrlbutor, 1-A, 1 Digt. Operaf:lon, Without ' Major

'rable Distrlbutor. 1-A, 2 Dist. Operation, Without Major Units.

Lre i
ir T

<4y

e

Tre

et

Table, Operating, 2-A, Without Major Units.

-+ Table, Operating; 599-A, Without Major Units.
Table, - Opera,ting,‘ 0OT2, Without Major Units,
Table, Operating, 40-B.

Rack, Repeater, 355.

‘Table, Unit Set, 2-B; Framework,
Transmitter, Xb6. '
Transmitter, 1-A.

MESSENGER EQUIPMENT (ACCOUNT 208)
UNIFORMS)

(NOT INCLUDING

Box, Call,
Call Bo¥, 1031/'2—A and 1314-B.
Register, ‘Annunciator, #3-B.
-Annunciator, 154-A.;
.Reglster, Call Circuit, #3-B.
Register,{ Call Clretift, #S—A D. P
‘Register) Call Clrcult"#loo, D. P
Unit,; Call' Circult, "3~
‘Unit, 2- Clr,cuit; Call Circuit
Fuse, #52-B,
""Fuse,’K 55.
Protector, Sub-Sta., #22-A,
. 1 Protector, Sub-stat, 977 HH.
Wire Offlce, #18-G, Triple Conductor, Dry Brald.
Wire, Office, #22~G, Triple Conductor, Dry Brafd.

T

Tablel Multiplex Distributor (Without Majdi Units), NoT-14.

MESSENGER

BMESSENGER EQUIPMENT (ACCOUNT 208) (MESSENGER UNIFORNMS)

Breeches, Messenger Boy.
Breeches, Forestry, Summer.
Trousers, Messenger Boy.
Breeches, Forestry, Winter.
Caps, Forestry.

Caps, Messenger Boy.
Coats; Foreéatry, Summer.
Coats, Messenger Boy.
Coats, Forestry, Winter.
Mackinaws.

Overcoats, Messenger Boy.
Puttees, Leather.
Raincapes, Messenger Boy.
Raincapes;-Mounted.
Raincoats, Messenger Boy.
Raiticapes, Walking.

Shirts, Messenger Boy.h
Shirts, Forestry,

.OTHER LQUIPMENT.OF TELEGRAPH OFFICEd

Box, Message Storage, #2-A.

“Box, Message ‘Storage, L. B, #7161,
Cabinet, Kardex, #6532,

Card File Box 754 A ancL #208.
Cabinet, Storage, 11-

Locker, Storage, PT 3.

Chalr, Morse Operating, #1-D.
_Chair, Simplex Printer, #2-0,

Chalr, Operators, #469-A.

Chalf, Straight Back, No Arms.
Chalr Swivel, No Arms.

Chair, Swivel, With Arms.

, Cloc; "%m Wind, #29, 14’ Dial..

' Clock, ‘Electric Secondary‘ '14'* Dial 816-A.
Clock, Synchronous, 14’/ Dial 724-A.
Desk, Flat 'Top, 60’ x 36’" (3#106)

(ACCQUNT

208)
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- Desk, Flat Top, 60° x 34" #822-A.
Desk, Flat Top, 60'* x 50" (3112).
Desk Flat Top, 60’ x 48" #825-A.
Fan, 16’ Oscillating, D. O. (Westinghouse).
Fixture, Lighting, #11720, Equalite.
. Fixture, Lighting, 329920, Shellcrest.
~ Locker, 8 Compariment.
Locker, 7 Compartment PT 7.
Afachine, Burroughs Adding, #3 {7 Column).
. Machine, Burroughs Calculator ;‘;:5, Hangd Operation.
Machine, Bookkeeping, Mode]l 723, With Counters and XMotor
Attached.
Register, Cash, National {#1997-7-E).-
Stamp, Time and Date, with Lock.,
Stamp, Time and Date, Stromberg #1.

_ ‘Tile, Trendlite, 12"’ X 12,

" Tile, Mastic, 12’’ x 12’* and 9’ x 9.
‘Typewriter, Underwood, Double Case.
Typewriter, W. U. Standard.

Typewriter, Postal Standard.
' UOnit, Llessage File, ,,.3-A
Cabinet, Message File, 3144, "

SUBSCRIBERS’ EQUIPMENT (ACCOUNT 210)

Block, Ticker, Cutout.

Cable, Ticker, 4 Cond’r.
Pedestal and Base, #3-A.
Tickers; #:3-A, High Speed. -
Tickers, #1-C, Self Wind.
Printer, Simplex A. C. or D. C.

- Printer, Model 14.

Table, Simplex, #31-A. b
- Table, Printer 1-A. s
Table, Simplex, #31-B.
Table, Printer 1-D.
Table, Simplex, #41-A.
Table, Printer 1-C. -

Chelr, Stmplex,
Chalr, Opcrators 463-A,
Bog, Call, Signal, #2-A or 25-A.

POLE LINTS (ACCOUNT 211)

Poles, oll kindg, lengths and claczes.
Guy Strand, All Sizes,

Guy (ﬂamn:!. and 3 Bolts.
Anchor Rodz, “sta. Sleos,

Anchor Lozs, All 81225 and Kinds.
Croarms, All Slzes and Kinds,
Croccarm Bolts 12 nnd 14",
Bracecs, Std, Steel, Crocsa

Eecxaw, Fatter Dnve, P43 tbs and 4157,
Ping, Steel, S5td.

Ping, TWood, 113 = 8",

ACDJAL CADLT €ACCOUNT 212) -

Cable, P, 1. L. 8., All 8{z¢cs,

Cable, R, 1. L, 8., AU Slzes,
Cable, B, W. P.,, AUl 8iz2a.
Suspenslon Clamps, 1 and 3 Bolt,

ATTIAL WIRD (ACCOTIIT 213)

Wire, Copper, 170. 9 A, W. G. Bare Linc.
wire, Steel, o, 8 B, W. G. Bare Line.
Vairo, Coppor Tics, V0. 8 AW, G.

Wire, Stcel Tics, No. 9 B.W. G.
Insulaters, Std. Glaco.

YLIILINETOUITDB CONDUITS (ACCCUNT 21473

Conduit, Crco, We3d, Por Du. Fi.
Condult, Vit. Clay, Per bu. ¥t.
Conduit, Iron Plpae 3"/,

Conduft Erotestion 415** Creo. Planl:.
Condult Protoction 9°° Creo. Plank.
IManhole Castingg, All Sizes.

Report to the Federal C'ommumcatwns Commission, Engineering Depariment, rates of compensation end generazﬁinforma-
tion, yeasr aeeeew

¥, C. C. Form No, 788. Sheet NO, —oooao 3 Sheets (This Form)
Ovner TG e o721 T S
Operating Company COXTOCE mm oo e - 7
Operating Division Bt 14 L S P cmm e
_Rate
" Occapation ~ Per Per | Per Remwarss
- - hour | day |month _
@ . 1o e | " ©

i

. UNDERGROUND CABLE (ACCOUNT 215)
P. I L, 8. and R. I, I. S. Cable as recorded under account 212.

SUBMARINE TELEGRAPH CABLE (ACCOUNT 216)
Cable, Submarine, all kinds and s!zes.

PNEU’Z\IATIC TUB}B (ACCOU’NT 217)

Tubing, Copper, 2%;‘’ 1. D.
Tubing,-Steel, 214" I, D.-
All other Items included under Account 214,

8. Subject to the approval of the Commission, items of

plant may be added-to, or dropped from, the above lst to
meet current or changing plant and operating conditions.

Form No. 789 (Rates of Compensation and General
- Information)

The mformatmn 'shall be shown for each operating dlvi-

sion of the company. Report average compensation for each
occupation, and for each division, the average rate per man
per month, including subsistence for outside construction
men and for inside equipment men.

10. On the last page, report the average percentase

charged to supervision of labor, and supply expense on mg-
terial during the year. - .

General

11. 'The name ond title of the pzrson compiling the data
shall be given in the space provided for that purpose, and
the completed data shall be certified as “correct” with the
personal signature and title of the person co certifying, on
each form.

12, Reports shall be typswritten on white, tough paper.
Size of sheet 11’ x 17”. Leave 134* blank space on left
hoand edge for binding,

It is further ordered that a similar report shall be filed
on or before March 31st of each succeedinz calendar year
for each preceding calendar year, showing purchases, com-
pensation, ete, 2s coumerated above for the year 1935.

It is further ordered that In aecordance with authority
contained in Section €04 of the Communications Act of 1934,
Valuation Order No. 17, prescrived by the Interstate Com-
merce Commission, effective May 5, 1915, as revised March 30,
1932, is hereby repealed, in so far as it applies to carriers
subject to the Communications Act of 1934.

By the Commission, Telegraph Division.

[sean] Jomr B. REYNOLDS,

Acting Secretary.

[F.R.D2ac. 1666—Filed, Auzust 5, 1936; 9:13 a. m.}
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TELEGRAPH DIvisIoN OrbER No. 26 -

At a session of the Telegraph Division of the Federal Com-
munications Commission held at its offices in Washington,
D. C,, on the 22nd day of July 1936:. .

'I'he Telegraph Division having under consideratlon the
subject of commercial operator extra first class:licenses, as
now provided for in the Commission’s Rules and Regula-
tions, and

It appearing, that this type of license serves no useful pur-
pose, for the reason that the privileges granted thereunder
are duplicated by the privileges extended under a radiotele-
graph operator first class license bearing radiofelephone op-
erator first-class endorsement.

It is ordered, that the said Rules and Regulations be, and
the same are, hereby amended as follows: '

1. By deleting all provisions of Rule 421.

2. By deleting all provisions of paragraph (1)° of- ‘Rule 439.

3. By striking out the word “Other” at the beginning of para-
graph (2) of Rule 439 and substituting therefor the words “All
operator.”

It is further ordered, that existing .commercial operator
extra first class licenses will remain’ valid until expiration
and, when submitted for renewal, they shall be considered as
radiotelegraph operator first class licensés bearing radxotele-
phone operator first class endorsements:

By the Commission, Telegraph Division.

[SEAL] C JoBN B. REYNOLDS;-

Acting Secretary.

[F. R. Doc. 1667T—Filed, August 5, 1936; 9:14 a, m.]

RULE 262 AMENDED

The Telegraph Division, on Ju]y 25, 1936, modlﬁed Rules
262a, A and 262a, B, b, to read in part as follows:

RULE 26223, A .. e -
* * L ] ® * < *

6,210 kilocycles: Day only, calling and working frequency for
all itinerant alrcraft. It may also be assigned to transport air-
craft in addition to other frequencies. This frequency is made
available for communication by special arrangements with govern-
ment and non-government aeronautical stations on flights where
the use of 3,105 _kilocycles is unsuitable. _

< * * E [ ] * ®
RULE 2624, B, B
* * . - * L3 *

MID-TRANSCONTINENTAL CHAIN AND FEEDERS (BLUE)
* *® & * - L L

AVAILABLE FOR AERONAUTICAL POINT TO POINT STATIONS

2720 16510 - 80156: Day only
2732 16520 10125: Day only
4110 16630 -

1 These frequencies assigned for-unlimited hours upon-the ;ex-
press condition that no interference is caused to the mtemational
mobile service, '

“ e . s B P P

[sEAL]

JomN B. REYNOLDS, .
. Acting Secretary

{F. R. Doc. lbea—Fued August 5, 1933 914 a.m] !

Vo

FEDERAL TRADE COMMISSION .
Commissioners: Charles H. March, Chalrman, Garland S.

Ferguson, Jr., Ewm L, Daws, W. A Ayres Robert F Freer.‘

[File No. 21-—262]

IN THE MATTER OF TRADE PRACTICE CONFERENCE R‘ULES FOR THE
' PRIVATE Hom: STUDY Scnoor.s Innus'rmr

NOTICE OF OPPORTUNI’EY '1‘0 OFFER S’D’GGESTIONS OR OBJECTIONS

This matter now bemg before the Federal Trade Commis-
sion under its Trade Practice Conference procedure, in pur-
suance of the Act of Congress approved September 26, 1914
(38 stat. 717; 15 U. S.°C. A, Section 41).

FEDERAL: REGISTER, Thursday, August 6, 1936

Opportunity is hereby extended by the Federal Trade Com-
mission to any and all persons affected by or having an
interest in the trade practice conference rules for the Private
Home Study Schools’ Industry, as tentatively approved by
the Commission, to present to the Commission their views
upon the same, including suggestions or objections, if any.
For this purpose they may, upon application to the Commis-
sion, obtain copies-of these rules. Communications of such
views should be made to the Commission at its offlces in
Washington, D. C., 815 Connecticut Avenue NW,, not later
than Thursday, August 20, 1936, After giving due considera~
tion to such suggestions or objections as may be received
concerning these rules, the Commission will proceed ta their
final consideration.

By the Commission.

[sEaL]
Entered August 4, 1936.

[F. R. Doc. 1571—Flled, August 5, 1836; 11:10 a. m.]

OT1s B. Jounson, Secretary.

United States of America—Before Federal Trade
Commission

At a regular session of the Federal Trade Commisgsion,
held at its office in the City of Washington, D, C., on the 31st
day of July A. D. 1936.

Commissioners: Charles H. March, Chairman; Garland 8.
Ferguson, Jr., Ewin L. Davis, W. A. Ayres, Robert E, Freer.

[Docket No. 2758}
IN :rm-. MATTER OF WiLLIAM FREIHOFER BAKING COMPANY

ORDER APPOINTING EXAMINER AND FIXING TIME AND PLACE FOR
TAKING TESTIMONY

This matter being at issue and ready for the taking of
testimony, and pursuant to authority vested in the Federal
Trade Commission, under an Act of Congress (38 Stat. 717;
15 U. 8. C. A., Section 41),

It is ordered, that.Charles ¥. Diggs, an examiner of this
Commission, be and he hereby is designated and appointed
to take testimony and receive evidence in this proceeding
and to perform all other duties authorized by law;

It is further ordered, that the taking of testimony in this

‘proceeding “begin on Wednesday, August 5, 1936, at nine

o’clock in the forenoon of that day (eastern standard time),
at the Office of the Custodian, United States Post Office
Building, Wilmington, Delaware.

Upon completion of testimony for the Federal Trade Com-
mission, the examiner is directed to proceed immediately to
take testimony and evidence on hehalf of the respondent.
The examiner will then close the case and make his report.

" By the Comimission.

[SEAL] OT1s B. JOHNSON, Secretary.
' {F.R.Doc. 1572—Filed, August 5, 1036; 11:10 &, m.]

United States of America—Before Federal Trade
C’ommzsswn

At a regular session of the Federal Trade dommission,
held at its office in the City of Washington, D. C., on the
3rd day of August A. D. 1936.

Comm;ssmners‘ Charles H. Maxch, Chairman; Garland S.

1 Ferguson, Jr., Ewin 1. Davis, W. A. Ayres, Robert E. Freer.

[Docket No. 2812}

IN THE MATTER OF MILLINERY QuUaALiTY GuUILb, INC., AND ITS

MEMBERS AS SET FORTH 1IN COMPLAINT, AND UPTOWN
. CRrEATORS’ GUILD, AN  UNINCORPORATED ASSOCIATION, AND ITS
- MEMBERS AS SET ForTH IN COMPLAINT ‘

ORDER APPOINTING EXAMINER AND FIXING TIME AND PLACE FOR
' ' TARING TESTIMONY

This matter being at issue and ready for the taking of

testimony, and pursuant to authority vested in the Federal

Trade Commission, tinder an Act of Congress (38 Stat. 717;

115 T. S. C. A, Section 41),



FEDERAL REGISTER, Friday, August 7, 1956

- It is ordered, that John W. Norwood, an examiner of this
Commission, be, and he hereby is, designated and appointed
fo take testimony and receive evidence in this proceeding
and to perform all other duties authorized by law;

-It is further ordered, that the taking of testimony in this
proceeding begin on Tuesday, August 18, 1936, at nine o'clock
in the forenoon of that day (eastern standard time), at room
500, 45 Broadway, New York.

Upon completion of testimony for the Federal Trade
Commission, the examiner is directed to proceed imme-
diately to take testimony and evidence on behalf of the
respondent. The examiner will then close the case and
make his report.

By the Commission.

"[sEAL] O11s B. JoENSON, Secretary.

[F.R.Doc. 1573—Filed, August 5, 1936; 11:10a.m.]

United Stales of America—Before Federal Trade
) - Commission

At a regular session of the Federal Trade Commission,
held at its office in the City of Washington, D. C., on the
3rd day of August A. D. 1936.

Commissioners: Charles H. March, Chairman; Garland S.
Ferguson, Jr., Ewin L. Davis, W. A, Ayres, Robert E. Freer.

[Docket No. 2838]

In THE MATTER OF BOURJOIS, INC., A CORPORATION, AND BARBARA
GouLp SALES CORPORATION

ORDER APPOINTING EXANMINER AND FIXING TILIE AND PLACE FOR
TAKING TESTIMONY

This matter being at issue and ready for the taking of testi-
mony, and pursuant to authority vested in the Federal Trade
Commission, under an Act of Congress (38 Stat. 717; 15
T. S. C. A, Section 41),

It is ordered that John W. Norwood, an examiner of this
Commission, be and he hereby is designated and appointed
to take testimony and receive evidence in this proceeding and
to perform all other duties anthorized by law;

It is further ordered that the taking of testimony in this
proceeding begin on Friday, August 21, 1936, at nine o'clock
in the forenoon of that day, in recom 500, 45 Broadway, New
York, eastern standard time.

Upon completion of testimony for the ¥Federal Trade Com-
mission, the examiner is directed to proceed immediately o
take testimony and evidence on behalf of the respondent. The
examiner will then close the case and make his report.

By the Commission.
- (sEAL] OTis B. JOENSON, Secretary.

[F. R. Doc. 1574—Filed, August 5, 1936; 11:10 a,m.}

Friday, August 7, 1936 No. 105

DEPARTMENT OF THE INTERIOR.
General Land Office.
" AR NAVIGATION SITE WITHDRAWAL No. 106
 mamo

- It is ordered, under and pursuant to the provisions of sec-
tion 4 of the act of May 24, 1928 (45 Stat. 728), that the
following-described tracts of public land in Idaho be, and they
are hereby, withdrawn from all forms of appropriation under
the public-land laws, subject to valid existing rights and as
to the tract affected thereby to a power transmission line res-
ervation under section 24 of the act of June 10, 1920 (41 Stat.
1063, 1075), for use by the Department of Commerce in the
maintenance of air navigation facilities:

939

IpagO
LOIST 2XETIDIAINT
T'Nﬁw %. R. 9 E., cce. 28, SWY;SEY,SEY,NW!;, SEYSWI;SELY;
T. 6§ s‘.f'n. 11 B, ceo. 39, fractional SW1; of lot 2; agsregating
1281 acres.

And it is ordered, that departmental orders of January 1,
1919, withdrawing certain lands for reclamation purposes, and
April 8, 1935, establishine XYdaho Grazing District No. 1, be,
and they cre hereby, modified so far as they affect either of
the above-deseribed tracts and made subject to the with-
drawal made by this order.

T. A, WALTEES,
First Assistant Secretary.

[F.R.Daz. 1600—Fliled, August 6, 1636; 9:25a.m.]

[Clrcular INo. 1400}

REGULATIONS RELATIVE TO PATENTS FOR LoOTs It PEmsscora,
Frornmai
JoLy 24, 1936.
‘The COMINSSIONER OF THE GERERAL Lawp OFFICE.

Sm: The act of June 5, 1936 (Public, No. 665, T4th Con-
press), provides:

That the proviclons of the Ach entitled “An Act authorizing
the Sccretary of the Interlor to determine and confirm by patent
in the nature of o deed of quitclaim the title to lots in the city
of Pencaeols, Flerlda”, approved January 12, 1925, are hereby
extended and continued to January 12, 1838: Provided, That there
bo pald to the Commicsioner of the General Land Office a fee of
05 for cach lot dezeribzd In an application for a deed of quitclaim
under such Act, which fee sholl ba consldered earned, ifrrespactive
of theo cetion taken on the applieation.

The act of January 12, 1925 (43 Stat. 738), provides:

That the Sceretary of the Interlor be, and is hereby, authorized
to determine and confirm by patent in the nature of a deed of quit-
claim the titles to 16¢s in the city of Pencacola, Florida, to those
percons, firmg, or corporations cubmitting satisfactory evidence of
being in pocsession, and of a chain of title, legal or equitable, ba-
gloning more than twenty years pricr to the paszage of this act,
or to thoss claiming by virtue of improvements and continusus
adversg poscccalon for more than twenty years prior to the passage
of this act. Such claims to lots are to b2 based on the approved
survey made In 1827 by James W. Exum, Deputy U. S. Surveyor,
or upen a cupplemental plat of survey where same is found to be
necezzary: Provided, Toat parties having clatms o lots in the city
of Pencacola, Florlda, and failing to prezent same within three years
after the pacsage of this act, will ba hield to have waived their rights
£o to do, and cuch unclaimed lots will thereafter be subfect to dis-
position colely under the act of June 23, 1832 (Fourth Statute at

Large, page 659).

(1) An application under this act must be filed with the
Commissioner of the General Land Office, Washington, D. C.,
accompanied by the required fee of $5 for each lot described
in the application, prior to January 12, 1938.

(2) No special form of application is required; but ths
application must be under oath and must state that the
applicant is in possession of the land and is shown by the
county records to be the present record owmer, claiming
through a chain of title, lezal or equitable, beginning more
than twenty years prior to January 12, 1925; or that appli-
cant was on January 12, 1925, in pozsession of the land and
had been in continuous adverse possession for more than
twenty years prior to that date and has made during that
time improvements thereon. Applicant must also state
whether he desires the claim to be based upon the approved
survey made in 1827 by James W. Exum, Deputy U. S. Sur-
veyor, or if he belleves a supplemental plat of survey fo be
necessary.

(3) If applicant is claiming as record owner, he must file
an abstract of title certified to by a competent abstracter,
showing the record of all conveyances of the land from a
date prior to January 12, 1805, to date of filiny of the ap-
plication, and the afildavits of two disinterested parties
made of their owmn personal knowledge that the applicant is
in possession of the land.

(4) I applicant claims by virtue of improvemenfts and
continuous adverse possession, he must file the affidavit of



